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11. Traffic and Transport 

11.1 Introduction 

11.1.1 The Draft ES has been produced to fulfil the Applicant’s consultation duties and 
enable consultees to develop an informed view of the likely significant effects of 

the Project. 

11.1.2 This chapter presents the assessment of the likely significant effects of the Project 

with respect to traffic and transport based on the information obtained to date. 
Following consultation, the assessment will be updated for the Final ES that will 

accompany the DCO application for the Project. 

11.1.3 This chapter should be read in conjunction with the project description provided in 
Chapter 2: The Project and with respect to relevant parts of the following 

chapters: 

⚫ Chapter 9: Air Quality; 

⚫ Chapter 10: Noise and Vibration; 

⚫ Chapter 15: People and Communities; and 

⚫ Chapter 17: Climate Change – Greenhouse Gas Emissions.  

11.1.4 This chapter describes: 

⚫ the legislation, policy and technical guidance that has informed the 
assessment (Section 11.2); 

⚫ consultation and engagement that has been undertaken and how comments 
from consultees relating to traffic and transport have been addressed 
(Section 11.3); 

⚫ the methods used for baseline data gathering (Section 11.4); 

⚫ overall baseline, including existing and future baseline (Section 11.5); 

⚫ embedded environmental measures relevant to traffic and transport (Section 
11.6); 

⚫ the scope of the assessment for traffic and transport (Section 11.7); 

⚫ the methodology applied for the assessment (Section 11.8); 

⚫ the assessment of traffic and transport effects (Section 11.9); 

⚫ the assessment of cumulative (inter-project) effects (Section 11.10); 

⚫ a summary of In-Combination Climate Change Impacts (Section 11.11); 

⚫ a summary of the significance conclusions (Section 11.12); 

⚫ additional measures proposed (Section 11.13); and 

⚫ traffic and transport residual effects assessment (Section 11.14).  
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11.1.5 This chapter is supported by the following appendices:  

⚫ Appendix 11A: Consultation and Engagement Summary;  

⚫ Appendix 11B: Draft Outline Construction Traffic Management Plan (CTMP); 

⚫ Appendix 11C: Draft Outline Public Rights of Way Management Plan 
(PRoWMP); and 

⚫ Appendix 11D Baseline Descriptions. 

Project Overview 

11.1.6 The Project includes the construction, and operation and eventual 

decommissioning of approximately 100km of new pipeline to distribute hydrogen to 
industry in the North West. A number of Hydrogen Above Ground Installations 
(HAGIs), including Block Valve Installations (BVIs) are required to control the flow 

and pressure of hydrogen at key points along the proposed pipeline.  

11.1.7 The Project connects the Hydrogen Production Plant (HPP) at the Stanlow site, as 

the source of hydrogen, for onward distribution to the network. The pipeline 
transports hydrogen to the Central Hub at the centre of the network, which then 
serves as the connection and onward distribution point to the North, East and 

South corridors, which would extend to St. Helens, Partington and Northwich 
respectively. Branching off from each main corridor would be pipeline spurs 
connecting hydrogen customers to the main pipeline. Infrastructure has also been 

included which supports the potential blending of hydrogen with methane in the 
existing gas network. The Project would also link to underground hydrogen 
storage facilities in Cheshire used to balance supply and demand through the 

network. . 

11.1.8 The presently anticipated maximum extent of land in which the Project may take 

place, which is assessed in this Draft ES, is defined by the ‘Draft Order Limits’, 

land within which is hereafter referred to as ‘land within the Draft Order Limits’. 

11.1.9 A proportionate degree of flexibility has been incorporated into the project design 
so that unforeseen issues that may be encountered following consent can be 
sufficiently mitigated. For example, previously unidentified poor ground conditions 

may require a pipeline section to be re-routed slightly for geotechnical reasons. 
Therefore, to allow for this, new infrastructure would be constructed within 
specified Limits of Deviation (LoD) which identify a maximum distance or 

measurement of variation within which the works must be constructed; further 

detail is provided on LoD in Chapter 2: The Project. 

Limitations and assumptions  

11.1.10  To ensure transparency within the EIA process, the following limitations and 

assumptions have been identified 

11.1.11 Where available, 2019 traffic data from the online Department for Transport (DfT) 

road traffic statistics website has been used to inform the baseline consistent with 
that used at PEIR. Whilst more recent data is available at some count points, it is 
considered that post-covid travel patterns are still in a period of flux, for example 
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the tendency of some workers to be more likely to travel for work midweek rather 
than Monday or Friday. In the interests of consistency and robustness, where DfT 

data has been used, 2019 flows with traffic growth factors have been applied to 

establish peak construction year baseline traffic flows. 

11.1.12 There are a number of committed/potential development and infrastructure 
schemes that have construction or completion time frames which could overlap 
with the Project. These are set out below along with why they have not or cannot 

be considered within this draft assessment:   

⚫ Schemes with planning consent:  

 HyNet North West Carbon Dioxide Pipeline – Work is required to understand 

the construction programme for the carbon dioxide pipeline and for the 
hydrogen pipeline so that cumulative effects can be accurately modelled. 
There is a commitment to revisit the localised impacts of this scheme at the 

western end of the Project following Stage Three Statutory Consultation.  

⚫ Schemes subject to planning: 

 Carrington Relief Road – Trafford Council (TC) – Whilst an EIA Scoping 
request was submitted on 08 May 2024 a planning application is yet to be 

submitted. Access EH-52 uses the western end of the current A1 road which 
will form part of the Carrington Relief Road. Use of EH-52 is expected to be 
completed by March 2028 and hence avoid any overlap with construction of 

the Carrington Relief Road, however construction programmes will be 
reviewed with TC following Stage Three consultation and if necessary some 

vehicles could use EH-53 and EH-54 to avoid the A1 road; and 

 Warrington Western Link – Warrington Borough Council (WBC) – 
Construction was anticipated to commence in 2023 with the scheme being 

operational in 2026. However, it is understood a planning application has not 
yet been submitted. Discussions have been held between WBC and the 
Applicant to discuss the relationship between the projects, including the 

respective outline designs, timescales and means of construction.  Further 
engagement is sought with WBC to consider the available scheme 
information following Stage Three Statutory Consultation and the likely 

impacts on the road network from construction traffic or a completed 

scheme.  

⚫ Schemes that are anticipated by local highways authorities: 

 The New Carrington allocation in the Places for Everyone Joint 
Development Plan, adopted in March 2024. There is currently insufficient 
information on the timescales of this development to undertake an 

assessment of cumulative effects. Additionally, there is insufficient 
information on the expected traffic flow impacts of the allocation on road 
links in the area. We would however note that traffic flows due to 

forthcoming development generally have been allowed for in the 
assessment through the use of the latest version of the DfT’s Trip End 
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Model Presentation Program (TEMPro) (v8)1 as outlined in Section 11.47. 
Likely timescales for implementation to be reviewed with TC following Stage 

Three Statutory Consultation. 

11.2 Relevant Legislation, Planning Policy and Technical 
Guidance 

11.2.1 This section identifies the legislation, planning policy and technical guidance that 

has informed the assessment of effects with respect to traffic and transport. 
Further information on policies relevant to the Project is provided in Chapter 4: 

Legislation and Policy Overview. 

Legislation 

11.2.2 The assessment has been undertaken in accordance with relevant transport 
related planning policy and guidance at the national, regional and local level. This 

has helped to identify requirements which the Project should consider, aiding the 
process of defining the scope of assessment and informing the identification of 

local issues. 

11.2.3 There is no legislation specifically relevant to this assessment. 

Planning Policy 

11.2.4 The primary national planning policy documents relevant to the consideration of 

the Project are the Overarching National Policy Statement for Energy (EN-1) and 
the National Policy Statement for Natural Gas Supply Infrastructure and Gas and 

Oil pipelines (EN-4). 

11.2.5 Compliance with relevant transport legislation will be achieved as required in 

seeking consents, licences and agreements to undertake works for the Project.  

11.2.6 Other national and local policies may be deemed considered material to the 
consideration of this Project. Policy potentially relevant to the Project and to this 

environmental topic is summarised within Table 11.1. 

  

 
1 Department for Transport (2024). Trip End Model Presentation Program (TEMPro) 
download (online). Available at: https://www.gov.uk/government/publications/tempro-
downloads (Accessed July 2024) 

https://www.gov.uk/government/publications/tempro-downloads
https://www.gov.uk/government/publications/tempro-downloads
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Table 11.1 Planning policy relevant to the traffic and transport assessment 

Policy Policy context 

National planning policy 

Overarching National 
Policy Statement for 
Energy (EN-1)2  

 

If a project is likely to have significant transport 
implications, the Applicant’s ES should include a transport 
appraisal. The assessment should also consider any 
possible disruption to services and infrastructure 
(paragraph 5.14.5).  
  
Applicants should consult with National Highways and 
Highway Authorities on the assessment. This is a 
requirement for NSIP projects where it is expected to 
impact on the strategic road network (SRN) or local road 
network (LRN) (paragraph 5.14.6)  
  
The Applicant should prepare a Travel Plan including 
demand management and monitoring measures to 
mitigate transport impacts. The Applicant should also 
provide details of proposed measures to improve access 
by active, public and shared transport. (paragraph 
5.14.7)  
  
If additional transport infrastructure is needed or 
proposed, it should always include good quality walking, 
wheeling and cycle routes, and associated facilities 
(paragraph 5.14.9).  
  
Applicants should discuss with network providers the 
possibility of co-funding by government for any third-party 
benefits (paragraph 5.14.10).  
 

The Secretary of State may attach requirements to a 
consent where there is likely to be substantial HGV traffic 

(paragraph 5.14.14), such as: 

⚫ control numbers of HGV movements to/from the 
site in a specified construction period and possibly 

on the routeing of such movements; 

 
2  Department for Energy Security & Net Zero (2023), Overarching National Policy 
Statement for Energy (EN-1). Available at:  
https://assets.publishing.service.gov.uk/media/65bbfbdc709fe1000f637052/overarching-
nps-for-energy-en1.pdf (Accessed July 2024) 

https://assets.publishing.service.gov.uk/media/65bbfbdc709fe1000f637052/overarching-nps-for-energy-en1.pdf
https://assets.publishing.service.gov.uk/media/65bbfbdc709fe1000f637052/overarching-nps-for-energy-en1.pdf
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Policy Policy context 

⚫ make sufficient provision for HGV parking, avoiding 

‘overspill’ parking on public roads and prolonged 

queuing on approach roads; and  

⚫ ensure satisfactory arrangements for reasonably 
foreseeable abnormal disruption with required 

consultation. 

National Policy Statement 
for Oil and Gas Supply 
Infrastructure and Gas 
and Oil Pipelines (EN-4)3 

EN-4 does not contain any relevant traffic and transport 

related policy. 

National Planning Policy 
Framework (NPPF)4 

Paragraph 115 states that development should only be 
prevented or refused on highways grounds if there would 
be an unacceptable impact on highway safety, or the 
residual cumulative impacts on the road network would be 
severe. 
 
Paragraph 117 states that if significant transport effects 
are likely then a Travel Plan is required along with a 
Transport Statement or Transport Assessment.  

Local planning policy 

Cheshire West and 
Chester Local Plan, (Part 
1) 20155 
 

STRAT 10 Transport and Accessibility: Developments 
that generate significant amounts of traffic should be 
accompanied by a Transport Assessment and Travel 
Plan. 
 
New development will be required to demonstrate that: 
 

 
3 National Policy Statement for natural gas supply infrastructure and gas and oil pipelines 
(EN-4) (2023) Available from: https://www.gov.uk/government/publications/national-policy-
statement-for-natural-gas-supply-infrastructure-and-gas-and-oil-pipelines-en-4 (Accessed 
August 2024) 
4 Department for Levelling Up, Housing and Communities (2023). The National Planning 
Policy Framework. Available at: 
https://assets.publishing.service.gov.uk/media/65a11af7e8f5ec000f1f8c46/NPPF_Decemb
er_2023.pdf (Accessed July 2024) 
5 Chester West and Chester (2015). Chester West and Cheshire Adopted Local Plan Part 
1 (online). Available at: https://www.cheshirewestandchester.gov.uk/your-council/policies-
and-performance/council-plans-policies-and-strategies/planning-policy/local-plan/local-
plan-part-one (Accessed August 2024) 

https://www.gov.uk/government/publications/national-policy-statement-for-natural-gas-supply-infrastructure-and-gas-and-oil-pipelines-en-4
https://www.gov.uk/government/publications/national-policy-statement-for-natural-gas-supply-infrastructure-and-gas-and-oil-pipelines-en-4
https://assets.publishing.service.gov.uk/media/65a11af7e8f5ec000f1f8c46/NPPF_December_2023.pdf
https://assets.publishing.service.gov.uk/media/65a11af7e8f5ec000f1f8c46/NPPF_December_2023.pdf
https://www.cheshirewestandchester.gov.uk/your-council/policies-and-performance/council-plans-policies-and-strategies/planning-policy/local-plan/local-plan-part-one
https://www.cheshirewestandchester.gov.uk/your-council/policies-and-performance/council-plans-policies-and-strategies/planning-policy/local-plan/local-plan-part-one
https://www.cheshirewestandchester.gov.uk/your-council/policies-and-performance/council-plans-policies-and-strategies/planning-policy/local-plan/local-plan-part-one
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Policy Policy context 

⚫ Additional traffic can be accommodated 

safely and satisfactorily within the existing, 

or proposed, highway network. 

⚫ Satisfactory arrangements can be made to 
accommodate the additional traffic before 

the development is brought into use. 

Current and disused transport corridors and 
infrastructure, including roads, railway lines, sidings and 
stations, will be safeguarded from development which 
would preclude their future transport use. 
 

Cheshire West and 
Chester Local Plan, (Part 
2) 20196 

Policy T5: seeks to support development proposals 
providing that they make safe provision for access, allow 
for safe movement within the site and do not create an 
unacceptable impact upon the amenity or road safety that 
cannot be satisfactorily mitigated by routeing controls or 
other highway improvements. The policy also seeks to 
support measures to assist inclusive access and to 
provide sufficient parking and appropriate charging 
infrastructure for electric vehicles. 

Cheshire West and 
Chester (Integrated 
Transport Strategy) 2017-
20307 

The Cheshire West and Chester (CWACC) Local 
Transport Plan (LTP) sets out the Council’s long-term 
vision for Transport within an integrated transport strategy 
document which covers the plan period between 2017 
and 2030. The document sets out six local transport goals 
and supporting objectives. The policy objectives of the 
LTP include the following, which are relevant to the 
Project.  
 

⚫ Reduce traffic congestion and enhance the 

capacity of local roads and the SRN;  

⚫ development transport scheme and measures 
that help support the economic viability of town, 

villages and leisure attractions in West Cheshire;  

 
6 Chester West and Chester (2019). Chester West and Cheshire Adopted Local Plan Part 
2 (online). Available at 
https://consult.cheshirewestandchester.gov.uk/kse/event/34617/section/5428432    
(Accessed August 2024) 
7 Cheshire West and Chester (2017). Local Transport Strategy 2017-2030 (online). 
Available at: https://www.cheshirewestandchester.gov.uk/residents/transport-and-
roads/public-transport/documents/Local-Transport-Plan-update-2017.pdf (Accessed 
August 2024) 

https://consult.cheshirewestandchester.gov.uk/kse/event/34617/section/5428432
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/documents/Local-Transport-Plan-update-2017.pdf
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/documents/Local-Transport-Plan-update-2017.pdf
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Policy Policy context 

⚫ support the delivery of new developments and 

housing while limiting the impact of additional 

traffic;  

⚫ support an overall reduction in levels of 
greenhouse gas emissions by supporting and 
encouraging the use of sustainable (low carbon) 

forms of transport and technology; 

⚫ maintain the highway network in a safe and 

serviceable condition for the use of vehicles, 

cyclists, pedestrian and all other users;  

⚫ ensure that the highway is kept in an acceptable 

condition environmentally;  

⚫ reduce the number of people killed or seriously 

injured on our roads;  

⚫ work to reduce transport related air quality 

problems in the borough; and 

⚫ ensure that new developments and local services 

are built in accessible locations. 

Within the climate change section of the document one of 
the Council’s short-term objectives related to new 
technologies and fuels is to promote and support the 
adoption of new transport technologies and fuels that help 
support carbon reduction projects.  

Transport for the North 
Freight and Logistics 
Strategy November 20228 

This strategy sets out that there are issues across the 
major road network in the North of England (all sections 
of the Project are located within the area cover by this 
strategy) including reliability and resilience. It is noted that 
the “ability to recover from planned and unplanned events 
is critical to the economic success of the North as a 
whole.” In the HyNet area, east-west Trans-Pennine 
movement on the M62 is constrained due to the network, 
as is north-south movement on the M6 in Cheshire and 
Warrington. 
 
The strategy also notes “a priority activity identified within 
Transport for North’s (TfNs) Transport Decarbonisation 
Strategy is to undertake or facilitate a pan-Northern 

 
8 Transport for the North (2022) Freight and Logistics Strategy (online). Available at: 
https://www.transportforthenorth.com/wp-
content/uploads/TFN_Freight_Logistics_DOC_Nov_2022.pdf (Accessed July 2024) 
 

https://www.transportforthenorth.com/wp-content/uploads/TFN_Freight_Logistics_DOC_Nov_2022.pdf
https://www.transportforthenorth.com/wp-content/uploads/TFN_Freight_Logistics_DOC_Nov_2022.pdf
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Policy Policy context 

hydrogen transport refuelling strategy, to provide a ‘look-
ahead’ of what an effective hydrogen refuelling network 
for the North could look like, servicing both HGVs and rail. 
Considering factors related to the supply and transport of 
hydrogen, as well as the spatial requirements of refuelling 
facilities, the study would provide an important part of the 
evidence base upon which both policy makers and freight 
operators can begin to make future investment decisions.” 

Cheshire East Local Plan 
Strategy (2010-2030)9 

Policy C01 Sustainable Travel and Transport: The 
Council expects development to achieve the following: 

⚫ Reduce the need to travel. This includes 

provision to guide development to sustainable 
and accessible locations or locations that can be 

made sustainable or accessible. 

⚫ Improve pedestrian facilities so that walking is 

attractive for shorter journeys. 

⚫ Improve cyclist facilities so that cycling is 

attractive for shorter journeys. 

⚫ Improve public transport integration, facilities, 
capacity, service levels, access for all users and 

reliability. 

Improve and develop appropriate road, rail and water 
freight transport routes and associated intermodal freight 
transport facilities to assist in the sustainable and efficient 
movement of goods. 

Policy CO2 Enabling Business Growth through 
Transport Infrastructure: The Council will support new 
developments that are, or can be made, well connected 
and accessible. 

Policy CO4 Travel Plans and Transport Assessments: 
All major development proposals that are likely to 
generate significant additional journeys will be 
accompanied by a Transport Assessment and, where 
appropriate, a Travel Plan. The Transport Assessment 
will be required to demonstrate that the capacity and 
efficiency of the highway network will not be severely 
affected by the development. Transport Assessments 
should be prepared following Cheshire East guidance. 

 
9 Cheshire East Council (2017) Local Plan Strategy (2010-2030) (Online). Available at: 
https://www.cheshireeast.gov.uk/pdf/planning/local-plan/local-plan-strategy-web-version-
1.pdf (Accessed August 2024) 

https://www.cheshireeast.gov.uk/pdf/planning/local-plan/local-plan-strategy-web-version-1.pdf
https://www.cheshireeast.gov.uk/pdf/planning/local-plan/local-plan-strategy-web-version-1.pdf
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Policy Policy context 

Cheshire East Local 
Transport Plan 2019-
202410 

The Cheshire East LTP sets out the Council’s vision for 
transport development within Cheshire East over the plan 
period. The plan sets out the challenges which need to be 
overcome to achieve the council’s vision. The plan 
provides actions which will need to be undertaken to 
overcome the challenges and reach the vision set out in 
the plan. Actions which are relevant to this Project include 
the following: 

⚫ Action 4.3 – The Council will support 

implementation of the Industrial Strategy locally 
including contributing towards meeting the 
challenges for clean growth, mobility, and a data 

driven economy. 

⚫ Action 4.5 – The Council will support activities 

which reduce the carbon intensity and resilience 

of our transport system. 

⚫ Action 4.6 – The Council will support the delivery 

of green and blue infrastructure improvements. 

Trafford Local Plan: Core 
Strategy11 
 

Policy L4.7 Sustainable Transport and Accessibility: 
Planning permission will not be granted for development 
that is likely to have a significant adverse impact on the 
highway network unless or until appropriate mitigation or 
improvements are secured. 
 

Policy L4.10 Safeguarded Highway and Public 
Transport Routes and Infrastructure: Existing or 
proposed public transport or infrastructure will be 
safeguarded from development that would prejudice their 
development or continued use. 
. 

 
10 Cheshire East (2019) Cheshire East Local Transport Plan 2019-2024. (Online) Available 
at: 
https://moderngov.cheshireeast.gov.uk/ecminutes/documents/s72327/Local%20Transport
%20Plan%20-%20app%201.pdf (Accessed August 2024) 
11 Trafford Council (2012). Trafford Local Plan: Core Strategy (online). Accessible at: 
https://www.trafford.gov.uk/planning/strategic-planning/docs/core-strategy-adopted-
final.pdf (Accessed August 2024) 

https://moderngov.cheshireeast.gov.uk/ecminutes/documents/s72327/Local%20Transport%20Plan%20-%20app%201.pdf
https://moderngov.cheshireeast.gov.uk/ecminutes/documents/s72327/Local%20Transport%20Plan%20-%20app%201.pdf
https://www.trafford.gov.uk/planning/strategic-planning/docs/core-strategy-adopted-final.pdf
https://www.trafford.gov.uk/planning/strategic-planning/docs/core-strategy-adopted-final.pdf
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Policy Policy context 

Policy L4.11 Freight Transport Network: Road, rail and 
water freight networks will be safeguarded and 
improvement and developments to these networks will be 
promoted. In particular, the following will be safeguarded 
and promoted: 

⚫ Trafford Park rail network; 

⚫ intermodal freight facilities within Trafford Park; and 

⚫ Manchester Ship Canal as a sustainable transport 

route. 

Places for Everyone Joint 
Development Plan12 
 
 

Policy JP-Strat14: A Sustainable and Integrated 
Transport Network: seeks to improve the transport 
network so that half of all daily trips can be made by 
public transport, cycling and walking, especially those 
shorter journeys around neighbourhoods. 
 
Policy JP-C7: Freight and Logistics: Support for 
efficient and sustainable freight movement including new 
development having appropriate delivery and servicing 
provisions in terms of safety, congestion and 
environmental impacts.  
 
Policy JP-C8: Transport Requirements of New 
Development :will require new development to be 
located and designed to enable and encourage walking, 
cycling and public transport use, to reduce the negative 
effects of car dependency, and help deliver high quality, 
attractive, liveable and sustainable environments. It 
requires, where appropriate, Construction Management 
Plans are in place for developments to mitigate 
environmental impacts and promote sustainability. 
Planning applications will be accompanied by a Transport 
Assessment / Transport Statement and Travel Plan where 
appropriate, in order to assess impacts and determine the 
most appropriate mitigation on the SRN and local 
transport network. 
 

Policy INF1 – Sustainable Travel and Transport: The 
Council will seek to deliver the objectives of “improving 

 
12 Greater Manchester Combined Authority (2024) Places for Everyone Joint Development 
Plan. (Online) Accessible at: https://www.greatermanchester-
ca.gov.uk/media/9578/places-for-everyone-joint-development-plan-document.pdf 
(Accessed July 2024). 
 

https://www.greatermanchester-ca.gov.uk/media/9578/places-for-everyone-joint-development-plan-document.pdf
https://www.greatermanchester-ca.gov.uk/media/9578/places-for-everyone-joint-development-plan-document.pdf


14 Prepared by WSP UK Limited for Cadent Gas Limited 

  

 
 
 

  

October 2024 
HyNet North West Hydrogen Pipeline Project Draft Environmental Statement, Chapter 11: Traffic and Transport  

Policy Policy context 

Warrington Local Plan 
2021/22 - 2038/3913 

the safety and efficiency of the transport network, tackling 
congestion, reducing carbon emissions and improving air 
quality, promoting sustainable transport options, reducing 
the need to travel by private car and encouraging healthy 
lifestyles.” 
 
Policy INF1 includes section 5 relating to improving freight 
transport provision including at 5(c): ‘Ensure appropriate 
routes are utilised, provided or improved so that there is 
no adverse impact on residential roads or neighbouring 
occupiers.’ 
 
Section 7 outlines that major developments generating 
significant movements will demonstrate that they do not 
result in unacceptable impact on safety and appropriate 
mitigation measures are in place. 

Policy INF2 – Transport Safeguarding, 2 Safeguarded 
Land and Schemes: The Council will safeguard land for 
specific following schemes shown on the plan’s policies 
map to ensure development does not prevent 
implementation of proposed transport schemes and 
projects.  
 

Warrington Fourth Local 
Transport Plan14 

The Fourth LTP sets out Warrington Council’s vision for 
transport over the plan period to 2040. The Plan sets out 
challenges to overcome to achieve the plans vision and 
promotes policies to ensure development is guided to 
achieve the Council’s vision.  
 
Policies are promoted to encourage the following: 

⚫ active travel; 

⚫ smarter travel choices; 

⚫ improve public transport; 

⚫ make travel safer; 

⚫ use of cleaner fuels; 

 
13 Warrington Borough Council (2023) Warrington Local Plan. Accessible at: 
https://www.warrington.gov.uk/sites/default/files/2023-
12/Warrington%20local%20plan%20-%202021-22%20-%202038-39%20-
%20Adopted%20December%202023.pdf (Accessed July 2024)  
14 Warrington Borough Council (2019) Warrington Fourth Local Transport Plan (Online). 
Accessible at: https://www.warrington.gov.uk/sites/default/files/2019-
12/final_ltp4_parts_a_and_b.pdf (Accessed August 2024) 

https://www.warrington.gov.uk/sites/default/files/2023-12/Warrington%20local%20plan%20-%202021-22%20-%202038-39%20-%20Adopted%20December%202023.pdf
https://www.warrington.gov.uk/sites/default/files/2023-12/Warrington%20local%20plan%20-%202021-22%20-%202038-39%20-%20Adopted%20December%202023.pdf
https://www.warrington.gov.uk/sites/default/files/2023-12/Warrington%20local%20plan%20-%202021-22%20-%202038-39%20-%20Adopted%20December%202023.pdf
https://www.warrington.gov.uk/sites/default/files/2019-12/final_ltp4_parts_a_and_b.pdf
https://www.warrington.gov.uk/sites/default/files/2019-12/final_ltp4_parts_a_and_b.pdf
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Policy Policy context 

⚫ asset management; 

⚫ network management; and 

⚫ freight management. 

Policy CF2 and CF3 are promoted within the LTP to 
support the use of cleaner fuels. 

St Helens Borough Local 
Plan up to 203715 

Strategic Aim 3: Promoting Sustainable Transport: 
seeks to improve access for all by facilitating sustainable 
transport choices, development in accessible locations, 
an integrated public transport network, and targeted 
improvements to the transport network.  
 
Policy LPA06: Transport and Travel: sets out the 
Council’s strategic priorities for transport and travel. 
Strategic priorities for the transport network are “to 
facilitate economic growth, enable good levels of 
accessibility between homes, jobs and services, improve 
air quality and minimise carbon emissions.” It also 
specifies the need for proposals that generate significant 
amounts of transport movement must be supported by a 
Transport Assessment or Transport Statement with an 
agreed scope with the Council, and where relevant Travel 
Plans. Additionally, it is outlined that proposals must not 
prevent or jeopardise planned transport schemes unless 
demonstrated acceptable to the Council. 
 
The St Helens Local Plan is supported by various 
Supplementary Planning Documents including Transport 
and Travel (2024)16. 

Merseyside Local 
Transport Plan (LTP3) 17 

The Liverpool City Region Combined Authority Transport 
Plan sets out the vision of the Combined Authority 

 
15 St Helens Borough Council (2022) St Helens Local Plan Up To 2037 (Online). 
Accessible at: https://sthelens.gov.uk/media/4315/St-Helens-Borough-Local-Plan-up-to-
2037/pdf/Local_Plan_Written_Statement_-
_FINAL_adoption_version.pdf?m=1658409100420 (Accessed July 2024) 
16 St Helens Borough Council (2024) Transport and Travel Supplementary Planning 
Document (Online). Available at: https://sthelens.gov.uk/media/8241/Transport-and-Travel-
Supplementary-Planning-
Document/pdf/Transport_and_Travel_SPD_April_2024.pdf?m=1714134693270 (Accessed 
August 2024) 
17 Merseyside Transport Integrated Transport Authority (2011) The third Local Transport 
Plan for Merseyside (Online). Accessible at: 
https://sthelens.gov.uk/media/3136/Merseyside-Local-Transport-Plan-3-
 

https://sthelens.gov.uk/media/4315/St-Helens-Borough-Local-Plan-up-to-2037/pdf/Local_Plan_Written_Statement_-_FINAL_adoption_version.pdf?m=1658409100420
https://sthelens.gov.uk/media/4315/St-Helens-Borough-Local-Plan-up-to-2037/pdf/Local_Plan_Written_Statement_-_FINAL_adoption_version.pdf?m=1658409100420
https://sthelens.gov.uk/media/4315/St-Helens-Borough-Local-Plan-up-to-2037/pdf/Local_Plan_Written_Statement_-_FINAL_adoption_version.pdf?m=1658409100420
https://sthelens.gov.uk/media/8241/Transport-and-Travel-Supplementary-Planning-Document/pdf/Transport_and_Travel_SPD_April_2024.pdf?m=1714134693270
https://sthelens.gov.uk/media/8241/Transport-and-Travel-Supplementary-Planning-Document/pdf/Transport_and_Travel_SPD_April_2024.pdf?m=1714134693270
https://sthelens.gov.uk/media/8241/Transport-and-Travel-Supplementary-Planning-Document/pdf/Transport_and_Travel_SPD_April_2024.pdf?m=1714134693270
https://sthelens.gov.uk/media/3136/Merseyside-Local-Transport-Plan-3-2011/pdf/31279408_Merseyside_LTP3_Full_Web_Hi_Res.pdf?m=637834588989870000
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Policy Policy context 

regarding transport development. LTP3 was adopted in 
2015 and identifies issues, challenges and objectives 
which are proposed to be met to achieve the vision of the 
LTP.  
 
St Helens Borough Council does not have its own LTP 
and the policy objectives for the area are contained within 
the wider Merseyside LTP3.  
 
The LTP sets out a number of goals and actions to 
support these goals as follows:  
 

⚫ GOAL 2 - Provide and promote a clean, low 

emission transport system which is resilient to 

changes to climate and oil availability;  

 Develop an Alternative Fuel Infrastructure 
Strategy to identify future fuel needs, 
infrastructure requirements and delivery 

models. 

 Provide support to operators in using 

alternative fuel and new technologies in 

their fleets. 

 Investigate the use of alternative fuels for 
the freight sector and link into the 

Alternative Fuels Infrastructure Strategy.  

Halton Delivery and 
Allocations Local Plan18 

Policy C1: Transport Network and Accessibility:  
Walking and Cycling 
 
‘1. Development will only be permitted where:  
a. It does not prejudice the access onto or through the 
walking and cycling network or it provides a sustainable 

alternative link of equal quality and convenience; and  

b. It does not affect the enjoyment of the walking and 

cycling network.  

 

2011/pdf/31279408_Merseyside_LTP3_Full_Web_Hi_Res.pdf?m=637834588989870000 
(Accessed August 2024) 
18 Halton Borough Council (2022) Halton Delivery and Allocations Local Plan (Online). 
Accessible at: 
https://www3.halton.gov.uk/Documents/planning/planning%20policy/newdalp/DALP%20Ad
opted.pdf (Accessed July 2024) 
 

https://sthelens.gov.uk/media/3136/Merseyside-Local-Transport-Plan-3-2011/pdf/31279408_Merseyside_LTP3_Full_Web_Hi_Res.pdf?m=637834588989870000
https://www3.halton.gov.uk/Documents/planning/planning%20policy/newdalp/DALP%20Adopted.pdf
https://www3.halton.gov.uk/Documents/planning/planning%20policy/newdalp/DALP%20Adopted.pdf
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Policy Policy context 

The walking and cycling network is understood to include 

but not be limited to the Greenway Network, The 
Bridgewater Way, Mersey Way, Timberland Trail, The 
Trans-Pennine Trail, the cycle network and Public Rights 

of Way.’  

The Council will support development where it does not 

have an unacceptable impact on highways safety or 
residual cumulative impacts on the road network would be 
severe and appropriate provision for car and cycle 

parking is made.  

Transport Assessments and Travel Plans 

‘16. The Council will require the submission of a 
Transport Assessment or Transport Statement for 

development proposals that are likely to generate 
significant numbers of trips, HGV movements and/or have 
location specific issues or traffic sensitivities. The level 

and content of supporting Transport Assessments/ 
Statements should be scoped with the Highway Authority 

prior to application.’  

‘17. A Travel Plan will be required as part of a new 

development in all of the following circumstances:  

a. Major development proposals comprising jobs, 

shopping, leisure and services;  

b. Smaller development proposals comprising jobs, 
shopping, leisure and services which would generate 

significant amounts of travel in or near to air quality 

management areas;  

c. Where the green travel plan will help to address a 
particular traffic problem associated with the proposal, 
which might otherwise have to be refused on local traffic 

grounds;  

d. Proposals for new and expanded school facilities 

(school travel plan).’  

Policy CS(R)15 Sustainable Transport: This policy 
encourages sustainable transport and supports the 
existing sustainable transport network within Halton. The 
policy sets out that “high trip generating developments will 
be expected to minimise the need to travel, particularly by 
private car and maximise the opportunities for the use of 
walking, cycling and public transport. The Council will 
expect them to be located where there is public transport 
accessibility and good walking and cycling links.” The 
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Policy Policy context 

Policy also encourages the provision of improvements to 
the sustainable transport network including capacity for 
innovative transport technology such as the use of 
alternative fuels and sources of power. 

Halton Local Transport 
Plan19 

The third Halton LTP sets out the Council’s vision for 
development of transport infrastructure and services over 
the plan period, 2011-2026. The Plan identifies 
challenges and opportunities in reaching the vision. It sets 
out 22 primary strategies to guide development, these 
include: 
 

⚫ Strategy 6 - Freight distribution; 

⚫ Strategy 12 - Peak oil production and emerging 

vehicle technology; and 

⚫ Strategy 14 - Public Rights of Way and 

Greenways. 

Strategy 6: recognises the importance of freight terminals 
and associated infrastructure, which lies in the Halton 
Borough. The Strategy highlights initiatives including the 
Mersey Multimodal Gateway and identifies potential 
improvements to physical infrastructure. 
 
Strategy 12: recognises the transport sectors reliance on 
oil and states that the case for supporting emerging 
vehicle technologies including vehicles using hybrid 
power, electricity and hydrogen, amongst others, is 
strong. 
 
Strategy 14: references a Rights of Way Improvement 
Plan in which Halton propose to develop, promote and 
protect public rights of way. 

Technical Guidance 

11.2.7 A summary of the technical guidance for traffic and transport is given in Table 

11.2. 

 
19 Halton Borough Council (2011) Halton Third Local Transport Plan (Online) Accessible 

at: 
https://www3.halton.gov.uk/Documents/council%20and%20democracy/transport/Final_LT
P3_Web_Version.pdf (Accessed August 2024). 

https://www3.halton.gov.uk/Documents/council%20and%20democracy/transport/Final_LTP3_Web_Version.pdf
https://www3.halton.gov.uk/Documents/council%20and%20democracy/transport/Final_LTP3_Web_Version.pdf
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Table 11.2  Technical guidance relevant to the traffic and transport assessment 

Technical guidance 
document 

Context 

DfT Guidance Circular 
01/2022 “Strategic 
Road Network and the 
Delivery of Sustainable 
Development”20 

Sets out the ways in which National Highways (formerly 
Highways England) will engage with communities and 
developers to deliver sustainable development and thus 
economic growth, whilst safeguarding the primary function 
and purpose of the SRN. 
 
The document outlines that “Environmental assessments 
must be comprehensive enough to establish the likely 
impacts on air quality, light pollution and noise arising from 
traffic generated by a development, along with the impacts 
from any proposed works to the SRN and identify measures 
to mitigate these impacts.” (paragraph 55). 

Institute of 
Environmental 
Management and 
Assessment (IEMA) 
Guidelines:  
Environmental 
Assessment of Traffic 
and Movement 
(EATM)21  

Relevant guidance for assessing potentially significant 
environmental effects in relation to traffic and transport. The 
assessment approaches set out within this document have 
been utilised within this assessment. 

“Planning for the 
future – A guide to 
working with National 
Highways on planning 
matters” 22 

A guide to working with National Highways on planning 
matters makes reference to the need for EIAs and states that 
“Development promoters will need to provide sufficient 
environmental information to satisfy the relevant local 
planning authority, and any other consenting authorities, that 
all environmental implications of the proposals have been 
appropriately considered.  
 

 
20 Department for Transport (2022). Circular 01/2022 Strategic Road Network and the 
Delivery of Sustainable Development. (Online) Available at: 
https://www.gov.uk/government/publications/strategic-road-network-and-the-delivery-of-
sustainable-development/strategic-road-network-and-the-delivery-of-sustainable-
development (Accessed July 2024).  
21 Davis, S., Hoare, D., Howard, R. and Ross, A. (2023) Institute of Environmental 
Management and Assessment (IEMA) Guidelines: Environmental Assessment of Road 
Traffic and Movement. 
22 National Highways (2023). Planning for the future – A guide to working with National 
Highways on planning matters. (online) Available at: 
https://nationalhighways.co.uk/media/2depj2hh/final-cre23_0370-nh-planning-guide-
2023.pdf (Accessed July 2023). 

https://www.gov.uk/government/publications/strategic-road-network-and-the-delivery-of-sustainable-development/strategic-road-network-and-the-delivery-of-sustainable-development
https://www.gov.uk/government/publications/strategic-road-network-and-the-delivery-of-sustainable-development/strategic-road-network-and-the-delivery-of-sustainable-development
https://www.gov.uk/government/publications/strategic-road-network-and-the-delivery-of-sustainable-development/strategic-road-network-and-the-delivery-of-sustainable-development
https://nationalhighways.co.uk/media/2depj2hh/final-cre23_0370-nh-planning-guide-2023.pdf
https://nationalhighways.co.uk/media/2depj2hh/final-cre23_0370-nh-planning-guide-2023.pdf
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Technical guidance 
document 

Context 

We will expect to see measures implemented that fully 
mitigate all environmental impacts arising from and relating to 
the interaction between developments and the SRN. There 
are four aspects to this:  

⚫ The environmental impacts arising from the 

temporary construction works. 

⚫ The environmental impacts of the permanent 
transport solution associated with the 

development. 

⚫ The environmental impacts of the road 
network upon the development itself (for 

example, vehicle emissions).  

⚫ The environmental impacts of any 

decommissioning phase” (paragraph 45 to 

46). 

“To avoid potential delay or challenge, transport assessments 
and environmental statements should be mutually consistent 
and pay due regard to each other.” (paragraph 48). 

Design Manual for 
Roads and Bridges23  

The DMRB, produced by National Highways, provides 
standards, advice notes and other published documents 
relating to the assessment and operation of trunk roads and 
is frequently used by local highway authorities. A series of 
documents within the DMRB will be relevant to the design of 
access proposals.  
 
These include CD 109 (Highways Link Design), CD 123 
(Geometric Design of at-grade priority and signal-controlled 
junctions) and CD 143 (Designing for walking, cycling and 
horse-riding).   

11.3 Consultation and Engagement 

Overview 

11.3.1 The assessment has been informed by consultation responses and statutory and 
technical engagement. An overview of the approach to consultation is provided in 

Section 3.12 of Chapter 3: Approach to Preparing the Draft ES. 

 
23 National Highways (formerly Highways England) - multiple documents available online 
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Scoping Opinion 

11.3.2 A Scoping Opinion was adopted by the Secretary of State, administered by the 

Planning Inspectorate, on 08 March 2022. A summary of the relevant responses 
received in the Scoping Opinion in relation to traffic and transport and confirmation 
of how these have been addressed within the assessment is presented in 

Appendix 11A Stakeholder Summary.  

Statutory Consultation 

11.3.3 Stage Two Statutory consultation took place between 12 September and 10 
November 2022 in accordance with the Planning Act 2008. Prescribed and non-

prescribed consultees and members of the public were consulted. Various 
methods of consultation and engagement were used in accordance with the 
Statement of Community Consultation (SoCC) including letters, website, public 

exhibitions, publicity and advertising in newspapers and webinar briefings.  

11.3.4 Cadent Gas Ltd (Cadent) (“the Applicant”) prepared a Preliminary Environmental 

Information Report (PEIR) which was publicised at this consultation stage. The 
Applicant sought feedback on the environmental information presented in that 
report. Feedback received during statutory consultation was considered by the 

Applicant and incorporated, where relevant into the design of the Project and its 

assessment and is presented in this Draft ES. 

11.3.5 A summary of the relevant responses received in response to statutory 
consultation, together with any subsequent discussions held in relation to traffic 
and transport and confirmation of how these have been considered within the 

assessment to date is presented in Appendix 11A Stakeholder Summary. 

11.3.6 Technical engagement with consultees in relation to traffic and transport is 

ongoing. 

11.4 Data Gathering Methodology 

11.4.1 Baseline data collection has been undertaken to obtain information over the traffic 
and transport study area. The description of the baseline conditions presented in 

Section 11.5 is based on currently available data from within the study area. 

11.4.2 The study area for the traffic and transport assessment is outlined below. The 
methodology for baseline data gathering including the desk study and site surveys 

is set out below. 

Study Area 

11.4.3 The Study Area for the traffic and transport assessment has been defined based 

on:   

⚫ Roads providing access for construction traffic generated by the Project;   

⚫ road, rail lines and navigable waterways crossed by the proposed pipeline 

corridor of the Project; and   
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⚫ Public Rights of Way (PRoWs) that interact with the Project and construction 

traffic access routes. 

11.4.4 This Chapter contains the assessment of traffic and transport on roads providing 
access for the Project’s construction traffic. The PRoWMP (Appendix 11C) 

contains details of the PRoWs potentially affected by the Project and the CTMP 

(Appendix 11B) outlines details including regarding pipeline crossings. 

11.4.5 The Study Area for the Project has taken into account the key roads that would be 
affected by predicted traffic associated with the construction of the Project, which 
is set out in further detail in Section0 The Study Area has taken into account 

responses to the Stage Two Statutory Consultation. 

11.4.6 The Study Area includes the following local highway authority areas:   

⚫ Cheshire West and Chester Council (CWACC);   

⚫ Cheshire East Council (CEC);   

⚫ Trafford Council (TC);   

⚫ Halton Borough Council (HBC);  

⚫ Warrington Borough Council (WBC); and   

⚫ St Helens Borough Council (SHBC).   

11.4.7 The Study Area also includes access routes along the SRN.   

11.4.8 The four corridors of the Draft Order Limits inform the Study Area. The various 

spurs from these corridors have also been included in the Study Area. 

West Corridor  

11.4.9 The assessment area for the West Corridor has taken into account the key roads 
that would be affected by traffic associated with the Project on the West Corridor 

and the associated spurs. Table 11.3 sets out the roads within the assessment 

area for the West Corridor.   
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Table 11.3 West Corridor area of assessment – traffic and transport  

Pool Lane - CWACC  Hatley Lane/Matty’s Lane - CWACC 

A56 - CWACC Cholmondeley Road - HBC 

B5132 (Cryers Lane) - CWACC Aston Lane - HBC & CWACC 

A5117 - CWACC A553 - HBC & CWACC 

Marsh Lane - CWACC Lower Rake Lane - CWACC 

Ship Street - CWACC Ashville Way - HBC 

A557 – HBC & CWACC    

 

11.4.10 A plan showing the area of assessment, identifying the links set out above, is 
provided separately as Figure 11.1: Traffic and Transport Highways Links – 

West Corridor. The assessment area has been agreed during discussions with 

National Highways, CWACC and HBC.  

North Corridor   

11.4.11 The assessment area for the North Corridor has taken into account the key roads 
that would be affected by traffic associated with the Project on the North Corridor 
and the associated spurs. Table 11.4 sets out the roads within the assessment 

area for the North Corridor.   

Table 11.4 North Corridor area of assessment – traffic and transport  

Higher Lane - CWACC B5156 (Station Road) - WBC 

Marsh Lane - CWACC  Barnard Street - WBC 

A56 – HBC & WBC   Forrest Way - WBC 

Newton Lane/Chester Road/Delph Lane - HBC Mowcroft Lane - WBC 

Summer Lane - WBC & HBC A5080 - WBC & HBC 

B5356 - WBC & HBC A562 - WBC 

A49 (M56 to A533) - CWACC & WBC A557 - HBC 

Holly Hedge Lane - WBC Mill Lane – HBC & SHBC 

Park Lane - WBC Twyford Lane - SHBC 
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Warrington Road - WBC A57 Warrington Road - SHBC & 
WBC 

Runcorn Road   - WBC & HBC B5419 - SHBC 

Taylor Street/Westford Road/Baronet Road   - 
WBC 

A570 St Helens Linkway (M62 to St 
Helens Centre) - SHBC 

Eastford Road   - WBC School Lane - SHBC 

A5060 (A56 to Gainsborough Road) - WBC Chapel Lane - SHBC 

Gainsborough Road - WBC Lea Green Road - SHBC 

Loushers Lane - WBC Eurolink - SHBC 

Wash Lane - WBC B5204 (Elton Head Road) - SHBC 

A5061 (Knutsford Road) - WBC Sherdley Road - SHBC 

Liverpool Road/Old Liverpool Road - WBC Sutton Heath Road - SHBC 

Thelwell Lane   - WBC Burtonhead Road - SHBC 

A50 - WBC Lapwing Lane - WBC 

Moore Lane - HBC  

  
11.4.12 A plan showing the area of assessment, identifying the links set out above, is 

provided separately as Figure 11.2 Traffic and Transport Highways Links – 
North Corridor. The assessment area has been agreed during discussions with 

National Highways, CWACC, HBC, WBC and SHBC.  

East Corridor  

11.4.13 The assessment area for the East Corridor has taken into account the key roads 
that would be affected by traffic associated with the Project on the East Corridor 

and the associated spurs. Table 11.5 sets out the roads within the area of 

assessment for the East Corridor.   
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Table 11.5 East Corridor area of assessment – traffic and transport  

A49 (M56 to B5356) -WBC A56 (M56 to B5160) – CEC & TC 

A559 (Northwich Road) - WBC & 
CWACC 

A556 (M6 to M56)   

Lake Lane - CWACC A56 (M56 to Broomedge) - CEC & WBC  

Old Mill Lane/Norman’s Lane - CWACC Agden Lane - CEC 

Knutsford Road - CWACC Agden Park Lane - CEC 

B5356 - WBC Froghall Lane - CEC 

Arely Road/New Road - CWACC & 
WBC 

Bradshaw Lane - WBC and CEC 

Barbers Lane - CWACC Spring Lane - WBC and CEC 

Pools Platt Lane - CWACC B5160 Woodhouse Lane (A56 to Barns 
Lane) - TC 

Cadwells Gate Lane - CWACC Carrgreen Lane - TC 

A50 (M6 to High Legh) - CEC & WBC Barns Lane - TC 

Swineyard Lane - CEC Sawpit Street - TC 

Moss Brow Lane - CEC A6114 - TC  

Moss Lane - CEC Sinderland Lane - TC 

B5159 and B5169 - WBC Sinderland Road - TC 

B5159 West Lane - CEC A56 (between M60 and Sinderland Road - TC 

Mowpen Brow - CEC  

  
11.4.14 A plan showing the area of assessment, identifying the links set out above, is 

provided separately as Figure 11.3: Traffic and Transport Highways Links – 

East Corridor. The assessment area has been agreed during discussions with 

National Highways, CEC and TC.   

South Corridor   

11.4.15 The area of assessment for the South Corridor has taken into account the key 
roads that would be affected by traffic associated with the Project on the South 
Corridor. Table 11.6 sets out the roads within the area of assessment for the 

South Corridor.   
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Table 11.6 South Corridor area of assessment – traffic and transport  

A49 (A533 to A556) - CWACC Whitegate Lane - CWACC  

B5142 (Sandy Lane) - CWACC Hartford Road - CWACC 

Station Road (B5153) - CWACC Eaton Lane - CWACC 

Hefferston Rise - CWACC A533 (A556 to London Road) - CWACC 

Acton Lane - CWACC Jack Lane - CWACC  

Millington Lane - CWACC London Road - CWACC 

Weaverham Road   - CWACC A530 (south of A556) - CWACC 

A556 (A49 to M6) – CWACC & CEC Whatcroft Hall Lane - CWACC 

A559 - CWACC  

  
11.4.16 A plan showing the area of assessment, identifying the links set out above, is 

provided separately as Figure 11.4: Traffic and Transport Highways Links – 

South Corridor. The assessment area has been agreed during discussions with 

National Highways and CWACC.  

Wider Strategic Highways Network   

  
11.4.17 As set out in Table 11.3 to Table 11.6 above, there are a number of elements of 

the SRN operated and maintained by National Highways that form part of the 
scope of assessment. The SRN will form the location from which all vehicles to 
and from the construction sites will route from and as such form the assessment of 

the four corridors (and associated spurs). The SRN will be affected by construction 
traffic. The following elements of the SRN have been agreed as scoped in for 
assessment with National Highways and are shown in Figure 11.5: SRN Study 

Area (provided separately):   

⚫ M56 (Between Junction 15 and 1);  

⚫ M6 (Between Junction 18 and 22);   

⚫ M62 (Between Junction 7 and 12);   

⚫ M60 (Between Junction 12 and 3); and   

⚫ A556 (Between M6 and M56).   

Desk Study 

11.4.18 A summary of the organisations that have supplied data, together with the nature 

of that data is outlined in Table 11.7. 
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Table 11.7  Data sources used to inform the traffic and transport assessment 

Organisation Data source Data provided 

Ordnance 
Survey (OS) 
Mapping  

https://www.bing.com/maps  
- Bing maps allows access 
online to Ordnance Survey 
Mapping24 

1:50,000 and 1:25,000 Ordnance Survey 
Mapping of the entire Study Area.  

Google 
Traffic 

https://www.google.co.uk/m
aps25 

Data on congestion on local roads and 
junctions within the entire Study Area.  

WSP 
Collision 
Analysis UK 
Collision 
Dashboard 

DfT (STATS19) verified 
data presented within the 
WSP Collision Analysis UK 
Collision Dashboard26 

Department for Transport verified 
accident data for the entire Study Area 
(for the Final ES this data will be used for 
the entire Study Area excluding 
Warrington.)  

Warrington 
Borough 
Council 

WBC27 Accident data is being obtained for the 
Warrington highways area for use in the 
Final ES. 

Google 
Street View 

https://www.google.co.uk/m
aps25 

Street view imagery of the LRN.  

PRoW 
Information 

CWACC 28 PRoW information from the definitive 
CWACC map. 

CEC29 PRoW information from the definitive 
ECC map. 

TC30  PRoW information from the definitive TC 
map. 

 
24 Bing Maps (2024). Microsoft Bing Maps (online). Available at: 
https://www.bing.com/maps (Accessed July 2024) 
25 Google Maps (2024). Google Maps (online). Available at: 
https://www.google.co.uk/maps (Accessed July 2024) 
26 Department for Transport data presented within the WSP Collision Analysis UK Collision 
Dashboard 
27 WCC data to be obtained for presentation in the Final ES 
28 Cheshire West and Chester Council (2024). Public Map Viewer (online). Available at: 
https://maps.cheshirewestandchester.gov.uk/cwac/webmapping (Accessed July 2024) 
29 Cheshire East Council (2024). Public Map Viewer (online). Available at: 
https://maps.cheshireeast.gov.uk/ce/webmapping (Accessed July 2024) 
30 Trafford Council (2024). Online Mapping (online). Available at: 
https://www.trafford.gov.uk/residents/transport-and-streets/roads-highways-and-
pavements/Public-rights-of-way/rights-of-way.aspx (Accessed July 2024) and Cornelius, B 
(2022). Dataset containing the public rights of way of Trafford (online). Available at: 
https://www.rowmaps.com/datasets/TR/ (Accessed August 2022). 

https://www.bing.com/maps
https://www.bing.com/maps
https://www.google.co.uk/maps
https://maps.cheshirewestandchester.gov.uk/cwac/webmapping
https://maps.cheshireeast.gov.uk/ce/webmapping
https://www.trafford.gov.uk/residents/transport-and-streets/roads-highways-and-pavements/Public-rights-of-way/rights-of-way.aspx
https://www.trafford.gov.uk/residents/transport-and-streets/roads-highways-and-pavements/Public-rights-of-way/rights-of-way.aspx
https://www.rowmaps.com/datasets/TR/
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Organisation Data source Data provided 

HBC31  PRoW information from the definitive 
HBC map. 

WBC 32 PRoW information from the definitive 
WBC map. 

SHBC 33 PRoW information from the definitive 
SHBC map. 

Traffic Data https://roadtraffic.dft.gov.uk 
34 

Historic data from at the DfT permanent 
count locations at identified Highway 
Links.  

Bus Service 
information 

https://www.warrington.gov.

uk/buses 35 

Details of bus routes and operators in 
Warrington. 

https://www.cheshirewestan

dchester.gov.uk/residents/tr

ansport-and-roads/public-

transport/bus-timetables-

route-maps/bus-service-

timetables 36 

Details of bus routes and operators in 
Cheshire West and Chester. 

https://www.cheshireeast.go

v.uk/public_transport/bus_s

ervice_timetables.aspx 37 

Details of bus routes and operators in 
Cheshire East. 
 

 
31 Halton Borough Council (2024). Public Rights of Way Maps (online). Available at: 
https://www3.halton.gov.uk/Pages/traffic/cycling.aspx (Accessed July 2024) 
32 Warrington Borough Council (2024). Online mapping (online). Available at: 
https://mapping.warrington.gov.uk/wml/Map.aspx?MapName=Planning_and_LLC_Externa
l (Accessed July 2024) 
33 St. Helens Borough Council (2024). My Council (online). Available at: 
https://maps.sthelens.gov.uk/mycouncil.aspx (Accessed July 2024) 
34 Department for Transport (2023). Road Traffic Statistics (online). Available at: 
https://roadtraffic.dft.gov.uk/#6/55.254/-6.053/basemap-regions-countpoints (Accessed 
July 2024) 
35 Warrington Borough Council (2024). Bus and Coach Travel (online). Available at: 
https://www.warrington.gov.uk/buses (Accessed July 2024) 
36 Cheshire West and Chester Council (2024). Bus Service Timetables (online). Available 
at: https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-
transport/bus-timetables-route-maps/bus-service-timetables (Accessed July 2024) 
37 Cheshire East Council (2024). Bus Service Timetables and Journey Planning (online). 
Available at: 
https://www.cheshireeast.gov.uk/public_transport/bus_service_timetables.aspx (Accessed 
July 2024) 

https://roadtraffic.dft.gov.uk/
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/bus-timetables-route-maps/bus-service-timetables
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/bus-timetables-route-maps/bus-service-timetables
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/bus-timetables-route-maps/bus-service-timetables
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/bus-timetables-route-maps/bus-service-timetables
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/bus-timetables-route-maps/bus-service-timetables
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/bus-timetables-route-maps/bus-service-timetables
https://www.cheshireeast.gov.uk/public_transport/bus_service_timetables.aspx
https://www.cheshireeast.gov.uk/public_transport/bus_service_timetables.aspx
https://www.cheshireeast.gov.uk/public_transport/bus_service_timetables.aspx
https://mapping.warrington.gov.uk/wml/Map.aspx?MapName=Planning_and_LLC_External
https://mapping.warrington.gov.uk/wml/Map.aspx?MapName=Planning_and_LLC_External
https://maps.sthelens.gov.uk/mycouncil.aspx
https://roadtraffic.dft.gov.uk/#6/55.254/-6.053/basemap-regions-countpoints
https://www.warrington.gov.uk/buses
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/bus-timetables-route-maps/bus-service-timetables
https://www.cheshirewestandchester.gov.uk/residents/transport-and-roads/public-transport/bus-timetables-route-maps/bus-service-timetables
https://www.cheshireeast.gov.uk/public_transport/bus_service_timetables.aspx
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Organisation Data source Data provided 

https://www.merseytravel.g

ov.uk/timetables/#bus 38 

Details of bus routes and operators in the 
Merseytravel area. 

https://tfgm.com/travel-

updates/live-departures 39 

Details of bus routes and operators in the 
Transport for Greater Manchester area. 

https://data.bus- 

data.dft.gov.uk/timetable/ 40 

Bus Open Data Service – details of bus 
routes through the Study Area. 

https://www.arrivabus.co.uk/

find-a-service41 

Details of Arriva bus service route 
information through the Study Area. 

https://www.stagecoachbus.

com/timetables42 

Details of Stagecoach bus service route 
information through the Study Area. 

https://www.warringtonsown

buses.co.uk/services43 

 

Details of Warrington’s Own Buses bus 
service route information through the 
Study Area. 

National 
Cycle 
Network 
(NCN) 
Information  

https://www.sustrans.org.uk
/national-cycle-network44 

Details of NCN through the Study Area. 

DfT – 
TEMPro 

Traffic growth factors based 
on local planning data and 
the National Traffic Model.1 

Traffic growth rates for the Study Area. 

 
38 Mersey Travel (2024). Timetables (online). Available at: 
https://www.merseytravel.gov.uk/timetables/#bus (Accessed 15 July 2024) 
39 Transport for Greater Manchester (2024). Live Departures (online). Available at: 
https://tfgm.com/travel-updates/live-departures (Accessed July 2024) 
40 Department for Transport (2024). Timetables Data (online). Available at: 
https://data.bus-data.dft.gov.uk/timetable/ (Accessed July 2024) 
41 Arriva (2024). Find a Service (online). Available at: https://www.arrivabus.co.uk/find-a-
service (Accessed July 2024) 
42 Stagecoach (2024). Bus Times & Timetables (online). Available at: 
https://www.stagecoachbus.com/timetables (Accessed July 2024) 
43 Warrington’s Own Buses (2024). Timetables & Maps (online). Available at: 
https://www.warringtonsownbuses.co.uk/services (Accessed July 2024) 
44 Sustrans (2024). The National Cycle Network (online). Available at: 
https://www.sustrans.org.uk/national-cycle-network (Accessed July 2024) 

https://www.merseytravel.gov.uk/timetables/#bus
https://www.merseytravel.gov.uk/timetables/#bus
https://www.merseytravel.gov.uk/timetables/#bus
https://tfgm.com/travel-updates/live-departures
https://data.bus-data.dft.gov.uk/timetable/
https://www.arrivabus.co.uk/find-a-service
https://www.arrivabus.co.uk/find-a-service
https://www.stagecoachbus.com/timetables
https://www.warringtonsownbuses.co.uk/services
https://www.sustrans.org.uk/national-cycle-network
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Organisation Data source Data provided 

DfT  National Road Traffic 
Projections45 

Traffic growth rates for HGVs in the Study 
Area 

Network Rail  https://www.nationalrail.co.u
k/stations_destinations/rail-
maps.aspx46 

Details of active rail lines in the Study 
Area.  

Inland 
Waterways 
Association 

https://waterways.org.uk/wa
terways/uk-canal-map47 

Details of navigable waterways in the 
Study Area.  

DfT Reported road casualties 
Great Britain: 2019 
(RAS10002 table)48 

The national accident rate per million 
vehicle kms by road  

Survey Work 

Site assessment 

11.4.19 A site survey of the LRN with the potential to be affected by the construction traffic 
generated by the Project was carried out on 10 and 11 March 2022. The site 

survey included detailed notes and photographs recorded on Global Positioning 
System (GPS) linked on-site system (collector app). Table 11.8 below sets out 

details of this site survey. 

Table 11.8 Site survey undertaken for transport 

Survey type Scope of survey Coverage of Study 
Area 

Site  
Survey 

The scope of the site survey undertaken for 
transport in the Study Area included:  

⚫ All roads and junctions that are part 

of the Study Area;  

Proposed  
construction  
traffic routes  
that formed the 
Transport Study  

 
45 Department for Transport (2022) National Road Traffic Projections (online). Available at: 
https://www.gov.uk/government/publications/national-road-traffic-projections (Accessed 
July 2024) 
46 National Rail (2024). Find a Station (online). Available at: 
https://www.nationalrail.co.uk/find-a-station/ (Accessed August 2024) 
47 Inland Waterways Association (2024). UK Canal Map (online). Available at: 
https://waterways.org.uk/waterways/uk-canal-map (Accessed July 2024) 
48 Department for Transport (2019) Reported road casualties Great Britain: 2019 
(RAS10002 table) (online). Available at: 
https://assets.publishing.service.gov.uk/media/5f90195cd3bf7f5d593271c0/reported-road-
casualties-gb-annual-report-2019.pdf (Accessed: July 2024) 

https://www.gov.uk/government/publications/national-road-traffic-projections
https://www.nationalrail.co.uk/find-a-station/
https://waterways.org.uk/waterways/uk-canal-map
https://assets.publishing.service.gov.uk/media/5f90195cd3bf7f5d593271c0/reported-road-casualties-gb-annual-report-2019.pdf
https://assets.publishing.service.gov.uk/media/5f90195cd3bf7f5d593271c0/reported-road-casualties-gb-annual-report-2019.pdf
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Survey type Scope of survey Coverage of Study 
Area 

⚫ all proposed site access locations 

(major); 

⚫ the PRoW affected by the project;  

⚫ observations of traffic conditions on 

the highways network;  

⚫ visit to the proposed Central Hub 

HAGI location;  

⚫ observations were made of key 

sensitive locations;   

⚫ confirmation of suitability of roads 

for HGV traffic; and  

⚫ confirmation of desk-based height 

and width restrictions. 

Area at the time of the 
Site Survey. 

 

11.4.20 An additional site survey is anticipated to be undertaken in September 2024 to 

capture any key changes to the network prior to DCO submission. 

Baseline traffic data 

11.4.21 Traffic data has been derived from the online DfT traffic statistics for most of the 
Study Area. Seven locations, relevant to the Draft ES, were identified as lacking 

traffic data and to address this, Automatic Traffic Counts (ATCs) were undertaken 
between 21 June 2022 and 28 of June 2022 by traffic survey company TSL. The 
ATCs recorded vehicle numbers by type and by direction as well as speed of 

vehicles. The counts were undertaken in the following locations: 

⚫ ATC 1 – A56 (Bridge Lane) – Frodsham;  

⚫ ATC 2 – Higher Lane - Between A533 and A49; 

⚫ ATC 3 – B5160 (Station Road) – Dunham Massey;  

⚫ ATC 4 – B5204 (Elton Head Road) - Between A570 and Rainhill Road; 

⚫ ATC 5 – A5117 - Between M56 and B5132; 

⚫ ATC 6 – Runcorn Road - Between A56 and Moore; and 

⚫ ATC 7– Liverpool Road – Sankey Bridge. 

Data Limitations 

11.4.22 The Covid-19 pandemic restrictions had a significant impact on traffic volumes in 
2020 and 2021. 2019 was selected as representative of pre-covid normal 
conditions for the traffic and transport assessment at PEIR as agreed with the 
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highway authorities. Section 11.5 later in this chapter will explain that, whilst 2023 
traffic flow data is now available for some DfT traffic count locations, 2019 traffic 

data is utilised for the DfT traffic count locations. This ensures consistency in the 
baseline traffic flows for the between the roads assessed using the DfT data to 

calculate baseline traffic flows..  

11.4.23 Verified road accident data from DfT is presented within the WSP Collision 
Analysis UK Collision Dashboard for the years 2018 to 2022. This has been used 

to calculate collision rates for each highway link in the study area. Whilst local 
highway authorities may hold accident records that contain more detail of each 
individual accident, given the scale of the Project it is not proportionate to acquire 

the full accident records and examine the details of every accident on every 
highway link in the study area. WBC specifically requested accident data be 
sourced from WBC for road links within the WBC highway area and this accident 

data is being sourced and is anticipated to be presented in the Final ES. In total, 
excluding Warrington the study area routes are approximately 148km in length and 
recorded 399 accidents recorded between 2018 and 2022. The study area within 

Warrington consists of approximately 39km of highway. Should concerns be raised 
over specific accident records or hot spots additional detailed accident information 
can be sought to supplement the overview provided within this Draft ES chapter. 

However, it is considered that the accident data provided within this chapter is 

sufficient to undertake a robust traffic and transport assessment. 

11.4.24 Some UK 2021 Census data has been published. However, the travel to work data 
by mode and based on place of residence reported in the census was recorded 
during the Covid-19 pandemic which involved travel restrictions and rapid 

behaviour changes due to participation of working from home and furloughed 
employees. The impact of the Covid-19 pandemic on the 2021 Census reported 
travel to work data would be an underestimation of journeys to work and may not 

be representative of journey to work patterns. Therefore, whilst  the 2011 census 
data is over ten years old it has been used for Light Vehicle (LV) distribution 
purposes as a more reliable and robust baseline for distribution of travel to work 

trips.  

11.5 Overall Baseline 

11.5.1 This section provides a description of the baseline conditions of the local and 
strategic roads which are proposed to be used for access to the Project as well 
cycle routes, sustainable travel routes and a high-level accident assessment. 

Figures 11.1 to 11.5 (provided separately) illustrate the roads that have been 

included in this section. 

Current Baseline 

Highways Network Review  

11.5.2 Due to the wide scope of assessment for the Project the descriptions of the 
highways network (both local and SRN) have been included as a separate 

appendix, Appendix 11D.  
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Bus Network  

11.5.3 Bus services are in operation in the Study Area. This section summarises the 

public bus services that cross each of the four corridors of the Draft Order Limits.  

11.5.4 The majority of bus service and corridor interactions roads, set out in Table 11.9, 

are A or B class roads. There are also some minor urban and rural roads.  

Table 11.9 Bus service summary 

Road within Study Area Used by Key 
Public Bus Service(s) 

Bus Service  

West Corridor Bus Network 

A56 X30 

North Corridor Bus Network 

A49 X5, CAT5; 62, 12, 11, 9A, CAT 9, CAT 6, 
CAT 8, CAT 7, C51 

B5204 156, C39, 289, 33, 920 

Lea Green Road 920 

Loushers Lane and/or Gainsborough 
Road and/or Wash Lane 

12 and 11 

B5419 C40 and 17 

A5060 X30, 12 and 11 

Sherdley Road 33 

Sutton Heath Road 33 and 920 

A56 X30 

Runcorn Road 62, X43 and C51 

A562 110 and 32 

A50 47 

A57 C49 

Bourtonhead Road 12 

East Corridor Bus Network 

A56 19, 86, 245, 263, 746, 756, 757, 758, 759, 
764, 770, 776, 778, 783, 789 and CAT5 
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Road within Study Area Used by Key 
Public Bus Service(s) 

Bus Service  

Sinderland Road 247, 28, 746, 759 and 765 

Sinderland Lane 247 

A6144 247, 253, 255 and 280 

B5160 CAT5 and 280 

B5159 47 

A49 9A 

South Corridor Bus Network 

A533 31 

A49 48A and 9A 

B5153 9A 

A556 82 

 

11.5.5 It is proposed that for the Project all the routes used by local bus services would 

remain open for the duration of the work and traffic management would be put in 
place to allow for the continued use of the route for sustainable modes. Some 
short localised delays may be incurred by bus services on roads during the road 

crossings but major diversions can be avoided.  

11.5.6 Many of the routes are also along the major A roads (A50, A57, A49, A533, A566, 

A56 and A6144), which are proposed to be crossed by trenchless technology and 

as such would not be subject to any effects from proposed traffic management.  

11.5.7 Based on the likely low impacts on bus services, as a result of the Project, the 
impacts on local public transport routes are not considered further in this 

assessment.  

Public Rights of Way  

11.5.8 The proposed access points for the Project (temporary and permanent) would 

potentially affect a number of PRoWs in the area including a number of key 

walking trails as follows: 

⚫ The North Cheshire Way;  

⚫ Delamere Way;  

⚫ Cheshire Ring Canal Walk;  

⚫ Mersey Valley Trail; and  
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⚫ Trans Pennine Trail (ORPA1). 

11.5.9 It is, also, important to note that some individual footpaths and/or bridleways 
combine to create a local recreational route for many PRoW users, for example 

the Aston Ring used by horse riders. 

11.5.10 Figure 11.7: PRoWs Affected by the Project (provided separately) sets out the 
locations of the PRoWs in relation to the Draft Order Limits. To understand the 

effects of the Project a Draft Outline PRoWMP has been developed and is 

provided in Appendix 11C.  

11.5.11 The Draft Outline PRoWMP has set out in detail each PRoW and area of Open 
Access Land (OAL) that is currently affected within the Draft Order Limits. This 
includes details on the PRoW number, type of effect and whether the effect is 

likely to be temporary or permanent. 

National and Local Cycle Routes  

11.5.12 The Draft Order Limits currently cross the elements of the Sustrans NCN 

summarised in Table 11.10. 

Table 11.10 Sections of the NCN crossed by the Draft Order Limits Summary 

NCN ID Section of NCN Route Interaction with the Project 

NCN 5 On carriageway A5117 at Elton Green. Proposed to be crossed by the 
West Corridor. 

 On carriageway section on Station Road at 
Ince Lane. 

Proposed to be crossed by a 
proposed haul road. 

 Off road route east of Ince. Proposed to be crossed by a 
haul route. 

 Section of off-carriageway route that follows 
a tracks known as Marsh Lane, Lordship 
Lane and Moorditch Lane (north of the 
M56). 

Proposed to be crossed by the 
West Corridor. 

 Section of off-carriageway route north of 
Ship Street, Frodsham. 

Proposed to be used as an 
access route for the Project. 

 On-carriageway section along A56 (Sutton 
Causeway/Weaver Bridge/Chester Road) 
east of Frodsham. 

Proposed to be crossed by the 
West Corridor. 

 On-carriageway section on Aston Lane. Proposed to be crossed by the 
West Corridor. 

 Off-carriageway section on an informal track 
southeast of Aston. 

Proposed to be crossed by the 
West Corridor. 
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NCN ID Section of NCN Route Interaction with the Project 

 Off-carriageway section on an informal track 
along Longacre Brook. 

Proposed to be crossed by the 
South Corridor. 

 Off-carriageway section on an informal track 
alongside the River Weaver southwest of 
Bartington. 

Proposed to be crossed by the 
South Corridor. 

 Off-carriageway section on an informal track 
that leads from Eaton Lane west of 
Davenham. 

Proposed to be used as a 
construction access track. 

 Off-carriageway section on an informal track 
that leads from Eaton Hall Farm to the 
southwest of Moulton. 

Proposed to be used as a 
construction access track. 

NCN62*  Section along former rail line at Dunham 
Massey. 

Proposed to be crossed by the 
East Corridor. 

 On-carriageway section along Thelwall 
Lane, Warrington. 

Proposed to be used as a 
location to install underground 
pipeline in the carriageway. 

 On-carriageway section along Clearwater 
Quays, Warrington. 

Proposed to be used as a 
location to install underground 
pipeline in the under the 
carriageway. 

 On-carriageway route on the A5060 Proposed to be crossed by the 
North Corridor. 

 Section of informal track along the River 
Mersey under rail bridges (also known as 
Eastford Road). 

Proposed to be used as a route 
for the underground pipeline. 

 Short section of informal road west of 
Forrest Way, Warrington. 

Proposed to be used as a 
construction access route. 

 Section along former rail line west of 
Warrington and south of Cuerdley, 
Warrington. 

Proposed to be crossed by the 
North Corridor. 

NCN562 A section of on carriageway cycle route 
along Aston Road. 

Proposed to be crossed by the 
West Corridor. 

*also known as Trans Pennine Trail in vicinity of project 

11.5.13 It is proposed that all the routes used by NCN routes would remain open for the 

duration of the Project construction and operation phases and traffic management 
would be put in place to allow for the continued use of the routes for sustainable 
modes. This will be managed with signage, active management or traffic signal 

control.  
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11.5.14 NCN5 also has routes along the major A roads (A5117, A56), which are proposed 
to be crossed by trenchless technology and as such would not be subject to any 

effects from proposed traffic management.  

11.5.15 Based on the likely low impacts on national cycle routes as a result of the Project 

the impacts on national cycle routes are not taken forward into this chapter’s 
assessments. A detailed narrative of potential mitigation is set out in the Draft 

Outline CTMP.   

National Rail Network  

11.5.16 All rail crossings required during the Project construction period are proposed to 

be managed though trenchless crossings during the construction works, which 
should allow for the continued use of the rail lines during these periods, or are 

locations where the rail line bridges over the ground the Project routes through.  

11.5.17 Trenchless crossing techniques have no surface effects in between the 
compounds at either end of the crossing. Trenchless crossing types that may be 

used are:  Horizontal Directional Drilling (HDD); Auger Boring; Micro-tunnelling 

and Direct Pipe.  

11.5.18 The Draft Order Limits include crossings of the rail network at 14 locations, taking 
into account design optionality. The 14 locations are shown in Figure 11.8: 

National Rail Network Crossing Points (provided separately).  

11.5.19 Engagement with Network Rail has and will continue to take place to discuss the 

proposed crossings of the rail network.  

11.5.20 Table 11.11 sets out the details of the various crossings of the existing rail 

network.  

Table 11.11  Proposed rail crossings and management  

Crossing 
Point 

Corridor  Rail Line Between  Management  

R1 West Ellesmere Port and Frodsham  Trenchless Crossing  

R2 West Frodsham and 
Runcorn/Warrington  

Trenchless Crossing  

R3 West Warrington/Runcorn and 
Winsford – West Coast Mainline 

Trenchless Crossing  

R4 South Warrington/Runcorn and 
Winsford – West Coast Mainline 

Trenchless Crossing  

R5 South Warrington/Runcorn and 
Winsford – West Coast Mainline 

Trenchless Crossing  

R6 South Northwich to Chester Trenchless Crossings 

R7 South Northwich to Middlewich  Trenchless Crossing 
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Crossing 
Point 

Corridor  Rail Line Between  Management  

R8 North Warrington/Runcorn and 
Winsford – West Coast Mainline 

Trenchless Crossings 

R9 North Warrington/Runcorn and 
Winsford – West Coast Mainline 

Trenchless Crossings 

R10 North Warrington/Runcorn and 
Winsford – West Coast Mainline 

The rail line bridges 
over the ground the 
Project routes 
through. 

R11 North Warrington/Runcorn and 
Winsford – West Coast Mainline 

The rail line bridges 
over the ground the 
Project routes 
through. 

R12 North Warrington to Widnes Trenchless Crossings 

R13 North Warrington to Liverpool Trenchless Crossings 

R14 North Manchester to Liverpool  Trenchless Crossings 

 
11.5.21 As additional management measures other than the use of trenchless crossings 

are not considered necessary to avoid impacts on the rail network, effects on this 

receptor are not considered further in this assessment.  

Navigable Waterways  

11.5.22 All navigable watercourse crossings required during the Project construction 

period are proposed to be managed through trenchless crossings, which should 

allow for the continued use of the navigable watercourse during these periods.  

11.5.23 The Draft Order Limits include crossings of navigable waterways at 11 locations, 
taking into account design optionality. The 11 locations are shown in Figure 11.9: 

Navigable Waterway Crossings (provided separately).  

11.5.24 Regular consultation and engagement with the Canals and River Trust has taken 
place to discuss the requirements of the Project and will continue up to and 

beyond DCO application submission.  

11.5.25 Table 11.12 provides details on the crossings of Navigable Waterways.  
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Table 11.12  Management of navigable waterways 

Crossing 
Point 

Corridor  Name of Navigable Waterway  Management  

NW1 West Weaver Navigation – Canal and River Trust  Trenchless 
Crossing  

NW2 West Weaver Navigation – Canal and River Trust  Trenchless 
Crossing  

NW3 West Trent and Mersey 
Canal – Canal and 
River Trust  

Trenchless Crossing  

NW4 South  Trent and Mersey Canal – Canal and River 
Trust 

Trenchless 
Crossing  

NW5 South River Weaver – Canal and River Trust  Trenchless 
Crossing 

NW6 South River Weaver – Canal and River Trust  Trenchless 
Crossing 

NW7 South Trent and Mersey Canal – Canal and River 
Trust 

Trenchless 
Crossing 

NW8 North Bridgewater Canal – Peel Group Trenchless 
Crossing 

NW9 North Manchester Ship Canal – Peel Holdings Trenchless 
Crossing 

NW10 North River Mersey – Environment Agency Trenchless 
Crossing 

NW11 East Bridgewater Canal – Peel Group Trenchless 
Crossing 

 
11.5.26 As additional management measures other than the use of trenchless crossing are 

not considered necessary to avoid impacts on navigable waterways, effects on this 

receptor are not considered further in this assessment.  

Baseline traffic data 

11.5.27 The historic data from the online DfT traffic statistics has been growthed49 using 
factors derived from TEMPro – the DfT’s Trip End Model Presentation Program 

 
49 TEMPro generates uplift factors to growth traffic from a base year to a future year. The 
growth factors calculation takes into account the national projections of population, 
employment, housing, car ownership and trip rates. The growth factor can be generated 
for specific modes of travel, geographic locations and time periods. 
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which uses the National Trip End Model (NTEM). Growth rates for light vehicles 
have been derived from the latest version - TEMPro 8, and growth rates for HGVs 

have been based on the DfT National Road Traffic Projections. Given that the 
Automatic Traffic Counts (ATCs) were undertaken in 2022 at a number of 
transport receptor locations, the baseline year for traffic flows within assessment 

has been set as 2022. Therefore, the historic count traffic flows have been 

growthed to 2022 to form baseline traffic flows.   

11.5.28 Growth rates from TEMPro 8 have been based on five areas due to the size of the 
Study Area, Figure 11.10: TEMPro Geographic Areas (provided separately) sets 

out these five locations.  

11.5.29 The following growth rates have been derived from TEMPro 8’s core scenario for 

total vehicles.  

⚫ 2019 to 2022:  

 Coastal Industrial – 1.0185;  

 Rural Cheshire – 1.0182;  

 Manchester Fringe – 1.0203; 

 Warrington – 1.0192; and  

 St Helens – 1.0186. 

11.5.30 Total traffic was grown using the outlined TEMPro growth rate depending on the 
count point location. For count locations on the SRN the largest growth rate 

(1.0203) was applied. 

11.5.31 HGV growth has been based on the DfT (2022) National Road Traffic Projections 

which provides projections for travel time, distance, cost and pollution for every 

five years between 2015 and 2060 by region and vehicle type.  

11.5.32 Based on the DfT (2022) National Road Traffic Projections annual HGV growth 

factors, distance travelled by HGVs in the Northwest, has been derived as follows: 

11.5.33 The change in HGV distance travelled in billion miles, in the Northwest of England, 
in 2015 and the National Road Traffic Projections (projected for 2025) have been 

identified, for each road type. 

11.5.34 The percentage change between the 2025 value and 2015 value calculated and 
divided by ten to determine the average annual percentage growth for each road 

type: 

⚫ A road: 0.29% per year; 

⚫ Minor road: 0.18% per year; 

⚫ Motorway: 0.60% per year; and 

⚫ Trunk: 0.44% per year. 

11.5.35 The average of the average annual percentage growth for each road type has 

been calculated at 0.38% per year.  
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11.5.36 The estimated HGV growth between 2019 and 2022 is assumed as 0.38% per 

annum, or 1.13% over the three years.  

11.5.37 The resultant growth rate is, therefore, 1.0113 for all HGVs between 2019 and 

2022.  

11.5.38 Table 11.13 to Table 11.17 set out the historic traffic data and resultant 2022 base 
year traffic data for highways links with DfT counts and traffic data for locations 

with 2022 traffic surveys. Traffic data is presented as Annual Average Daily Traffic 

(AADT). 

Table 11.13  Baseline traffic data (AADT) – West Corridor  

Count 
Location 
-
Highways 
Link and 
ID 

Count 
Location 
-Local 
Authority 
Area 

Historic Traffic Data 2022 Base Data 

 Total 
Vehicles 

HGVs Year of 
Data 

Total 
Vehicles 

HGVs HGV% 

RW1 – 
A5117 

CWACC 13,448 313 2019 13,697 317 2.3% 

RW2 - 
A557 

HBC 12,058 325 2019 12,282  329 2.7% 

RW3 - 
A56 

CWACC 19,119 224 2019  19,473 227 1.2% 

RW4 - 
A533 

CWACC 7,810 333 2019  7,952 337 4.2% 

RW5 - 
A533 

HBC 7,844 421 2019 7,986 426 5.3% 

RW6 - 
A56 

CWACC 11,399 161 2019 11,610 163 1.4% 

RW9 - 
A56 

CWACC 5,301 103 2019 5,399 104 1.9% 

RW10 - 
A56 

CWACC n/a 18,642 435 2.3% 

RW11- 
A5117 

CWACC n/a 10,869 1,136 10.4% 
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Table 11.14 Baseline traffic data (AADT) – North Corridor 

Count 
Location -
Highways 
Link and 
ID 

Count 
Location 
– Local 
Authority 
Area 

Historic Traffic Data 2022 Base Data 

Total 
Vehicles 

HGVs Year of 
Data 

Total 
Vehicles 

HGVs HGV% 

RN1 - A56 HBC 26,750 1,849 2019 27,236 1,870 6.9% 

RN2 - A56 WBC 26,998 474 2019 27,517 479 1.7% 

RN6 - 
A562 

WBC 12,003 374 2019  12,226  378 3.1% 

RN7 - 
A5080 

HBC 5,194 552 2019  5,291  558 10.6% 

RN8 - 
A557 

HBC 22,512 2,347 2019  22,930  2,374 10.4% 

RN9 - A57 SHBC 13,152 441 2019  13,396  446 3.3% 

RN10 - 
A570 

SHBC 25,236 1,174 2019  25,705  1,187 4.6% 

RN11 - 
A570 

SHBC 24,979 1,136 2019  25,443  1,149 4.5% 

RN12 - 
A570 

SHBC 30,146 908 2019  30,706  918 3.0% 

RN13 – 
Higher 
Lane 

CWACC n/a  566  30 5.2% 

RN14 - 
B5204 

SHBC n/a  11,583  252 2.2% 

RN15 – 
Runcorn 
Road 

WBC n/a  2,748  212 7.7% 

RN16 – 
Liverpool 
Road 

WBC  n/a  8,231  421 5.1% 

RN17 – 
A50 

WBC 13,509 578 2019 13,769 585 4.2% 
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Table 11.15 Baseline traffic data (AADT) – East Corridor 

Count 
Location -
Highways 
Link and ID 

Count 
Location – 
Local 
Authority 
Area 

Historic Traffic Data 2022 Base Data 

Total 
Vehicles 

HGVs Year 
of 
Data 

Total 
Vehicles 

HGVs HGV% 

RE1 - A49 CWACC 13,710 1,138 2019  13,959  1,151 8.2% 

RE2 - A559 WBC 7,852 285 2019  7,995  288 3.6% 

RE3 -A49 WBC 13,710 1,138 2019  13,959  1,151 8.2% 

RE4 – Arley 
Road 

WBC 1,251 27 2019  1,274  27 2.1% 

RE5 - A50 CEC 8,130 255 2019  8,278  258 3.1% 

RE6 - A56 TC 15,204 598 2019  15,513  605 3.9% 

RE7 - A56 CEC 9,898 206 2019  10,099  208 2.1% 

RE8 - A6144 TC 14,350 1,050 2019  14,642  1,062 7.3% 

RE9 – 
Woodhouse 
Lane 

TC n/a  3,329  112 3.4% 

RE10 - 
A6114 

TC 12,765 154 2019  13,024  156 1.2% 

RE11 - 
A6144 

TC 7,062 125 2019  7,206  126 1.8% 

RE12 – A56 TC 25,713 557 2019 26,236 563 2.1% 

 

Table 11.16 Baseline traffic data (AADT) – South Corridor 

Count 
Location 
-
Highways 
Link and 
ID 

Count 
Location 
– Local 
Authority 
Area  

Historic Traffic Data 2022 Base Data 

Total 
Vehicles 

HGVs Year of Data Total 
Vehicles 

HGVs HGV% 

RS1 - A49 CWAC 17,677 1,055 2019 17,998 1,067 95. % 

RS2 - A49 CWAC 12,780 1,043 2019 13,012 1,055 8.1% 
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Count 
Location 
-
Highways 
Link and 
ID 

Count 
Location 
– Local 
Authority 
Area  

Historic Traffic Data 2022 Base Data 

Total 
Vehicles 

HGVs Year of Data Total 
Vehicles 

HGVs HGV% 

RS3 - 
B5153* 

CWAC 3,664 66 2019 3,731 67 1.8% 

RS4 - 
A556 

CWAC 17,402 726 2019 17,718 734 4.1% 

RS5 - 
A533 

CWAC 21,735 1,124 2019 22,130 1,137 5.1% 

RS6 - 
A530 

CWAC 14,485 661 2019 14,748 668 4.5% 

RS7 - 
A556 

CWAC 29,103 1,968 2019 29,631 1,990 6.7% 

*Due to availability of published data 2008 manual count DfT data has been used for this 

location. 

Table 11.17 Baseline traffic data (AADT) – Strategic Road Network 

Count 
Location - 
Highways 
Link and 
ID 

Count 
Location – 
Local 
Authority 
Area 

Historic Traffic Data 2022 Base Data 

 Total 
Vehicles 

HGVs Year of 
Data 

Total 
Vehicles 

HGVs HGV% 

SRNR1 - 
M56 

National 
Highways 

113,408 11,940 2019 115,713 12,075 10.4% 

SRNR2 - 
M62 

105,237 12,780 2019 107,376 12,924 12.0% 

SRNR3 - 
M6 

135,278 14,177 2019 138,028 14,337 10.4% 

SRNR4 - 
M56 

87,582 4,795 2019 89,362 4,849 5.4% 

SRNR5 - 
M60 

105,623 7,100 2019 107,770 7,180 6.7% 
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Count 
Location - 
Highways 
Link and 
ID 

Count 
Location – 
Local 
Authority 
Area 

Historic Traffic Data 2022 Base Data 

 Total 
Vehicles 

HGVs Year of 
Data 

Total 
Vehicles 

HGVs HGV% 

SRNR6 - 
M60 

137,785 6,565 2019 140,586 6,639 4.7% 

SRNR7 - 
M62 

129,948 14,860 2019 13,2589 15,028 11.3% 

SRNR8 - 
M56 

138,257 9,197 2019 141,067 9,301 6.6% 

SRNR9 - 
M6 

100,557 19,241 2019 102,601 19,458 19.0% 

SRNR10 - 
A556 

48,801 3,868 2019 49,793 3,912 7.9% 

SRNR11 - 
M6 

115,458 17,951 2019 117,805 18,154 15.4% 

SRNR12 -
M56 

117,996 13,431 2019 120,394 13,583 11.3% 

 

11.5.39 As noted in Section 11.4 the Covid-19 pandemic restrictions had a significant 
impact on traffic volumes in 2020 and 2021. 2019 was selected as representative 

of pre-covid normal conditions for the traffic and transport assessment at PEIR as 
agreed with the highway authorities. It is noted that 2023 DfT data is now available 
for 44 of the 49 DfT count locations listed within Table 11.13 to Table 11.17. 

However, it has been determined that, for a robust assessment the 2019 data is 

the most appropriate as: 

⚫ Manual or automatic counts were only undertaken in 15 DfT count locations 
for 2023 data. In all other count locations the 2023 data was estimated based 

on previous years data on the link or data from a neighbouring link. 

⚫ 29 of the DfT counts with 2023 data showed traffic flows less than 2019 data 

while 15 showed 2023 traffic flows greater than 2019 traffic flow data. 

⚫ Of the 15 DfT count locations with manual/automatic count surveys in 2023, 
nine counts with 2023 data showed traffic flows less than 2019 data. Of these 

nine locations three were undertaken on the non-neutral days of Monday and 
Friday. Six of the DfT count locations with manual/automatic count 2023 

surveys showed 2023 traffic flows greater than 2019 traffic flow data. 
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⚫ Overall, across the DfT locations with published 2023 data there is no clear 
trend of traffic flow increase/decrease between 2019 data and 2023 data. 

Therefore, the 2019 data will continue to be used within this assessment. 

High Level Accident Review  

11.5.40 The extent of the Accident Study Area is illustrated in Figure 11.11: Accident 

Assessment Areas (provided separately). 

11.5.41 Personal Injury Accident (PIA) data has been obtained from the WSP Collision 
Analysis UK Collision Dashboard which presents DfT ‘STATS19’ verified accident 
data for the 2018 to 2022 period. This data has been sourced for the entirety of the 

accident assessment area excluding collisions that occurred within the WBC area.  
As requested by WBC (as outlined in Appendix 11A) accident data for the WBC 

area is being obtained from WBC direct and will be detailed in the Final ES. 

11.5.42 This section summarises the accident data for each of the Project corridors; more 
detailed summaries for each highway link in the Transport Study Area are 

presented in Appendix 11D. The assessment of accidents has been split between 
the four corridors. Data for road links / sections of links that are within the WBC 
area, limited to sections of the east and north corridors only, are reported 

separately 

11.5.43 The purpose of assessing recorded PIAs is to determine whether there is a history 

of accidents on construction traffic routes within Study Area and to investigate 

whether there are any patterns or contributing factors to the accidents recorded. 

11.5.44 Clusters of accidents could indicate that improvements are required to enable 
development to proceed as additional traffic generated during the construction 

phase may exacerbate existing safety issues.  

11.5.45 The impact upon the casualties differs according to the severity of the injuries 

sustained. Three groups are usually differentiated as follows:  

⚫ Fatal – Any death that occurs within 30 days from causes arising out of the 

accident;  

⚫ Serious – Records casualties who require hospital treatment and having 
lasting injuries, but who do not die within the recording period for a fatality; 

and  

⚫ Slight – Where Casualties have injuries that do not require hospital treatment, 

or, if they do, the effects of the injuries quickly subside.  

11.5.46 No assessment has been undertaken for the SRN due to the high traffic flows on 

these routes and established accident safety features, such as central 

reservations and hard shoulders.   
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Recorded Accidents  

West Corridor 

11.5.47 A total of 103 accidents were recorded over the five-year period on highways links 
associated with the West Corridor between January 2018 to December 2022.  One 

of these accidents was recorded as fatal, 19 as serious and 83 as slight.  

11.5.48 With reference to the DfT (2019), Reported Road Casualties Great Britain 2019 

presented in RAS10002 table48, the national accident rate per million vehicle kms 

by road classification were as follows: 

⚫ urban A road – 0.42; 

⚫ rural A road – 0.11; 

⚫ urban other roads – 0.33; and 

⚫ rural other roads – 0.19. 

11.5.49 A comparison of the West Corridor road links where information is available to 

calculate the accident rate per million vehicle km (outlined in Appendix 11D)  and 
the national accident rate indicates that only three links have an annual accident 

rate higher than the national average as follows:  

⚫ A5117 between Pool Lane and the M56 J14 – 0.12 compared to 0.11 for a 

rural A Road. 

⚫ A56 between Halton Station Road and the A533 – 1.08 compared to 0.11 for 

a rural A Road and 0.42 for an urban A Road; and  

⚫ A533 between the A56 and Higher Lane – 0.28 compared to a 0.11 for a rural 

A Road.  

11.5.50 It should be noted that for the A5117 between the Pool Lane and the M56 the rate 
is only 0.02 higher than the national average, which would not be perceptively 

different and with daily variations would be around the national average.  

11.5.51 The A56 between Halton Station Road and A533 is a route that is partially a rural 

A road and partially an urban A road (though Sutton Weaver). Five accidents were 
reported on this route section, an average accident rate per annum of one, which 

would not be considered significant.  

North Corridor  

11.5.52 A total of 68 accidents were recorded over the five-year period on highways links 

associated with the North Corridor between January 2018 to December 2022, 
excluding accidents occurring in Warrington.  One of these accidents was 
recorded as fatal, 17 as serious and 50 as slight. Within the Warrington authority 

area in the North Corridor in the same time period a total of 81 accidents were 

recorded of which 18 were recorded as serious and 63 as slight.  

11.5.53 A comparison of the North Corridor road links (excluding those within the 
Warrington authority area) where information is available to calculate the accident 
rate per million vehicle km (outlined in Appendix 11D) and the national accident 
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rate indicates that only two links have an annual accident rate higher than the 

national average as follows:  

⚫ Higher Lane between the A49 and the Project access points on Higher Lane– 

1.04 compared to 0.19 for an other rural road; and  

⚫ A5080 between the A557 and the WBC authority boundary– 0.18 compared to 

a 0.11 for a rural A Road.  

11.5.54 It should be noted that for the A5080 between the A557 and the WBC authority 
boundary the rate is only 0.07 higher than the national average, which would not 

be perceptively different and with daily variations would be around the national 

average.  

11.5.55 Whist Higher Lane has a higher than average accident rate compared to the 
national average for other rural roads this equates to only accidents resulting in 
slight injuries across the five-year period, an average of 0.4 accidents per annum 

which would not be considered significant.  

11.5.56 A comparison of the North Corridor road links within the Warrington authority area 

where information is available to calculate the accident rate per million vehicle km 
(outlined in Appendix 11D) and the national accident rate indicates that only one 

link had an annual accident rate higher than the national average as follows:  

⚫ The A50 between the M6 J20 and the B5156 – 0.14 compared to 0.11 for a 

rural A road. 

11.5.57 Whilst higher than the national average this road load has an accident rate only 
0.03 above the national average, which would not be perceptively different and 

with daily variations would be around the national average.  Additionally, the 
northern section of this road link is an urban A road, urban A roads have an 
average rate of 0.42 and the A50 across the whole section within the study area is 

far lower than 0.42. 

East Corridor 

11.5.58 A total of 91 accidents were recorded over the five-year period on highways links 
associated with the East Corridor between January 2018 to December 2022 
excluding accidents occurring in Warrington.  Five of these accidents were 

recorded as fatal, 15 as serious and 71 as slight. Within the Warrington authority 
area in the East Corridor in the same time period a total of 17 accidents were 

recorded of which three were recorded as serious and 14 as slight.  

11.5.59 A comparison of the East Corridor road links (excluding those within the 
Warrington authority area) where information is available to calculate the accident 

rate per million vehicle km (outlined in Appendix 11D) and the national accident 
rate indicates that four links have an annual accident rate higher than the national 

average as follows:  

⚫ A559 between the WBC authority boundary and the Project accesses on the 

A559 – 0.25 compared to 0.11 for a rural A Road;  

⚫ A56 between J7 M56 and B5160– 0.16 compared to 0.11 for a rural A road 

and 0.42 of an urban A Road; 
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⚫ B5160 between the A56 and Carrgreen Lane 0.24 compared to 0.19 for a 

rural other road; and  

⚫ A6144 between Carrington Lane and B5158 and Carrington Spur– 0.12 

compared to 0.11 for a rural A Road. 

11.5.60 It should be noted that for three links the accident rate is only up to 0.05 higher 
than the national average which would not be perceptively different and with daily 

variations would be around the national average.  

11.5.61 The A559 between the WBC authority boundary and the Project accesses on the 

A559 is a rural A Road. Though above the national average the accident records 
show that only four accidents occurred on this road section, resulting in an 
average annual accident rate of 0.8 which would not be considered significant. 

The records indicate that one accident resulted in a fatality, however it is 

understood that this accident was as a result of an impaired driver. 

11.5.62 A comparison of the East Corridor road links within the Warrington authority area 
where information is available to calculate the accident rate per million vehicle km 
(outlined in Appendix 11D) and the national accident rate indicates that only two 

links have an annual accident rate higher than the national average as follows:  

⚫ The A50 between the M6 J20 and the Warrington authority boundary 0.15 

compared to 0.11 for a rural A road; and  

⚫ Arley Road between the B5356 and the edge of the Warrington authority area 

0.50 compared to an0.33 for a urban other road and 0.19 for a rural other 

road.  

11.5.63 Regarding the A50 section, whilst higher than the national average this road load 
has an accident rate only 0.04 above the national average, which would not be 
perceptively different and with daily variations would be around the national 

average.  

11.5.64 Regarding Arley Road is noted that the average accident rate per annum on the 

road is only 0.4, which is below one and therefore considered not significant, 
particularly as it represents only one slight and one serious accident on the road 

section. 

South Corridor 

11.5.65 A total of 137 accidents were recorded over the five-year period on highways links 

associated with the South Corridor between January 2018 to December 2022.  

Four of these accidents were recorded as fatal, 33 as serious and 100 as slight. 

11.5.66 A comparison of the South Corridor road links where information is available to 
calculate  the accident rate per million vehicle km (outlined in Appendix 11D) and 
the national accident rate indicates that two links have an annual accident rate 

higher than the national average as follows:  

⚫ A530 between Davenham Road and the Project accesses - 0.13 compared to 

0.11 for a rural A Road; and 
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⚫ A556 between the A533 and the A49 – 0.13 compared to 0.11 for rural A 

Road and 0.42 for an urban A Road. 

11.5.67 It should be noted that for both links the accident rate is only 0.02 higher than the 
national average which would not be perceptively different and with daily variations 

would be around the national average.  

Future Baseline 

Future Baseline Traffic  

11.5.68 In accordance with the guidance within EATM, the period in which the level of 
traffic (future baseline plus traffic from the Project) is at its peak will be considered 
within the assessment. The peak construction period will be based on the 

indicative construction programme and the anticipated construction traffic 
movements. The future baseline will be based on growth factors derived from 

TEMPro 8 and National Road Traffic Projections.  

11.5.69 To understand the future year of assessment for the assessment of transport 
effects in the construction phase, the traffic generation calculations were 

interrogated to understand the peak day for all receptors on highways links. This 
work provided that all peak days required to be assessed in this chapter are 

anticipated to occur in 2027 and 2028. 

11.5.70 The process for understanding the two future years of assessment traffic baseline 
will use the methodology set out, in Paragraph 11.5.29, for the growth of 2019 DfT 

traffic to a 2022 baseline. This provided growth rates summarised in Table 11.18 

for total vehicles 

Table 11.18 Summary of total vehicle growth rates for future baseline traffic 

 Coastal 
Industrial 

Rural 
Cheshire 

Manchester 
Fringe 

Warrington St Helens 

Growth 
Factor: 
2022 to 
2027 

1.0421 1.0395 1.0448 1.0402 1.0382 

Growth 
Factor: 
2022 to 
2028 

1.0543 1.0395 1.0448 1.0402 1.0382 

 

11.5.71 The process for deriving the 2022 to 2027 and  2028 growth rates for HGVs 

follows that set out in Paragraph 11.5.32 for the 2019 to 2022 growth rate for 
HGVs, referencing the 2030 National Road Traffic Projection instead of 2025. The 
resultant growth rate was an average annual rate of 0.34%. The HGV growth rates 

are as follows: 
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⚫ 2022 to 2027 – 1.0171; and  

⚫ 2022 to 2028 – 1.0206. 

11.5.72 The growth rates above have been applied to the 2022 baseline to develop the 

future baseline for 2027 and 2028, as summarised in Table 11.19. These two 
future baseline years will then be used to understand the impacts of additional 
peak development traffic as a result of the Project when this traffic is added to the 

2027 or 2028 future baseline.  

Table 11.19 Traffic flow summary: 2022 baseline and 2027 and 2028 future year 

baseline 

 2022 AADT 2027 AADT 2028 AADT 

Receptor Total 
Vehicles 

HGV Total 
Vehicles 

HGV Total 
Vehicles  

HGV 

RW1 13,697 317 14,273 322 14,441 323 

RW2 12,282 329 12,798 334 12,948 335 

RW3 19,473 227 20,293 230 20,530 231 

RW4 7,952 337 8,266 343 8,360 344 

RW5 7,986 426 8,302 433 8,397 435 

RW6 11,610 163 12,099 166 12,241 166 

RW9 5,399 104 5,626 106 5,692 106 

RW10 18,642 435 19,426 443 19,653 444 

RW11 10,869 1,136 11,326 1,155 11,459 1,159 

RN1  27,236 1,870 28,312 1,902 28,635 1,908 

RN2 27,517 479 28,622 488 28,944 489 

RN6 12,226 378 12,693 385 12,948 386 

RN7 5,291 558 5,493 568 5,603 570 

RN8 22,930 2,374 23,807 2,414 24,285 2,422 

RN9 13,396 446 13,908 454 14,188 455 

RN10 25,705 1,187 26,687 1,208 27,223 1,212 

RN11 25,443 1,149 26,416 1,169 26,946 1,172 

RN12 30,706 918 31,880 934 32,520 937 
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 2022 AADT 2027 AADT 2028 AADT 

Receptor Total 
Vehicles 

HGV Total 
Vehicles 

HGV Total 
Vehicles  

HGV 

RN13 566 30 587 30 599 30 

RN14 11,583 252 12,026 257 12,268 258 

RN15 2,748 212 2,853 215 2,911 216 

RN16 8,231 421 8,546 428 8,717 430 

RN17 13,769 585 14,322 595 14,483 597 

RE1 13,959 1,151 14,510 1,171 14,676 1,175 

RE2 7,995 288 8,310 293 8,405 294 

RE3 13,959 1,151 14,510 1,171 14,676 1,175 

RE4 1,274 27 1,324 28 1,339 28 

RE5 8,278 258 8,605 262 8,703 263 

RE6 15,513 605 16,208 615 16,409 617 

RE7 10,099 208 10,552 212 10,682 213 

RE8 14,642 1,062 15,298 1,080 15,487 1,084 

RE9 3,329 112 3,478 114 3,521 114 

RE10 13,024 156 13,608 158 13,777 159 

RE11 7,206 126 7,528 129 7,622 129 

RE12 26,236 563 27,411 573 27,751 575 

SR1 17,998 1,067 18,709 1,085 18,922 1,089 

SR2 13,012 1,055 13,526 1,073 13,680 1,076 

SR3 3,731 67 3,878 68 3,922 68 

SR4 17,718 734 18,418 747 18,628 749 

SR5 22,130 1,137 23,004 1,156 23,266 1,160 

SR6 14,748 668 15,331 680 15,505 682 

SR7 29,631 1,990 30,802 2,024 31,153 2,031 
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 2022 AADT 2027 AADT 2028 AADT 

Receptor Total 
Vehicles 

HGV Total 
Vehicles 

HGV Total 
Vehicles  

HGV 

SRNR1 115,713 12,075 120,899 12,282 122,396 12,323 

SRNR2 107,376 12,924 112,188 13,146 113,577 13,190 

SRNR3 138,028 14,337 144,213 14,583 145,999 14,632 

SRNR4 89,362 4,849 93,367 4,932 94,523 4,949 

SRNR5 107,770 7,180 112,600 7,303 113,994 7,328 

SRNR6 140,586 6,639 146,886 6,753 148,705 6,776 

SRNR7 132,589 15,028 138,531 15,285 140,247 15,337 

SRNR8 141,067 9,301 147,389 9,460 149,214 9,492 

SRNR9 102,601 19,458 107,199 19,792 108,526 19,859 

SRNR10 49,793 3,912 52,024 3,979 52,669 3,992 

SRNR11 117,805 18,154 123,084 18,465 124,608 18,527 

SRNR12 120,394 13,583 125,790 13,816 127,347 13,862 

Future Highways Network Changes  

11.5.73 Discussion with the local highways authorities has set out details of some 
proposed and anticipated highways schemes (Section 11.1) that may need to be 

considered in the traffic and transport assessment at ES stage, however they have 

not been assessed as part of the Draft ES due to the level of information available.  

11.6 Embedded Environmental Measures 

11.6.1 As part of the project design process, a number of embedded environmental 
measures are proposed to reduce the potential for impacts on traffic and transport. 

Table 11.20 outlines how these embedded measures will influence the Traffic and 

Transport assessment in the construction phase. 
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Table 11.20  Summary of embedded environmental measures 

Embedded measures Compliance mechanism 

Navigable waterways, railways, the SRN and major A 
roads will be crossed by trenchless technology. With the 
exception of locations where the relevant infrastructure to 
be crossed is on a bridge.  

DCO works plans and 
Order Limits. 

A crossing schedule/plan will be prepared which includes 
crossing methodology for each crossing of road, rail, 
PRoW and watercourse. 

Construction Environment 
Management Plan (CEMP) 
and DCO requirement. 

Signage and/or temporary PRoW/footpath diversions will 
be provided during construction. 

PRoWMP and DCO 
requirement. 

The HGV Routeing Strategy in the CTMP and the 
temporary construction access locations and onsite haul 
roads have ensured that several settlements would be 
avoided, where possible, by construction HGV traffic. 
These settlements include Frodsham, Helsby, Elton, 
Hartford, Middlewich, Wincham, Lostock Gralam, 
Pickmere, Comberbach, Arley, Antrobus, Lymm, Heatley, 
Rainhill, Sutton Manor. This measure would limit the 
impacts of the Project in local villages and settlements. 
Additionally, the measures will minimise, where 
possible, impacts to settlements that the project has 
construction activities within. These settlements are: 
Davenham, Bostock Green, Stretton and Great Sankey. 

Proposed routeing in 
agreed CTMP, secured via 
DCO requirement. 

The HGV routeing strategy will avoid the Air Quality 
Management Area (AQMA) in Frodsham.  

Proposed routeing in 
agreed CTMP, secured via 
DCO requirement. 

The HGV routeing strategy will avoid the environmental 
weight restriction on the B5356 in Warrington. 

Proposed routeing in 
agreed CTMP, secured via 
DCO requirement   

Where possible, the HGV routeing strategy has been 
developed to avoid listed bridges on the local highways 
network. The following bridges need to be used due to 
their location in relation to the project:  
⚫ The A56 Swing Bridge over the River Weaver at 

Frodsham;  

⚫ Sankey Bridge in Warrington;  

Proposed routeing in 
agreed CTMP, secured via 
DCO requirement. 
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Embedded measures Compliance mechanism 

⚫ Knutsford Road swing bridge in Warrington; 

⚫ Chester Road Swing Bridge in Warrington; 

⚫ Moore lane bridge (over Manchester ship canal) in 

Warrington; 

⚫ Moore lane bridge (over railway) in Warrington; and 

⚫ Bold Bridge in Widnes. 

The use of the above bridges by construction traffic will 
not be out of keeping with current loadings, and will not 

affect their heritage significance in any way. 

Highways condition surveys will be undertaken before, 
during and after the construction phase and repairs 
conducted to any damage to highways, as a result of 
HyNet construction HGVs on the highways included within 
the HGV Access Strategy. 

Proposed routeing in 
agreed CTMP, secured via 
DCO requirement. 

PRoWs that cross the pipeline corridors will be managed 
or diverted over the shortest distance possible (provided 
this is safe) with potential to provide adjacent crossings. 

PRoWMP, secured via 
DCO requirement. 

PRoW condition surveys will be undertaken before, during 
and after the construction phase. If damage has been 
identified as a result of the construction phase, the 
damage will be repaired. Post-construction, all PRoWs will 
be returned to their pre-construction condition. 

PRoWMP, secured via 
DCO requirement. 

Construction access will be provided with visibility splays 
designed to Design Manual for Roads and Bridges 
(DMRB) design standards as agreed with the highway 
authorities where these are considered necessary. 

CTMP secured by DOC 
requirement, DCO Works 
Plans and Access Plans. 

For open cut crossings of the highway, there are proposed 
to be two options, with a diversion also a possibility: 
 
1 - Lay the pipeline in a trench, which would be excavated 
in phases to ensure at least one traffic lane is operational 
and controlled using temporary signals (although this 
approach cannot be used on single track parts of the 
highway); and 
 

CTMP secured via DCO 
requirement, DCO Works 
Plans and Access Plans. 
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Embedded measures Compliance mechanism 

2 - Provide a short road closure while the work is 
undertaken with a relevant diversion route. This is of 
particular importance for single track roads. Depending on 
local conditions this diversion may be an alternative track 
adjacent to the carriageways. The Applicant will consult 
with the appropriate Local Highways Authority. 

Impacts on OAL will be managed through an active 
management strategy. 

PRoWMP, secured via 
DCO requirement. 

 

11.6.2 The measures outlined in Table 11.20 will evolve over the development process 
as the EIA progresses to finalisation and in response to consultation. It will be fed 
iteratively into the assessment process. These measures typically include those 

that have been identified as good or standard practice and include actions that 
would be undertaken to meet existing legislative requirements and would be 

secured under the powers of the DCO. 

11.6.3 In addition to the embedded environmental measures set out in Table 11.20 two 

supporting documents have been prepared to support the Assessment including:  

⚫ A Draft Outline CTMP (Appendix 11B), which sets out details of the 
Construction Traffic Access Strategy that underpins the assessment in this 

chapter and the mitigation/management of these flows; and 

⚫ A Draft Outline PRoWMP (Appendix 11C) which sets out details of the 

impacts of the Project on the PRoW network/ OAL and the 

management/mitigation required.  

11.6.4 Many of the embedded environmental measures set out in Table 11.20 form the 

key management and mitigation proposals set out in these additional documents.  

11.6.5 As the design of the Project continues to be refined the above appendices will also 
be updated where applicable to reflect changes and submitted alongside the ES. 
Ultimately detailed documents will be prepared by the Applicant in conjunction with 

the appointed contractor. These will be submitted to the relevant local authority 

prior to the commencement of development. 

11.7 Scope of the Assessment 

11.7.1 This Traffic and Transport Assessment has been based on a realistic worst-case 

assessment of the construction traffic generation of the Project.  

11.7.2 A detailed description of the current project design is set out in Chapter 2: The 
Project, which consists of four corridors, with associated spurs, it should be noted 

that the Central Hub HAGI forms a part of all four corridors.  

11.7.3 The scope of the assessment has been refined as the Project design has evolved 

and responds to feedback received to date as set out in Section 11.3 



57 Prepared by WSP UK Limited for Cadent Gas Limited 

  

 
 
 

  

October 2024 
HyNet North West Hydrogen Pipeline Project Draft Environmental Statement, Chapter 11: Traffic and Transport  

Spatial Scope 

11.7.4 The spatial scope of the assessment is based on the most probable routes for 

traffic generated by the Project, for the movement of deliveries, equipment and of 

staff. Identification of appropriate routes takes into consideration the following: 

⚫ restrictions such as weight and height limits;  

⚫ avoidance of major and small settlements; and 

⚫ suitability of routes based on a review of road types and widths  

11.7.5 Based on the roads identified as part of the Study Area in Section 11.4 for the four 
corridors and the SRN, a number of ‘highway links’ have been identified. Table 
11.21 sets out these highways links and Figure 11.12: Highways Links in Study 

Area (provided separately) shows these links on a plan of the highways network 
within the scope of assessment. These links have been given identification 
numbers for either the Corridors of the Project they are located within or an 

identification if they are SRN links. The identification is as follows:  

⚫ RWx – West Corridor highways links;  

⚫ RNx – North Corridor highways links;  

⚫ REx – East Corridor highways links;  

⚫ RSx – South Corridor highways links; and  

⚫ SRNRx – SRN highways links.  

11.7.6 In order to understand the wider impact of the construction traffic on the SRN, 
Highways Links SRNR1-12 have been used to allow for robust assessment of 
effects on the SRN, even though as set out in Section 11.9 these are not all 

sensitive links for traffic. Other LRN links (such as dual carriageways) have also 

been selected for the same reason as set out in Section 11.9. 

Table 11.21  Highways links identified for assessment 

Receptor 
Reference 

Highways 
Link 

Highways Location Local Authority Area 

RW1 A5117 Between Common Lane 
and M56 J14 

Cheshire West and Chester 
Council 

RW2 A557 Between A56 and Halton 
Station Road 

Halton Borough Council 

RW3 A56 River Weaver Bridge Cheshire West and Chester 
Council  

RW4 A533 Between A49 and Higher 
Lane 

Cheshire West and Chester 
Council 
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Receptor 
Reference 

Highways 
Link 

Highways Location Local Authority Area 

RW5 A533 Between Aston Lane and 
Redacre Road  

Halton Borough Council 

RW6 A56 Between Proffits Lane and 
Woodhouses Lane 

Cheshire West and Chester 
Council 

RW9 A56 Between Station Road and 
A533 

Cheshire West and Chester 
Council 

RW10 A56 Frodsham Town Center Cheshire West and Chester 
Council 

RW11 A5117 Between M56 and B5132 Cheshire West and Chester 
Council 

RN1  A56 Between M56 and A558 Halton Borough Council 

RN2 A56 Between A5060 and Mill 
Lane 

Warrington Borough Council 

RN6 A562 Between A5080 and 
Mowcroft Lane 

Warrington Borough Council 

RN7 A5080 Between A557 and South 
Lane 

Halton Borough Council 

RN8 A557 Between M62 J13 and 
B5419 

Halton Borough Council 

RN9 A57 Between B5149 and M62J7 St Helens Borough Council 

RN10 A570 between Chapel Lane and 
Eurolink 

St Helens Borough Council 

RN11 A570 Between Burtonhead Road 
and B5204 

St Helens Borough Council 

RN12 A570 Between Sherdley Road 
and Linkway East 

St Helens Borough Council 

RN13 Higher Lane Between A533 and 
Morphany Lane 

Cheshire West and Chester 
Council 

RN14 B5204 Between A570 and Rainhill 
Road 

St Helens Borough Council 

RN15 Runcorn 

Road 

Between A56 and Moore 
Lane 

Warrington Borough Council 
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Receptor 
Reference 

Highways 
Link 

Highways Location Local Authority Area 

RN16 Liverpool 
Road 

Sankey Bridge Warrington Borough Council 

RN17 Knutsford 

Road 

Between M6 and A56 Warrington Borough Council 

RE1 A49 Between Grimsditch Lane 
and Street Lane 

Cheshire West and Chester 
Council 

RE2 A559 Between M56 J10 and 
Stockley Lane 

Warrington Borough Council 

RE3 A49 Between M56 J10 and 
Limes Lane 

Warrington Borough Council 

RE4 Arley Road Between B5356 and 
Reedgate Lane 

Warrington Borough Council 

RE5 A50 Between West Lane and 
Crabtree Lane 

Cheshire East Council 

RE6 A56 Between M56 J7 and Bow 
Green Road 

Trafford Council 

RE7 A56 Between M56J7 and Reddy 
Lane 

Cheshire East Council 

RE8 A6144 Between Isherwood Road 
and Banky Lane 

Trafford Council 

RE9 Woodhouse 
Lane 

Dunham Woodhouses Trafford Council 

RE10 A6114 Partington  Trafford Council 

RE11 A6114 South of Partington  Trafford Council 

RE12 A56 Between M60 and A1644 
(vicinity of Sibson Road) 

Trafford Council 

SR1 A49 Between A533 and Willow 
Green Lane 

Cheshire West and Chester 
Council 

SR2 A49 Between Station Road and 
B5144 

Cheshire West and Chester 
Council 

SR3 B5153 West of Weaverham  Cheshire West and Chester 
Council 
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Receptor 
Reference 

Highways 
Link 

Highways Location Local Authority Area 

SR4 A556 Between Whitegate Lane 
and School Lane 

Cheshire West and Chester 
Council 

SR5 A533 Between Church Street and 
London Road 

Cheshire West and Chester 
Council 

SR6 A530 Between King Street and 
Davenham Road 

Cheshire West and Chester 
Council 

SR7 A556 Between Penny's Lane and 
Birches Lane 

Cheshire West and Chester 
Council 

SRNR1 M56 M56 Junction 12 
(M56/A557) 

National Highways 

SRNR2 M62 Between M62 J8 and J7 National Highways 

SRNR3 M6 M6 J21 between M6 Spur 
and M6 Spur 

National Highways 

SRNR4 M56 Between J8 M56 and J9 
M56/J20M6 

National Highways 

SRNR5 M60 Between M60 J10 and J9 National Highways 

SRNR6 M60 Between M60 J6 and 5 National Highways 

SRNR7 M62 Between M62/M602/M60 
and M62 J11 

National Highways 

SRNR8 M56 Between J6 and J5 M56 National Highways 

SRNR9 M6 Between M6 J19 and M56 
J9/M6J20 

National Highways 

SRNR10 A556 Between Chapel Lane and 
M56 J8 

National Highways 

SRNR11 M6 Between J19 and J18 (M6) National Highways 

SRNR12 M56 Between M6 and Junction 
10  

National Highways 

Temporal Scope 

11.7.7 The temporal scope of the assessment of traffic and transport is consistent with 
the period over which the Project would be carried out and therefore covers the 

period of construction. The timing and duration of the construction of the Project is 
set out in Chapter 2: The Project. Details of the programme and how it will affect 
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traffic and transport generation across the construction phase is set out in Section 

11.9 of this chapter. 

11.7.8 For the purpose of the traffic and transport assessment this is assumed to be 
between October 2026 and August 2029 across 740 days of work where 

construction traffic is generated. The temporal scope of the assessment of the 
construction phase has been defined for the peak day construction activity at 
individual receptors which is set out in Section 11.9. This indicated future years of 

assessment at highways receptors of 2027 and 2028.  

Potential Receptors 

11.7.9 The spatial and temporal scope of the assessment enables the identification of 

receptors, which may experience a change as a result of the Project. EATM 
identifies receptors that may be sensitive to changes in traffic conditions which can 

be summarised as:  

⚫ the roads used for the purpose of construction of the Project and the users of 

those roads; and 

⚫ land uses and environmental resources fronting those roads, including the 

relevant occupiers and users.  

11.7.10 The list of receptors will be kept under review during the EIA, due to any pertinent 

developments to the Project.  

Likely Significant Effects 

11.7.11 The effects on traffic and transport receptors which have the potential to be 
significant and have been taken forward for detailed assessment are summarised 

in Table 11.22. 

Table 11.22   Traffic and transport receptors scoped in for further assessment 

Receptor Likely significant effects 

Transport receptors to be  
defined based on:  

⚫ People at home; 

⚫ People at work; 

⚫ Sensitive groups; 

⚫ Sensitive locations; 

⚫ Pedestrians; 

⚫ Cyclists;  

⚫ Open spaces recreational 

areas and shopping areas;  

Construction and installation of the pipeline and 
associated working, establishing accesses and 
safety measures  
resulting in potential impacts on the local and 
SRN. Construction traffic at sensitive highway 
receptors, impact of construction traffic and 
proposed infrastructure on PRoWs. All receptors 
on identified highways links (Table 11.21). Effect 
anticipated to not be significant based on 
magnitude of change, receptor sensitivity and 
mitigation to be identified. To be confirmed 
through  
assessment. 
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Receptor Likely significant effects 

⚫ Sites of ecological and 

nature conservation value;  

⚫ Tourist/visitor attractions; 

and  

⚫ Existing congestion 

Construction of HAGIs and Block Valve 
Installations (BVI) resulting in potential impacts on 
the lLRN and SRN and permanent effects on 
PRoW: construction traffic at  
sensitive highway receptors, impact of 
construction traffic and proposed infrastructure on 
PRoWs, location of HAGIs that would have 
permanent effects on PRoW.  
All receptors on identified highways links (Table 
11.21).  
Effect anticipated to not be significant based on  
magnitude of change, receptor sensitivity and  
mitigation to be identified. To be confirmed 
through  
assessment. 
 
Provision of associated temporary construction 
compounds/material storage areas to support the 
delivery of the project resulting in potential 
impacts on the local and SRN: construction traffic 
at sensitive highway receptors, impact of 
construction traffic and proposed compounds on 
PRoWs. All receptors on identified highways links 
(Table 11.21). Effect anticipated to not be 
significant based on magnitude of change, 
receptor sensitivity and mitigation to be identified. 
To be confirmed through assessment. 

Elements Scoped Out of Further Assessment 

11.7.12 The receptors/effects detailed in Table 11.23 have been scoped out from the 

assessment because the potential effects are considered likely to be not 

significant. 
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Table 11.23 Summary of effects scoped out of the traffic and transport assessment 

Receptors/potential 
effects 

Justification 

Construction Phase 
 

Impact of conveyance of  
Hazardous Loads on 
local and strategic 
highways 

There are no anticipated hazardous loads anticipated  
on the Project. The Planning Inspectorate in the scoping 
opinion (see Appendix 11A) agreed that this could be 
scoped out of assessment. 

Impact of conveying  
Abnormal Loads on the 
local and strategic 
highway 

There are no anticipated Abnormal Loads required on  
the highways network and as such this has been  
scoped out. 

Operation and Maintenance Phase 

All local roads, PRoWs, 
rail lines and navigable  
watercourses 

The potential effects of traffic impacts in the  
operational and maintenance phase of the  
development has been removed from assessment  
due to the negligible amounts of traffic generated in  
this phase as agreed with the Planning Inspectorate in the 
scoping opinion and set out in Appendix 11A. 

Decommissioning Phase 

All local roads, PRoWs, 
rail lines and navigable  
watercourses 

The potential effects of traffic impacts in the  
decommissioning Phase of the Project has been  
removed from assessment due to the negligible  
amounts of traffic generated in this phase as agreed  
with the Planning Inspectorate in the scoping opinion and 
set out in Appendix 11A. 

 

11.7.13 In pre-Stage Two Statutory Consultation it was requested that the reasons for the 

operational phase of the development having been scoped out to be set out in 
further detail in the traffic and transport ES Chapter. The following section sets out 

details of the operational phase and resultant traffic generation. 

Operational Phase Traffic 

11.7.14 The HAGIs would generally be operated remotely from an Energy Control Centre 
(ECC) located off-site. The HAGIs would be operational continuously (24 hours a 

day) but dependent on downstream consumer usage of the hydrogen supply. The 
frequency of periodic maintenance undertaken on-site has yet to be determined 

but would typically include the following: 

⚫ Routine checks on a weekly basis requiring one to two personnel for a short 

period (approximately one hour) – two LVs per week to each HAGI.  
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⚫ Six monthly maintenance requiring two personnel for approximately one day – 

two LVs per six month period for each HAGI. 

⚫ Major maintenance requiring five personnel for approximately one week 
(every two to five years) – one to two HGVs and three LVs for five days every 

two to five years. 

⚫ Inline inspection operations requiring ten personnel for approximately one 

week and undertaken once per year for the first five years, and every five to 
15 years thereafter – one to two HGVs and four LVs for five days per 

inspection. 

⚫ Odorant filling two to three times per year. One HGV three times per year. 

⚫ Infrequent breakdown or emergency visits with access on a 24/7 basis. 

11.7.15 Pipeline route surveillance is undertaken by helicopter, drone or vantage surveys 

so access onto private land is not normally required. Aerial surveys are typically 
undertaken every two weeks, but frequency will be determined during further 
design development. There are some infrequent maintenance surveys which may 

be required and which would require access on foot (line walking) over the route of 
the pipeline but do not require excavation or other intrusive activities – This work 

would require one vehicle for vantage surveys and two for staff walking the line.  

11.7.16 As described above, the inspection of the pipelines is undertaken internally from 
the in-line inspection facilities at HAGIs without access to the buried pipeline route. 

It is anticipated that no pipeline maintenance would be required where excavation 
of the pipeline is required unless a defect is identified. There is also a requirement 
for overline surveys onsite every one to15 years at a mid-point between the 

internal inspections. 

11.8 Assessment Methodology 

Introduction 

11.8.1 The generic project-wide approach to the assessment methodology is set out in 
Chapter 3: Approach to preparing the Draft ES, and specifically in Section 

3.10. However, whilst this has informed the approach that has been used in this 
traffic and transport assessment, it is necessary to set out how this methodology 
has been applied, and adapted as appropriate, to address the specific needs of 

this traffic and transport assessment. 

Assessment Criteria 

General approach 

11.8.2 The assessment of the potential significance of road traffic effects is based on 

EATM which outlines that: the greatest environmental change will generally be 
when the project traffic is at the largest proportion of the total flow. For the Project 

this would occur during the construction phase.  
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11.8.3 The assessment is based on the likely percentage increases in traffic as a result of 

the Project and the sensitivity of the receptor(s) affected. 

11.8.4 The following transport effects identified in EATM are considered in the 

assessment:  

⚫ Severance: the separation of people from places and other people/places or 

impediment of pedestrian access to essential facilities. 

⚫ Motorised user delay: traffic delays to non-development traffic. 

⚫ Non-motorised user amenity: the effect on the relative pleasantness of a 
pedestrian journey resulting from changes in traffic flow, traffic composition 

and separation from traffic (including pavement width). 

⚫ Non-motorised user delay: the impact on the ability of people to cross roads 
as a result of changes in: traffic volume, composition and speed; the level of 

pedestrian activity; visibility and general physical conditions. 

⚫ Fear and intimidation: these may be experienced by receptor groups as a 

result of changes in traffic volume and its proximity, including due to the lack 
of protection caused by such factors as narrow pavement widths, traffic 

composition and speed. 

⚫ Road safety:  the risk of accidents occurring where the Project is expected to 

produce a change in the character of traffic. 

Significance Evaluation Methodology 

11.8.5 The EIA Regulations recognise that developments will affect different 
environmental elements to differing degrees, and that not all of these are of 

sufficient concern to warrant detailed investigation or assessment through the EIA 
process. The EIA Regulations identify those environmental resources that warrant 

investigation as those that are likely to be significantly affected by the Project. 

11.8.6 The EIA Regulations do not define significance and it is necessary to state how 
this will be defined for the EIA. The significance of an effect resulting from a 

development during construction or operation is most commonly assessed by 
reference to the sensitivity (or value) of a receptor and the magnitude of the 
change. This approach provides a mechanism for identifying areas where 

mitigation measures may be required and to identify the most appropriate 

measures to alleviate the risk presented by the Project. 

11.8.7 EATM (paragraph 2.16) provides two rules that are used to establish whether an 
environmental assessment of traffic and transport effects should be carried out on 

receptors: 

⚫ “Rule 1: Include highway links where traffic flows will increase by more than 
30% (or where the number of heavy goods vehicles will increase by more than 

30%)”  

⚫ “Rule 2: Include highway links of high sensitivity where traffic flows have 

increased by 10% or more.” 
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11.8.8 EATM outlines that predicted traffic flow increases below 10% are generally 
considered to be not significant as daily variations in background traffic flow may 

fluctuate by this amount. Changes in traffic flows below this level are, therefore, 

assumed to result in not significant environmental effects.  

11.8.9 Table 11.24 sets out how significance will be determined based on receptor 

sensitivity and the magnitude of change. 

Table 11.24 Significance evaluation matrix 

    Magnitude of change  

    High  Medium  Low  Negligible 

Sensitivity 
or value  

High  Major   
(Significant) 

Major   
(Significant) 

Moderate  
(Significant) 

Negligible 
(Not significant) 

Medium  Major   
(Significant) 

Moderate  
(Significant) 

 Minor  
(Not significant) 
  

Negligible 
(Not significant) 

Low  Moderate  
 (Significant) 

Minor  
(Not significant)  
 

Minor  
(Not significant)  
 

 Negligible  
(Not significant) 
  

Negligible   Negligible 
(Not significant) 

Negligible 
(Not significant) 

 Negligible  
(Not significant) 

Negligible  
(Not significant) 

Receptor Sensitivity 

11.8.10 The sensitivity of each highway link to be included in the assessment will be 

assigned a sensitivity in accordance with the advice provided in EATM based on 

professional judgement, as summarised in Table 11.25. 

Table 11.25 Receptor sensitivity 

Sensitivity to 
Traffic Flows 

Description/Reason Receptor 

High Includes highways with highly 
sensitive locations adjacent to 
the highway: schools, colleges, 
playgrounds, , retirement 
homes and urban/residential 
homes without footways that 
are used by pedestrians and 
cyclists. 
Includes highways with 
accident clusters. 

Occupants of buildings 
alongside the road and  
transport users using the  
road. 
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Sensitivity to 
Traffic Flows 

Description/Reason Receptor 

Medium Includes highways with medium 
sensitivity locations adjacent to 
the highway:, places of 
worship, doctors’ surgeries, 
hospitals, shopping areas with 
roadside frontage, roads with 
narrow footways, unsegregated 
cycle ways, tourist attractions, 
community centres, parks and 
recreation facilities. 
Includes congested 
junctions/highways links 

Occupants of buildings 
alongside the road and 
transport users using the  
road. 

Low Includes highways with low 
sensitivity locations adjacent to 
the highway: , public open 
space, nature conservation 
areas, listed buildings, and 
residential areas with adequate 
footway provision. 

Occupants of buildings 
alongside the road and  
transport users using the  
road. 

Negligible Includes  Motorways  
and Dual Carriageways and/or 
highways where land uses 
sufficiently distant from affected 
routes and junctions and 
no/very limited numbers of 
pedestrians/cyclists. 

Occupants of buildings 
alongside the road and  
transport users using the  
road. 

 

11.8.11 Where the sensitivity of a road link is judged as high or medium, Rule 2 will be 
applied and where traffic flows are predicted to increase by 10% or more, an 

assessment of environmental effects will be undertaken.  

11.8.12 Where the sensitivity is judged as low or negligible, Rule 1 will be applied and 

where traffic flows are predicted to increase by more than 30%, or where the 
number of HGVs is predicted to increase by more than 30%, an assessment of 

environmental effects will be undertaken of the road link. 

Magnitude of Change 

11.8.13 EATM recognises that professional judgement should be used as part of the 

assessment and states the following: 

“…for many effects, there are no simple rules or formulae that define appropriate 
assessment thresholds and therefore there is a need for interpretation and 

judgement on the part of the competent traffic and movement expert, backed up 
by data or quantified information wherever possible. Such judgements will include 
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the assessment of the numbers of people experiencing an impact and the 
sensitivity of those people, as well as the assessment of the damage to various 

natural or cultural resources. The competent traffic and movement expert will need 
to make it clear how they have defined whether a change (and the resultant effect) 

is considered significant or not.” (Paragraph 3.12, EATM, 2023). 

11.8.14 Based on Rule 1 and Rule 2 and the sensitivity of the receptors, Table 11.26 
shows the magnitude of change that will be applied to the environmental effects to 

help identify levels of significance. The indicators (percentages) to assess the 
magnitude of change are based on advice included within EATM and professional 

judgement. 

Table 11.26 Magnitude of change 

Transport 
effect 

Magnitude of change 

High Medium Low Negligible 

Severance Change in 
total traffic or 
HGV flows 
over 91%. 

Change in total traffic 
or HGV flow of 61-
90%. 

Change in 
total traffic or 
HGV flows of 
31-60%.  

Change in 
total traffic or 
HGV flows of 
less than 
30%. 

Context should, also, be considered including population and facilities 
impacts. EATM states caution should be applied with applying these 
thresholds to highway links with low baseline traffic flows. 
EATM outlines that when assessing severance, the assessor should 
consider any physical infrastructure barriers, road width, traffic flow, 
traffic composition, traffic speed, crossing facilities and likely crossing 
movements (e.g. defining facilities to which access may be impaired 
and the potential total users and user groups) along with considering 
the impact on vulnerable groups 

Driver delay High increase 
in queuing at 
junctions 
and/or 
congestion on 
road links. 

Medium increase in 
queuing at junctions 
and/or congestion on 
road links.  

Low increase 
in queueing 
at junctions 
and/or 
congestion 
on road links.  

Low or no 
increase in 
queuing at 
junctions 
and/or 
congestion on 
road links.  

EATM states that ‘delays are only likely to be significant when the 
traffic on the network surrounding the development is already at, or 
close to, the capacity of the system.’ The capacity of a road or a 
particular junction can be determined by establishing the Ratio of Flow 
to Capacity (RFC). 

Non-
Motorised 
users amenity 

A halving or doubling of traffic flow (or HGV flow) can be used as a 
broad threshold when considered in the local context and applied with 
caution. 
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Transport 
effect 

Magnitude of change 

High Medium Low Negligible 

 
Assignment based on a variety of factors including general level of 
pedestrian activity, visibility, and physical conditions such as traffic 
flow, traffic composition, crossing points and pavement 
width/separation from traffic. EATM, also, advises consideration of 
factors included in the Transport for London’s Healthy Streets 
Indicators. 

Non-
motorised 
user delay 

Generally, increases in traffic may lead to greater delay, though is 
dependent on the level of non-motorised users’ activity in the area. 
Assessed based on pedestrian delay experienced when crossing 
highways links considering a range of factors including crossing type, 
pedestrian flows, traffic levels, visibility and general highway condition. 

Fear and 
Intimidation 

Assigned based on the levels scoring systems provided in EATM 
(which is dependent on 18hr average traffic flow; 18hr average HGV 
traffic flow and vehicle speed) extreme 71+; great (41-70); moderate 
(21-40) and small (0-20). 

Two step 
change in 
level score of 
fear and 
intimidation. 

One step change in 
level score of fear 
and intimidation and 
>400 average 18hr 
vehicle increase or 
>500 HGV 18hr 
vehicle increase. 

One step 
change in 
level score of 
fear and 
intimidation 
and <400 
average 18hr 
vehicle 
increase or 
<500 HGV 
18hr vehicle 
increase. 

No change to 
step in level 
score of fear 
and 
intimidation. 

Road safety Assignment informed by a review of existing collision patterns and 
trends based upon the existing personal injury accident records and 
the forecast increase in traffic that may change the risk of serious and 
fatal injuries. 

11.9 Assessment of Traffic and Transport Effects 

11.9.1 The Project is a wide scale infrastructure project with numerous bespoke elements 

of work that need to be carried out. The design and layout is provided separately 
as Figure 2.2. Figure 11.13 (provided separately) sets out the traffic and transport 
accesses used to inform the assessment and details of these accesses are 

presented in Tables 3.1 to 3.4 in Appendix 11B (CTMP).  
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11.9.2 To undertake the assessment of effects of the traffic generated by the Project the 

traffic flows have been estimated and trips distributed onto the road network.  

11.9.3 The trips for the peak construction phase of the Project have been added to future 
baseline years to provide a clear impact of the difference between the growth of 

future baseline ‘without Development’ and the growth of future baseline ‘with 

Development’.  

11.9.4 The significance has been assessed against EATM Rule 1 (30% or above) and 
Rule 2 (10% or above). Where the change is considered significant, further 

assessment has been made using the criteria in Section 11.8.  

11.9.5 The assessment within this section has been undertaken on a worst-case basis for 

traffic generation considering the Draft Order Limits.  

11.9.6 The assessment in this section includes all of the relevant embedded mitigation 

measures the details of which are set out in Table 11.23.  

Traffic Generation 

Basis for traffic generation 

11.9.7 There are several elements of the Project that will generate construction traffic 

movements during the indicative proposed construction programme which extends 
from 2026 to 2029. This section sets out how construction traffic has been 

developed by the project engineers.   

11.9.8 The calculations undertaken to inform the construction traffic generation have 
broken down the civils works to separate components and calculated traffic 

generation based on first principles for the following elements:   

⚫ Site Surveys;   

⚫ Access Works;   

⚫ Site Clearance;   

⚫ Trenching;  

⚫ Material deliveries;   

⚫ Fabrication;   

⚫ Field Joint and Non-Destructive Examination (NDE);  

⚫ Installation;   

⚫ Backfilling;   

⚫ Reinstatement;  

⚫ non-access specific movements such as movement of welfare facilities, 

vehicle and plant maintenance and HSE supervision; 

⚫ Pre commissioning Works;   

⚫ HDD Crossings;   
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⚫ Microtunneling crossings;  

⚫ Auger Bore crossings; and  

⚫ HAGIs and Compounds. 

11.9.9 The traffic generation for each element above has been distributed across the 
accesses identified in the maximum design scenario and the proposed indicative 

construction programme. This has been done on a daily basis for the 740 days of 
the programme where traffic generation is required. The indicative construction 
programme traffic generation, including for pre-construction enabling works, starts 

on day one: 01 October 2026 and ends on day 740: 09 February 2029.  

Total Traffic Generation 

11.9.10 Based on the calculations a series of traffic figures are generated for the proposed 
works for each activity across the construction programme, setting out daily traffic 
generation per access per day for HGVs and LVs. Figures 11.14 and 11.15 

(provided separately) show the show the HGV and LV vehicle totals for the entire 
Project across the programme per access per day, with all of the individual traffic 

predictions for the individual work streams added together.  

11.9.11 The total traffic generation set out in Figures 11.14 and 11.15 (provided 
separately) has then been used to calculate which day would be the peak day of 

development traffic for each of the Highways Links set out in Table 11.21 and this 

is set out in Figure 11.16 (provided separately).   

Traffic Distribution 

11.9.12 For this assessment high level distribution assumptions have been made based on 

anticipated construction access requirements. The following distribution issues are 

not addressed: 

⚫ A more refined Staff LV distribution methodology based on any established 
works practices that the Applicant may bring forward on the Project (e.g. local 

accommodation). 

⚫ HGV distribution based on origin of materials to be delivered to site. 

11.9.13 The Applicant considers that the distribution methodology set out in this chapter is 
a robust worst-case assessment compared to the potential changes set out above. 
The methodology has distributed HGVs and LVs across the full extent of the Study 

Area resulting in greater and wider impacts across the local and strategic network 
than is likely. The additional information on traffic distribution could, for example, 
identify local suppliers that would be used for material (stone for example from 

local quarries), which would reduce the impact of HGVs on the wider network but 
the source of such material will only be confirmed once the main tender has been 
let and the contractor is appointed. The Draft Outline CTMP will be issued as a 

final CTMP prior to construction commencing and this will confirm the routeing 

proposed.    
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HGV traffic distribution 

11.9.14 HGV traffic generation in this chapter is based on identifying origin locations of 
quarries and sand and gravel sites within the wider area of the north of England, 
as the majority of deliveries are likely to include stone for temporary construction 

access tracks and temporary construction compounds (and the subsequent 
removal) and other materials needed for the installation of the pipeline. Other 
deliveries, such as pipes and the components of the HAGIs as well as other 

materials are also likely to be sourced from industrial areas of the north.   

11.9.15 HGVs will route onto the SRN in the Study Area via six routes as follows:   

⚫ M56 West;   

⚫ M6 South;   

⚫ M60 East;   

⚫ M62/M60 North;   

⚫ M6 North; and   

⚫ M62 West.  

11.9.16 Figure 11.17: HGV Distribution (provided separately) sets out the location of the 

destination/origins of HGV trips into the Study Area.  

11.9.17 The HGV movements generated as part of the construction of Project will travel 
directly to individual accesses and it is assumed that no additional HGV traffic is 

proposed from temporary construction compounds to works sites.  

11.9.18 Table 11.27 sets out the HGV distribution of construction material deliveries 

directly to and from the Project access locations.  

Table 11.27 HGV distribution for the Project  

Network Exit Point  Distribution  

M56 West  16.7%  

M6 South  16.7%  

M60 East  16.7%  

M62/M60 North  16.7%  

M6 North  16.7%  

M62 West  16.7%  

 

11.9.19 HGV routeing from the Project access locations to the Study Area network 
entry/exit points has been developed from the HGV Access Strategy set out in the 
Draft Outline CTMP (Appendix 11B). Figure 11.18: HGV Access Strategy 

(provided separately) sets out the proposed HGV Access Strategy.   
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11.9.20 The HGV Routeing Strategy and the temporary construction access locations and 
onsite haul roads have ensured that several settlements would be avoided by 

construction HGV traffic. These settlements include Frodsham, Helsby, Elton, 
Hartford, Davenham, Bostock Green, Middlewich, Wincham, Lostock Gralam, 
Pickmere, Comberbach, Arley, Antrobus, Stretton, Lymm, Hearley, Great Sankey, 

Rainhill, Sutton Manor. Other settlements include the built-up urban centres of 
Warrington, St Helens, Widnes, Runcorn, Greater Manchester, Sale, Altrincham, 
Nantwich, Weaverham. The HGV Routeing Strategy also seeks to minimise the 

number of construction vehicles passing through a settlement where it is not 
possible to avoid it completely, for example at Partington alternative accesses 
have been identified to achieve a reduction in the number of vehicles that would 

otherwise pass through the town.  

Light Vehicle traffic distribution   

11.9.21 For construction staff traffic movements into and out of the temporary construction 
accesses per day, a detailed distribution matrix has been required. This has been 
based on journey to work data from the 2011 Census for five local areas (as 

detailed in Section 11.4 the 2021 Census is not appropriate for use regarding 

journey to work data). These areas are as follows:   

⚫ Rural Cheshire:  

 All of the South Corridor;  

 East Corridor from the Central Hub HAGI and Dunham Massey;  

 North Corridor from Central Hub HAGI to Manchester Ship Canal; and  

 West Corridor from Central Hub HAGI to Preston Brook.  

⚫ Coastal Industrial:   

 West Corridor from Stanlow to Preston Brook; and 

 Runcorn Spur.  

⚫ Manchester Fringe:   

 East Corridor Dunham Massey to the Partington HAGI.  

⚫ Warrington:   

 North Corridor north of Manchester Ship Canal and Bold Heath; and  

 In-carriageway pipeline section in Warrington.  

⚫ St Helens:   

 North Corridor from Bold Heath and section of corridor into St Helens north 

of M62.   

11.9.22 The areas used for the assessment of the journey to work data for the five areas 

are as follows:   

⚫ Rural Cheshire – Industrial Areas around Winnington (Super Output Area – 

Cheshire West and Chester 018)   
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⚫ Coastal Industrial – Industrial Areas around the Stanlow Refinery (Super 

Output Area – Cheshire West and Chester 011)   

⚫ Manchester Fringe – Industrial Areas around Partington (Super Output Area – 

Trafford 017);   

⚫ Warrington – Industrial Areas around Factory Lane (Super Output Area – 

Warrington 018); and   

⚫ St Helens – Industrial Areas in Sutton Heath (Super Output Area – St. Helens 

019).   

11.9.23 The five areas have been selected to allow for an appropriate distribution of LV 
traffic across the Draft Order Limits. The distribution of traffic in the urban fringe of 

Manchester area would be different to that from work sites in rural Cheshire or 
north of the M56 near Ellesmere Port. This is a function of the wide scope of 

assessment for the Project.   

11.9.24 The resultant LV construction staff traffic distribution and assignment onto the road 
network within the Study Area is set out in Table 11.28 for the five areas of the 

Project. Figure 11.19: LV Distribution (provided separately) sets out the 
geographical scope of the exit points from the highways network in the Study 

Area. 

Table 11.28 LV construction staff traffic distribution and assignment onto road 
network  

Entry/exit 
points from 
highways 
network Study 
Area scope  

  

Rural 
Cheshire  

Coastal 
Industrial  

Manchester 
Fringe  

Warrington   St Helens  

A49 North  -  -  0.06%  9.66%  -  

A49 North (to 
Warrington)  

0.57%  0.15%  -  -  -  

A49 South  1.89%  -  0.28%  0.20%  -  

A50 South  -  -  1.16%  -  -  

A50 West  -  -  0.55%  -  0.15%  

A5033 East  2.02%  0.23%  -  0.69%  0.05%  

A5117 West  -  51.58%  -  -  -  

A530 South  9.22%  0.18%  -  0.24%  -  

A533 South  9.39%  -  -  -  -  

A533 West  0.23%  0.03%  0.17%  0.27%  0.03%  
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Entry/exit 
points from 
highways 
network Study 
Area scope  

  

Rural 
Cheshire  

Coastal 
Industrial  

Manchester 
Fringe  

Warrington   St Helens  

B5081 East  0.88%  -  -  -  -  

A538 South  0.04%  0.09%  1.05%  0.29%  -  

A5018 West  7.24%  -  0.06%  0.08%  0.03%  

A555 East  0.55%  0.43%  -  0.55%  0.10%  

A556 Chester 
Road West  

2.67%  -  0.11%  0.12%  -  

A557 South  -  -  0.17%  -  3.08%  

A558 West  0.38%  -  0.17%  3.28%  -  

A559 South  -  0.17%  -  0.46%  -  

A56 South 
West   

-  -  -  -  0.05%  

Frodsham and 
Helsby  

0.53%  0.88%  0.06%  1.02%  0.13%  

A560 West  0.11%  -  0.06%  0.06%  -  

A562 West  -  -  -  5.41%  0.00%  

A57 East  0.19%  0.06%  3.03%  0.85%  -  

A57 South  -  -  -  -  0.03%  

A57 West  0.13%  0.05%  0.50%  1.93%  0.18%  

A58 North  -  -  0.11%  1.31%  44.58%  

Altrincham  0.74%  0.31%  8.43%  0.74%  0.23%  

B5082 East  1.60%  -  0.22%  0.24%  -  

B5132 South  -  16.92%  -  -  -  

Hartford  3.77%  -  -  -  -  

B5156 West  -  -  -  2.52%  -  

B5167 East  0.11%  0.05%  -  0.00%  0.05%  
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Entry/exit 
points from 
highways 
network Study 
Area scope  

  

Rural 
Cheshire  

Coastal 
Industrial  

Manchester 
Fringe  

Warrington   St Helens  

B5204 East  -  -  -  -  12.96%  

B5204 West  -  -  0.17%  0.97%  7.21%  

A6114 South  -  -  2.15%  -  -  

B5419 South  -  -  0.11%  -  0.56%  

Birchwood 
Way South  

-  0.11%  -  -  0.49%  

Broomsfield 
Lane East  

3.22%  -  -  -  -  

Chapel Lane 
East  

-  -  0.06%  -  -  

Clay Lane 
North  

-  -  0.11%  3.39%  -  

Flixton and 
Urmston Area  

0.08%  0.14%  6.94%  0.26%  0.08%  

Greater 
Manchester  

1.35%  1.07%  17.80%  2.97%  1.54%  

Internal  5.47%  3.48%  7.82%  2.54%  6.49%  

London Road 
South  

3.66%  -  0.06%  0.12%  0.05%  

Lymm  0.38%  0.09%  1.76%  1.25%  0.05%  

M60 East  1.41%  0.55%  8.04%  1.07%  0.67%  

M56 West  2.15%  9.81%  2.70%  5.00%  1.26%  

M6 North  1.03%  1.20%  2.15%  0.77%  -  

M6 South  -  1.01%  3.97%  3.06%  1.59%  

M60 North  0.51%  0.51%  12.73%  3.03%  2.41%  

M62 West  -  -  2.09%  6.21%  12.01%  
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Entry/exit 
points from 
highways 
network Study 
Area scope  

  

Rural 
Cheshire  

Coastal 
Industrial  

Manchester 
Fringe  

Warrington   St Helens  

Marshalls 
Cross Road 
North  

-  -  -  0.15%  -  

Norely Road 
East  

-  -  -  0.28%  -  

Northwich  31.02%  1.18%  0.66%  0.99%  0.18%  

Primrose 
Lane East  

-  2.15%  -  -  -  

Sale and 
Wythenshawe  

0.38%  0.29%  10.63%  0.82%  0.10%  

Station Road 
West  

0.99%  -  0.06%  -  -  

Warrington  2.44%  1.23%  3.42%  33.71%  2.87%  

Warrington 
Road West  

-  -  -  1.40%  0.74%  

Weston Link 
East  

3.39%  5.66%  0.11%  -  -  

Woolston 
Grange 
Avenue North  

-  -  0.28%  1.75%  -  

Weston Point 
Expressway 
North  

0.29%  0.38%  0.06%  -  -  

Whitegate 
Lane South  

-  -  -  0.33%  0.03%  

11.9.25 The LV construction traffic would not have a defined route to sites and temporary 
construction compounds (TCCs) and staff vehicles are proposed to be permitted to 
access sites at their own discretion based on the day’s work schedule (may be at 

multiple sites), local traffic conditions, weather and other work-based factors as 
would be expected for any LV construction staff traffic routeing to and from their 
place of work. This has been calculated using google maps journey planning 

software. 
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Peak Day Identification 

11.9.26 With a fixed set of temporary accesses, predictions of traffic generation across the 

construction phase and distribution for HGV and LV traffic for the peak day of 

traffic for each identified highways link have been predicted.  

11.9.27 The following peak days during the construction phase are set out in Table 11.29 
for each of the identified highways links in the Study Area. These are listed in time 
order. The locations of the receptors are shown in Figure 11.12 (provided 

separately).  

Table 11.29 Peak day identification 

Highways 
Link No. 

Local 
Authority 
Area 

Road Location Day 
no. 

Date 

RW11 CWACC A5117 Between M56 
and B5132 

146 19/03/2027 

RW1 CWACC A5117 Between 
Common Lane 
and M56 J14 

162 07/04/2027 

RW6 CWACC A56 Between 
Proffits Lane 
and 
Woodhouses 
Lane 

RW10 CWACC A56 Frodsham 
Town Center 

 

RN11 SHBC A570 Between 
Burtonhead 
Road and 
B5204 

219 12/06/2027 

RN12 SHBC A570 Between 
Sherdley Road 
and Linkway 
East 

RW3 CWACC A56 River Weaver 
Bridge 

221 15/06/2027 

SRNR1 National 
Highways 

M56 M56 Junction 
12 (M56/A557) 

SRNR12 National 
Highways  

M56 Between M6 
and Junction 10 
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Highways 
Link No. 

Local 
Authority 
Area 

Road Location Day 
no. 

Date 

RW2 HBC A557 Between A56 
and Halton 
Station Road 

226 21/06/2027 

RN10 SHBC A570 between 
Chapel Lane 
and Eurolink 

302 17/09/2027 

SRNR2 National 
Highways 

M62 Between M62 
J8 and J7 

SRNR3 National 
Highways 

M6 M6 J21 
between M6 
Spur and M6 
Spur 

SRNR4 National 
Highways 

M56 Between J8 
M56 and J9 
M56/J20M6 

SRNR7 National 
Highways 

M62 Between 
M62/M602/M60 
and M62 J11 

SRNR8 National 
Highways 

M56 Between J6 
and J5 M56 

SRNR9 National 
Highways 

M6 Between M6 
J19 and M56 
J9/M6J20 

SRNR11 National 
Highways 

M6 Between J19 
and J18 (M6) 

RN2 WBC A56 Between A5060 
and Mill Lane 

308 24/09/2027 

RN17 WBC Knutsford 
Road 

Between M6 
and A56 

315 02/10/2027 

RE8 TC A6144 Between 
Isherwood 
Road and 
Banky Lane 

451 09/03/2028 

SRNR5  National 
Highways 

M60 Between M60 
J10 and J9 
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Highways 
Link No. 

Local 
Authority 
Area 

Road Location Day 
no. 

Date 

SRNR6 National 
Highways 

M60 Between M60 
J6 and 5 

RE6 TC A56 Between M56 
J7 and Bow 
Green Road 

466 27/03/2028 

RE9 CEC Woodhouse 
Lane 

Dunham 
Woodhouses 

RE10 TC A6114 Partington  

RE11 TC A6114 South of 
Partington  

RE12 TC A56 Between M60 
and A1644 
(vicinity of 
Sibson Road) 

 

RE7 TC A56 Between 
M56J7 and 
Reddy Lane 

484 17/04/2028 

RE1 CWACC A49 Between 
Grimsditch 
Lane and 
Street Lane 

486 19/04/2028 

RE3 WBC A49 Between M56 
J10 and Limes 
Lane 

SR1 CWACC A49 Between A533 
and Willow 
Green Lane 

SR3 CWACC B5153 West of 
Weaverham 

RW4 CWACC A533 Between A49 
and Higher 
Lane 

RW5 HBC A533 Between Aston 
Lane and 
Redacre Road   
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Highways 
Link No. 

Local 
Authority 
Area 

Road Location Day 
no. 

Date 

RW9 CWACC A56 Between 
Station Road 
and A533 

RE5 CEC A50 Between West 
Lane and 
Crabtree Lane 

495 29/04/2028 

SR2 CWACC A49 Between 
Station Road 
and B5144 

501 06/05/2028 

SRNR10 National 
Highways 

A556 Between 
Chapel Lane 
and M56 J8 

511 18/05/2028 

RE4 WBC Arley Road Between B5356 
and Reedgate 
Lane 

525 03/06/2028 

SR4 CWACC A556 Between 
Whitegate Lane 
and School 
Lane 

530 09/06/2028 

SR7 CWACC A556 Between 
Penny's Lane 
and Birches 
Lane 

RE2 WBC A559 Between M56 
J10 and 
Stockley Lane 

545 27/06/2028 

RN14 WBC B5204 Beteween A570 
and Rainhill 
Road 

552 05/07/2028 

SR5 CWACC A533 Between 
Church Street 
and London 
Road 

556 10/07/2028 

RN9 TC A57 Between B5149 
and M62J7 

576 02/08/2028 
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Highways 
Link No. 

Local 
Authority 
Area 

Road Location Day 
no. 

Date 

SR6 CWACC A530 Between King 
Street and 
Davenham 
Road 

587 15/08/2028 

RN7 CEC A5080 Between A557 
and South Lane 

589 
 

17/08/2028 

RN8 TC A557 Between M62 
J13 and B5419 

RN6 WBC A562 Between A5080 
and Mowcroft 
Lane 

593 22/08/2028 

RN16 WBC Liverpool 
Road 

Sankey Bridge 605 05/09/2028 

RN15 WBC Runcorn 
Road 

Between A56 
and Moore 
Lane 

614 15/09/2028 

RN1  HBC A56 Between M56 
and A558 

619 21/09/2028 

RN13 CWACC Higher 
Lane 

Between A533 
and A49 

643 19/10/2028 

 

11.9.28 The resultant traffic generation is presented separately on a network plot as 
Figure 11.20: Peak Day Development Traffic – Receptors while locations of the 

highways links are presented on Figure 11.12 (provided separately).   

Proposed Construction Access 

11.9.29 The location of each construction access point that is required for the maximum 
design scenario is set out in Figure 11.13 (provided separately). The majority of 

these accesses are proposed to be temporary accesses only, in place between 
the start and end of works at that access (i.e. not the full duration of the 

construction programme).  

11.9.30 Details of all the accesses required on the Project are set out in the Draft Outline 
CTMP (Appendix 11B). Where space is available,  HGV accesses have been 

provided with a worst-case visibility splay based on the speed limit of the road 
based on DMRB guidance set out in CD123 Geometric Design of at grade priority 
and signal junctions23. It is proposed that these will be updated to reflect details of 

site specific discussions with the relevant highways authority with speed survey 
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information likely reducing the extent and impact of visibility splays.  At many of 
the access points sufficient visibility splays to facilitate give-way operation cannot 

be achieved without vegetation clearance. Therefore, rather than lose vegetation 
unnecessarily (given the temporary nature of the works), the contractor would 
instead implement traffic management/control measures to facilitate the safe entry 

and exit of vehicles where it is considered safe to do so. 

11.9.31 There are only four access points that are onto main high-speed roads where it is 

considered the contractor may need to construct visibility splays in order to 

facilitate safe access, these are SH31, SH32, EH09, and EH10. 

Proposed Permanent Accesses 

11.9.32 There will be a need for permanent accesses to the  HAGIs  and other elements of 
above ground infrastructure, including BVIs, for maintenance, the designs of which 
will need to be developed and discussed with  the relevant local highway 

authorities and secured under a DCO requirement.   It is anticipated that the key 

permanent accesses will be: 

⚫ West Corridor: WH-02, WH-10, WH-12, WH-23;  

⚫ North Corridor: NH-29, NH-31, NH-34, NH-51, NH-65, EH-26; 

⚫ East Corridor: EH-43, EH-44, EH-45, EH-54; and 

⚫ South Corridor: SH-15, SH-38. 

11.9.33 Discussion will be required as to the nature of the permanent design in this 

location including geometric standards and visibility requirements with the relevant 
highway authorities.  It is anticipated that these accesses will be designed to 
relevant DMRB design standards including for junction layout and visibility 

standards and this will be discussed with the relevant local highways authorities. 

11.9.34 Traffic to the Central Hub HAGI, other HAGI and other elements of above ground 

infrastructure during operation will be minimal with only occasional maintenance 

vehicles. Consideration of this will need to be made for any design requirements.  

 Assessment Year Traffic Growth 

11.9.35 Table 11.31 below sets out the 2027 and 2028 traffic flows per receptor based on 

the traffic growth methodology set out in Section 11.5. 

Sensitivity of Receptor 

11.9.36 Given the potential receptors described in Section 11.8, Table 11.30 identifies the 

sensitivity of highway link and the EATM rule that applies for the Study Area. 
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Table 11.30 Highways Links Receptor Sensitivity 

Link No  Highway 
Link  

Comments  Receptor 
sensitivity  

GEART 
rule  

RW1  A5117  The link is a two-way single 
carriageway A Road with properties 
set back from the road and a 
segregated footway on one side of the 
road.  

Low  1  

RW2  A557  The link is a two-way single 
carriageway A Road with industrial 
properties set back from the road and 
a footway on only one side of the 
carriageway.   

Low  1  

RW3  A56  The link is a two-way single 
carriageway as it crosses Weaver 
Bridge with footways on both sides of 
the road.   

Medium 2  

RW4  A533  The link is a two-way single 
carriageway in a rural area with only 
intermittent footway on one side of the 
road.   

Negligible  1  

RW5  A533  The link is a two-way single 
carriageway in a partially rural and 
partially urban area (Preston Brook) 
with properties fronting the 
carriageway and footways on one or 
both sides of the road in the urban 
area.   

Medium   2  

RW6  A56  The link is a two-way single 
carriageway that runs through the 
village of Helsby which has 
commercial and residential properties 
fronting the carriageway and footways 
on both sides of the road.   

High   2  

RW9  A56  The link is a two-way single 
carriageway that runs through the 
village of Sutton Weaver which has 
commercial and residential properties 
fronting the carriageway and footways 
on both sides of the road.    

Medium   2  

RW10  A56  The link is a two-way single 
carriageway that runs through the 

High   2  
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Link No  Highway 
Link  

Comments  Receptor 
sensitivity  

GEART 
rule  

village of Frodsham which has 
commercial and residential properties 
fronting the carriageway and footways 
on both sides of the road.   

RW11  A5117  The link is a dual carriageway with 
properties set back from the 
carriageway.   

Negligible  1  

RN1   A56  The link is a dual carriageway with 
properties set back from the 
carriageway.   

Negligible  1  

RN2  A56  The link is a dual carriageway with 
properties set back from the 
carriageway.   

Negligible  1  

RN6  A562  The link is a two-way dual 
carriageway that runs through the 
Penketh area of Warrington which has 
commercial and residential set back 
from the carriageway and footways on 
both sides of the road.   

High 2  

RN7  A5080  The link is a two-way single 
carriageway in a rural area with only 
intermittent footway on one side of the 
road.  

Low  1  

RN8  A557  The link is a dual carriageway with 
properties set back from the 
carriageway.  

Negligible  1  

RN9  A57  The link is a two-way single 
carriageway in a rural area with 
properties set back from the 
carriageway and footways on one or 
both sides of the road.   

Low  1  

RN10  A570  The link is a dual carriageway with 
properties set back from the 
carriageway.   

Negligible  1  

RN11  A570  The link is a dual carriageway with 
properties set back from the 
carriageway.   

Negligible  1  
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Link No  Highway 
Link  

Comments  Receptor 
sensitivity  

GEART 
rule  

RN12  A570  The link is a dual carriageway with 
properties set back from the 
carriageway.   

Negligible  1  

RN13  Higher 
Lane  

The link is a two-way single 
carriageway in a rural area with no 
footways.  

Negligible  1  

RN14  B5204  The link is a two-way single 
carriageway that runs through the 
Sutton Heath area of St Helens which 
has commercial and residential 
properties fronting the carriageway 
and footways on both sides of the 
road.   

High   2  

RN15  Runcorn 
Road  

The link is a two-way single 
carriageway in a rural area with only 
intermittent footway on one side of the 
road.  

Low  1  

RN16  Liverpool 
Road  

The link is a two-way single 
carriageway that runs through the 
Sankey Bridges area of Warrington 
which has commercial and residential 
properties fronting the carriageway 
and footways on both sides of the 
road.   

High   2  

RW17 Knutsford 
Road 

The link is a two-way single 
carriageway that runs through the 
Grappenhall area of Warrington which 
has commercial and residential 
properties fronting the carriageway. 
Typically, it has footway on both sides 
of the road in the urban area and on 
one side in the rural area. 

High 2 

RE1  A49  The link is a two-way single 
carriageway A Road in a rural area 
with no footways.   

Low  1  

RE2  A559  The link is a two-way single 
carriageway A Road in a rural area 
with intermittent footways.   

Low 1  
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Link No  Highway 
Link  

Comments  Receptor 
sensitivity  

GEART 
rule  

RE3  A49  The link is a two-way single 
carriageway A Road in a rural area 
with no footways.  

Low  1  

RE4  Arley Road  The link is a two-way single 
carriageway that runs through the 
settlement of Appleton Thorn which 
has commercial and residential 
properties fronting the carriageway 
and footways on both sides of the 
road.   

High   2  

RE5  A50  The link is a two-way single 
carriageway A Road in a rural area 
with intermittent footways.   

Low  1  

RE6  A56  The link is a two-way single 
carriageway that runs through the 
south western section of Altrincham 
which has commercial and residential 
properties fronting the carriageway 
and footways on both sides of the 
road.   

High   2  

RE7  A56  The link is a two-way single 
carriageway A Road in a rural area 
with intermittent footways.  

Low 1  

RE8  A6144  The link is a two-way single 
carriageway A Road in a rural/urban 
area with few properties set back from 
the carriageway with intermittent 
footways.  

Medium 2  

RE9  Woodhouse 
Lane  

The link is a two-way single 
carriageway that runs through the 
village of Dunham Massey and past 
the Dunham Massey National Trust 
property and park which has 
residential properties fronting the 
carriageway and footways on both 
sides of the road.   

High   2  

RE10  A6144  The link is a two-way single 
carriageway on the fringe of 
Partington village which has 
commercial and residential properties 

High   2  
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Link No  Highway 
Link  

Comments  Receptor 
sensitivity  

GEART 
rule  

fronting the carriageway and footways 
on both sides of the road.   

RE11  A6144  The link is a two-way single 
carriageway on the fringe of 
Partington village which has 
commercial and residential properties 
fronting the carriageway and footways 
on both sides of the road.   

Low 1  

RE12 A56 This link is a two-way single 
carriageway A road in which routes 
through the urban area of Sale which 
has commercial and residential 
properties fronting the carriageway 
and footways on both sides of the 
road. 

High 2 

SR1  A49  The link is a two-way single 
carriageway A Road in a rural area 
with properties set back from the 
carriageway.   

Low  1  

SR2  A49  The link is a two-way single 
carriageway A Road in a rural area 
which forms part of a bypass of 
Weaverham and has no properties 
fronting the carriageway.  

Negligible   1  

SR3  B5153  The link is a two-way single 
carriageway that runs through 
Weaverham which has commercial 
and residential properties fronting the 
carriageway and footways on both 
sides of the road.   

High   2  

SR4  A556  The link is a dual carriageway with 
properties set back from the 
carriageway.  

Negligible   1  

SR5  A533  The link is a two-way single 
carriageway A Road in a rural area 
with a minimal amount of properties 
set back from the carriageway.   
  

Negligible   1  

SR6  A530  The link is a two-way single 
carriageway A Road in a rural area 

Negligible   1  
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Link No  Highway 
Link  

Comments  Receptor 
sensitivity  

GEART 
rule  

with a minimal amount of properties 
set back from the carriageway.  

SR7  A556  The link is a dual carriageway with 
properties set back from the 
carriageway.  

Negligible   1  

SRNR1  M56  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

SRNR2  M62  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

SRNR3  M6  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

SRNR4  M56  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

SRNR5  M60  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

SRNR6  M60  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

SRNR7  M62  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

SRNR8  M56  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  
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Link No  Highway 
Link  

Comments  Receptor 
sensitivity  

GEART 
rule  

SRNR9  M6  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

SRNR10  A556  The link is a doula carriageway road 
that is part of the SRN connecting the 
M6 and M56 with no footways and 
direct frontage access.   

Negligible   1  

SRNR11  M6  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

SRNR12  M56  The link is part of the national 
motorway network restricted to 
pedestrian movement and with no 
direct frontage access.   

Negligible   1  

Magnitude of Change 

11.9.37 Table 11.31 sets out the magnitude of change of the calculated peak daily (24 
hour) development traffic on the identified highways links and presents the 

following information:  

⚫ future year baseline traffic per highways link for 2027 or 2028 (based on which 
year the peak day at each highways link is predicted to occur) for total 

vehicles and HGVs;   

⚫ the predicted daily traffic flows per highways link for total vehicles and HGVs; 

and   

⚫ the percentage impact of the Project traffic per highways link for total vehicles 

and HGVs.  

11.9.38 Table 11.31, highways links percentage impacts identified that exceed the EATM 

assessment thresholds based on the highways link sensitivity Table 11.30 are set 

out in red.   
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Table 11.31 Magnitude of Change 

Highway 
Link 

Local 
Authority 

Area 

Future Year Base 
Traffic – AADT 

(2027/28) 

Peak Day Project 
Construction 

Traffic 

Magnitude of 
Change 

Percentage 
Impact 

Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs 

RW1 Cheshire 
West and 
Chester 
Council 

14,273 322 192 0 1% 0.0% 

RW2 Halton 
Borough 
Council 

12,798 334 347 224 2.7% 67.0% 

RW3 Cheshire 
West and 
Chester 
Council  

20,293 230 124 110 0.6% 47.7% 

RW4 Cheshire 
West and 
Chester 
Council 

8,360 344 108 39 1.3% 11.5% 

RW5 Halton 
Borough 
Council 

8,397 435 94 39 1.1% 9.1% 

RW6 Cheshire 
West and 
Chester 
Council 

12,099 166 160 0 1.3% 0.0% 

RW9 Cheshire 
West and 
Chester 
Council 

5,692 106 169 45 3.0% 42.2% 

RW10 Cheshire 
West and 
Chester 
Council 

19,426 443 101 0 0.52% 0.0% 

RW11 Cheshire 
West and 

11,326 1,155 240 96 2.1% 8.3% 
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Highway 
Link 

Local 
Authority 

Area 

Future Year Base 
Traffic – AADT 

(2027/28) 

Peak Day Project 
Construction 

Traffic 

Magnitude of 
Change 

Percentage 
Impact 

Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs 

Chester 
Council 

RN1  Halton 
Borough 
Council 

28,635 1,908 455 106 1.6% 5.6% 

RN2 Warrington 
Borough 
Council 

28,622 488 226 98 0.8% 20.1% 

RN6 Warrington 
Borough 
Council 

12,948 386 294 44 2.3% 11.4% 

RN7 Halton 
Borough 
Council 

5,603 570 98 55 1.7% 9.7% 

RN8 Halton 
Borough 
Council 

24,285 2,422 125 71 0.5% 2.9% 

RN9 St Helens 
Borough 
Council 

14,188 455 226 51 1.6% 11.2% 

RN10 St Helens 
Borough 
Council 

26,687 1,208 294 90 1.1% 7.5% 

RN11 St Helens 
Borough 
Council 

26,416 1,169 322 72 1.2% 6.2% 

RN12 St Helens 
Borough 
Council 

31,880 934 251 41 0.8% 4.4% 

RN13 Cheshire 
West and 
Chester 
Council 

599 30 248 58 41.4% 192.0% 
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Highway 
Link 

Local 
Authority 

Area 

Future Year Base 
Traffic – AADT 

(2027/28) 

Peak Day Project 
Construction 

Traffic 

Magnitude of 
Change 

Percentage 
Impact 

Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs 

RN14 St Helens 
Borough 
Council 

12,268 258 221 46 1.8% 17.9% 

RN15 Warrington 
Borough 
Council 

2,911 216 200 34 6.9% 15.7% 

RN16 Warrington 
Borough 
Council 

8,717 430 87 32 1.0% 7.4% 

RN17 Warrington 
Borough 
Council 

14,322 595 67 24 0.5% 4.0% 

RE1 Cheshire 
West and 
Chester 
Council 

14,676 1,175 491 157 3.3% 13.4% 

RE2 Warrington 
Borough 
Council 

8,405 294 207 105 2.5% 35.7% 

RE3 Warrington 
Borough 
Council 

14,676 1,175 491 157 3.3% 13.4% 

RE4 Warrington 
Borough 
Council 

1,339 28 470 124 35.1% 445.0% 

RE5 Cheshire 
East 
Council 

8,703 263 219 60 2.5% 22.8% 

RE6 Trafford 
Council 

16,409 617 63 0 0.4% 0.0% 

RE7 Cheshire 
East 
Council 

10,682 213 412 121 3.9% 56.9% 
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Highway 
Link 

Local 
Authority 

Area 

Future Year Base 
Traffic – AADT 

(2027/28) 

Peak Day Project 
Construction 

Traffic 

Magnitude of 
Change 

Percentage 
Impact 

Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs 

RE8 Trafford 
Council 

15,487 1,084 533 123 3.4% 11.3% 

RE9 Trafford 
Council 

3,521 114 68 0 1.9% 0.0% 

RE10 Trafford 
Council 

13,777 159 294 107 2.1% 67.3% 

RE11 Trafford 
Council 

7,622 129 212 107 2.8% 82.9% 

RE12 Trafford 
Council 

27,751 575 39 0 0.1% 0.0% 

SR1 Cheshire 
West and 
Chester 
Council 

18,922 1,089 408 141 2.2% 12.9% 

SR2 Cheshire 
West and 
Chester 
Council 

13,680 1,076 344 105 2.5% 9.7% 

SR3 Cheshire 
West and 
Chester 
Council 

3,922 68 324 64 8.3% 94.0% 

SR4 Cheshire 
West and 
Chester 
Council 

18,628 749 237 45 1.3% 6.0% 

SR5 Cheshire 
West and 
Chester 
Council 

23,266 1,160 344 69 1.5% 5.9% 

SR6 Cheshire 
West and 

15,505 682 406 81 2.6% 11.9% 



95 Prepared by WSP UK Limited for Cadent Gas Limited 

  

 
 
 

  

October 2024 
HyNet North West Hydrogen Pipeline Project Draft Environmental Statement, Chapter 11: Traffic and Transport  

Highway 
Link 

Local 
Authority 

Area 

Future Year Base 
Traffic – AADT 

(2027/28) 

Peak Day Project 
Construction 

Traffic 

Magnitude of 
Change 

Percentage 
Impact 

Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs Total 
Vehicles 

HGVs 

Chester 
Council 

SR7 Cheshire 
West and 
Chester 
Council 

31,153 2,031 203 94 0.7% 4.6% 

SRNR1 National 
Highways 

120,899 12,282 399 73 0.3% 0.6% 

SRNR2 National 
Highways 

112,188 13,146 295 181 0.3% 1.4% 

SRNR3 National 
Highways 

144,213 14,583 299 156 0.2% 1.1% 

SRNR4 National 
Highways 

93,367 4,932 140 55 0.2% 1.1% 

SRNR5 National 
Highways 

113,994 7,328 263 61 0.2% 0.8% 

SRNR6 National 
Highways 

148,705 6,776 263 61 0.2% 0.9% 

SRNR7 National 
Highways 

138,531 15,285 135 103 0.1% 0.7% 

SRNR8 National 
Highways 

147,389 9,460 113 55 0.1% 0.6% 

SRNR9 National 
Highways 

107,199 19,792 69 53 0.1% 0.3% 

SRNR10 National 
Highways 

52,669 3,992 41 24 0.1% 0.6% 

SRNR11 National 
Highways 

123,084 18,465 76 53 0.1% 0.3% 

SRNR12 National 
Highways 

125,790 13,816 350 270 0.3% 2.0% 
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Significance of Effect 

11.9.39 Table 11.30 sets out the sensitivity of the highway links assessed based on the 

receptors present and the EATM rules regarding change in traffic flows. Table 
11.31sets out the percentage change in traffic flows and HGV flows. Where the 
percentage change is 30% or more on non-sensitive sections (Rule 1) or 10% or 

more on sensitive sections (Rule 2), an assessment of the environmental effects is 

needed. 

11.9.40 Based on the results presented in Table 11.31 and the defined sensitivities set out 
in Table 11.30, there are 14 highway links where the percentage change in total 

vehicles or HGVs results in the need for a further assessment.  

11.9.41 The 13 links that require detailed environmental assessment are as follows: 

⚫ RW2 – A557 between A56 and Halton Station Road;  

⚫ RW3 – A56 at the River Weaver Bridge;  

⚫ RW9 – A56 between Station Road and A533; 

⚫ RN6 – A562 between A5080 and Mowcroft Lane;  

⚫ RN13 – Higher Lane between A533 and Morphany Lane;  

⚫ RN14 – B5204 between A570 and Rainhill Road;  

⚫ RE2 – A559 between M56 J10 and Stockley Lane;  

⚫ RE4 – Arley Road between B5356 and Reedgate Lane;  

⚫ RE7 – A56 between M56 J7 and Bow Green Road;  

⚫ RE8 – A6144 between Isherwood Road and Banky Lane 

⚫ RE10 – A6114 Central Partington; 

⚫ RE11 – A6114 Southern Partington; and 

⚫ SR3 – B5153 West of Weaverham. 

11.9.42 On all other highways links, the percentage change in traffic flows or HGVs does 

not trigger the need for an assessment of environmental effects based on the rules 

set out in EATM. 

Highway Link RW2 – A557 between A56 and Halton Station Road;   

11.9.43 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 
by 67.0% over the 24-hour period (an increase of 224 HGVs). Based on Table 

11.30, the sensitivity of the highways link has been identified as Low.  

11.9.44 Table 11.32 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect. 
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Table 11.32 Highway link RW2 – assessment of transport environmental effects 

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Severance  A557 is a distributor road between the A56 
and M56 and is designed to accommodate 
moderate traffic flows and HGVs.  
  
With an increase of 224 HGVs per day 
across the ten hour working day for the 
peak day of the construction programme, 
this will result in approximately 23 
additional HGVs per hour or one HGV 
every three minutes.  
  
The change in HGVs on the link is between 
60-90% and based on Table 11.26 the 
magnitude of change is medium. The 
sensitivity of the link in Table 11.30 is low, 
therefore the significance of effect on 
severance is Minor (not significant).  

Medium Minor (Not 
Significant)   

Driver 
Delay   

The increase in traffic on the peak worst 
day peak of the development construction 
phase is 23 additional HGV per hour (or 
one HGV approximately every three 
minutes). The traffic increase is low and 
unlikely to result in any delay to drivers on 
the highway link or local junctions, 
including public transport vehicles, and on 
this basis the magnitude of change is 
therefore negligible. The significance of 
effect on driver delay is therefore 
negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

Non-
motorised 
user 
Amenity, 
Non-
motorised 
user Delay 
and Fear and 
Intimidation   

A557 between A56 and Halton Station 
Road has pedestrian footways on one side 
of the carriageway and no dedicated 
pedestrian crossings on the link.   
  
However, the traffic increase as a result of 
the Project will not be perceptible to 
pedestrians wishing to cross the road and 
the magnitude of change is negligible and 
therefore the significance of effect on non-
motorised user amenity and delay is 
Negligible (not significant).  
 

Negligible  Negligible 
(Not 
Significant)  
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

There is no step change in the fear and 
intimidation level score resulting from the 
addition of the proposed traffic and 
therefore the significance of effect on fear 
and intimidation is Negligible (not 
significant). 

Accidents 
and Safety   

Assessment undertaken in Section 0 and 
Appendix 11D indicates this section of the 
A557 has an accident rate of 0.20 per 
million vehicle kilometres which is well 
below the national average accident rate 
for an urban A Road (0.42).   
  
With only an additional HGV required every 
three minutes in the construction phase 
peak as a result of the Project the 
magnitude of change is therefore 
negligible. The significance of effect on 
accidents and safety is therefore 
negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

 

11.9.45 Based on Table 11.33 the overall significance of residual effects at Highways Link 
RW2 and associated receptors is considered to be Minor (Not significant) in EIA 

terms.  

Highways Link RW3 – A56 at the River Weaver Bridge  

11.9.46 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 
by 47.7% over the 24-hour period (an increase of 110 HGVs). Based on Table 

11.30 the sensitivity of the highways link has been identified as Medium.  

11.9.47 Table 11.33 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect. 

Table 11.33 Highway link RW3– assessment of transport environmental effects  

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Severance  The A56 is a distributor road providing a 
link between the A557 and Frodsham and 
is designed to accommodate moderate 
traffic flows and HGVs.  

Low  Minor (Not 
Significant)   



99 Prepared by WSP UK Limited for Cadent Gas Limited 

  

 
 
 

  

October 2024 
HyNet North West Hydrogen Pipeline Project Draft Environmental Statement, Chapter 11: Traffic and Transport  

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

With an increase of 110 HGVs per day 
across the ten hour working day for the 
peak day of the construction programme, 
this will result in approximately 11 
additional HGVs per hour or approximately 
one HGV every five minutes.  
  
The change in HGVs on the link is 
between 31-60% and based on Table 
11.26 the magnitude of change is Low. 
The sensitivity of the link in Table 11.30is 
low, therefore the significance of effect on 
severance is Minor (not significant).  

Driver 
Delay   

The increase in traffic is minor and unlikely 
to result in any delay to drivers on the 
highway link or local junctions, including 
public transport vehicles, and on this basis 
the magnitude of change is negligible. The 
significance of effect on driver delay is 
therefore negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

Non-
motorised 
user 
Amenity, 
Non-
motorised 
user Delay 
and Fear and 
Intimidation   

The A56 has footways on both sides of the 
road but has no clear pedestrian desire 
lines and no dedicated pedestrian 
crossings on the link.   
  
An additional HGV every five minutes on 
the link will not be perceptible to 
pedestrians wishing to cross the road and 
the magnitude of change is negligible and 
therefore the significance of effect on non-
motorised user amenity and delay is 
Negligible (not significant). 
There is no step change in the fear and 
intimidation level score resulting from the 
addition of the proposed traffic and 
therefore the significance of effect on fear 
and intimidation is Negligible (not 
significant).  

Negligible  Negligible 
(Not 
Significant)  

Accidents 
and Safety   

Assessment undertaken in Section 0 and 
Appendix 11D indicates that the A56 
between the A557 and B5393 has an 
average annual accident rate of 0.21 per 
million vehicle kilometres which is well 

Negligible  Negligible 
(Not 
Significant)  
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

below the national average accident rate 
for an urban A Road (0.42).  
  
Additionally, no Project HGV movements 
are proposed west of Access WH-12 on 
the A56.  
  
The magnitude of change is considered to 
be negligible. The significance of effect on 
accidents and safety is therefore 
negligible (not significant).  

11.9.48 Based on Table 11.33 the overall significance of residual effects at Highways Link 

RW3 and associated receptors is considered to be Minor (Not significant) in EIA 

terms. 

Highways Link RW9 – A56 between Station Road and A533  

11.9.49 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 
by 42.2% over the 24-hour period (an increase of 45 HGVs). Based on Table 

11.30 the sensitivity of the highways link has been identified as Medium.  

11.9.50 Table 11.34 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.  

Table 11.34 Highway link RW9 – assessment of transport environmental effects 

Effect  Comments  Magnitude of 
change   

Significance 
of effect  

Severance  The A56 is a rural distributor road 
between Preston Brook and the A533 
and the A577 through Sutton Weaver 
and is designed to accommodate 
moderate traffic flows and HGVs.  
  
With an increase of 45 HGVs per day 
across the ten hour working day for 
the peak day of the construction 
programme, this will result in 
approximately five additional HGVs 
per hour or approximately one HGV 
every 12 minutes.  
  

Low Minor (Not 
Significant)   
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Effect  Comments  Magnitude of 
change   

Significance 
of effect  

The change in HGVs on the link is 
between 30-60% and based on Table 
11.26 the magnitude of change is 
low. The sensitivity of the link in 
Table 11.30 is medium, therefore the 
significance of effect on severance is 
negligible (not significant).  

Driver Delay   The increase in traffic will not result in 
any delay to drivers on the highway 
link or local junctions, including public 
transport vehicles, and on this basis 
the magnitude of change is 
negligible. The significance of effect 
on driver delay is therefore 
negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

Non-motorised 
user Amenity, 
Non-motorised 
user Delay and 
Fear and 
Intimidation   

The A56 only has footpaths on both 
sides of the carriageway in Sutton 
Weaver, with a church on the north 
side of the carriageway.   
  
An additional HGV every 12 minutes 
will not be perceptible to pedestrians 
wishing to cross the road and the 
magnitude of change is negligible 
and therefore the significance of 
effect on non-motorised user amenity 
and delay is Negligible (not 
significant).  
There is no step change in the fear 
and intimidation level score resulting 
from the addition of the proposed 
traffic and therefore the significance 
of effect on fear and intimidation is 
Negligible (not significant). 

Negligible  Negligible 
(Not 
Significant)  

Accidents and 
Safety   

Assessment undertaken in Section 0 
and Appendix 11D indicates that the 
A56 between A557 and Halton 
Station Road has an average annual 
accident rate of 1.2.  
 

A review of the accident records 
show two slight accidents on the A56 
main link and a cluster of accidents at 
the A56/Halton Station Road junction. 

Negligible  Negligible 
(Not 
Significant)  
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Effect  Comments  Magnitude of 
change   

Significance 
of effect  

  
With only an additional HGV required 
every 12 minutes in the construction 
phase peak as a result of the Project 
the magnitude of change is 
negligible. The significance of effect 
on accidents and safety is therefore 
negligible (not significant).  

11.9.51 Based on Table 11.34 the overall significance of residual effects at Highways Link 

RW9 and associated receptors is considered Minor (Not significant) in EIA 

terms.  

Highways Link RN6 – A562 between A5080 and Mowcroft Lane  

11.9.52 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 
by 11.4% over the 24-hour period (an increase of 44 HGVs). Based on Table 

11.30, the sensitivity of the highways link has been identified as High.  

11.9.53 Table 11.35 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.35 Highway link RN6 – assessment of transport environmental effects  

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Severance  The A562 between the A5080 and 
Mowcroft Lane is part of a wider section of 
the A562 between the Mowcroft Lane and 
the A57. It is one of the main A road 
approaches into Warrington from the west 
and is dual carriageway along its length. 
The road is urban in nature running 
through a suburban area (Penketh) of 
residential and commercial properties set 
back from the carriageway.   
  
The highways link is key A road in the local 
area and is designed to accommodate 
high traffic flows and HGVs.  
  
With an increase of 44 HGVs per day 
across the ten-hour working day for the 
peak day of the construction programme, 

Negligible  Negligible 
(Not 
Significant)   
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

this will result in approximately five 
additional HGVs per hour or approximately 
one HGV every 12 minutes.  
  
The change in HGVs on the link is 
between 0-30% and based on Table 11.26 
the magnitude of change is Negligible. The 
sensitivity of the link in Table 11.30is 
Medium, therefore the significance of 
effect on severance is therefore Negligible 
(not significant).  

Driver Delay   The increase in traffic is low and unlikely to 
result in any delay to drivers on the 
highway link or local junctions, including 
public transport vehicles, and on this basis 
the magnitude of change is negligible. The 
significance of effect on driver delay is 
therefore Negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

Non-
motorised 
User 
Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

The A562 between the A5080 and 
Mowcroft Lane has footpaths on both sides 
of the carriageway in Penketh and 
crossings of the road at the A5080 
junction.   
  
The low increase in traffic will not be 
perceptible to pedestrians wishing to cross 
the road and the magnitude of change is 
negligible and therefore the significance of 
effect on non-motorised user amenity and 
delay is Negligible (not significant).  
There is no step change in the fear and 
intimidation level score resulting from the 
addition of the proposed traffic and 
therefore the significance of effect on fear 
and intimidation is Negligible (not 
significant). 
  

Negligible  Negligible 
(Not 
Significant)  

Accidents 
and Safety   

Assessment undertaken in Section 0 and 
Appendix 11D indicates that the A562 
between the A5080 and  Loverose Way 
has an average accident rate of 0.08 per 
million vehicle kilometres which is below 

Negligible  Negligible 
(Not 
Significant)  
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

the national average accident rate for an 
urban A road (0.42).   
  
With only an additional HGV required 
every 12 minutes in the construction phase 
peak as a result of the Project the 
magnitude of change is negligible. The 
significance of effect on accidents and 
safety is therefore Negligible (not 
significant).  

11.9.54 Based on Table 11.35 the overall significance of residual effects at Highways Link 
RN6 and associated receptors is considered to be Minor (Not significant) in EIA 

terms. 

Highways Link RN13 – Higher Lane between A533 and Morphany Lane  

11.9.55 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 

by 192% and also 41.4% for total vehicles over the 24-hour period (an increase of 
58 HGVs and 248 total vehicles). Based on Table 11.30, the sensitivity of the 

highways link has been identified as negligible.  

11.9.56 Table 11.36 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.36 Highway link RN13 – assessment of transport environmental effects  

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Severance  Higher Lane is a good standard two lane 
single carriageway rural road with limited 
direct accesses to the road to farms and 
occasional residential properties. It has 
light traffic and is designed to 
accommodate higher traffic flows and 
HGVs.  
  
With an increase of 58 HGVs per day 
across the ten hour working day for the 
peak day of the construction programme, 
this will result in approximately six 
additional HGVs per hour or approximately 
one HGV every ten minutes.  

High  Negligible 
(Not 
Significant)   
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

  
The change in HGVs on the link is over 
91% and based on Table 11.26 the 
magnitude of change is High. The 
sensitivity of the link in Table 11.30 is 
Negligible, therefore the significance of 
effect on severance is Negligible (not 
significant).  

Driver Delay   The low baseline flows compared to the 
increase in traffic would not result in any 
delay to drivers on the highway link or 
local junctions, including public transport 
vehicles, and on this basis the magnitude 
of change is Negligible. The significance of 
effect on driver delay is therefore 
Negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

Non-
motorised 
User 
Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

Higher Lane is a rural road with no 
footways or pedestrian movements. The 
significance of effect on non-motorised 
user amenity is Negligible (not 
significant).  
While the degree of hazard score at this 
receptor increases by a value of ten (due 
to increasing 18-hour total vehicle flow) 
there is no step change in the fear and 
intimidation level score resulting from the 
addition of the proposed traffic and 
therefore the significance of effect on fear 
and intimidation is Negligible (not 
significant). 

Negligible  Negligible 
(Not 
Significant)  

Accidents 
and Safety   

Assessment undertaken in Section 0 and 
Appendix 11D indicates on the section of 
Higher Lane on the construction traffic 
route an average annual accident rate of 
1.04 per million vehicle kilometres which is 
above the national average accident rate 
for a rural other road (0.19).   
 
An assessment of the accident records 
shows that only two accidents were 
recorded on this road section and were 
both slight in nature. With an additional 
HGV required every 10 minutes in the 

Negligible  Negligible 
(Not 
Significant)  
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

construction phase peak as a result of the 
Project the magnitude of change is 
negligible. 
  
The significance of effect on accidents and 
safety is Negligible (not significant).  

11.9.57 Based on Table 11.36 the overall significance of residual effects at Highways Link 
RN13 and associated receptors is considered to be Negligible (Not significant) 

in EIA terms.  

Highways Link RN14 – B5204 between A570 and Rainhill Road  

11.9.58 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 

by 17.9% over the 24-hour period (an increase of 46 HGVs). Based on Table 

11.30, the sensitivity of the highways link has been identified as High.  

11.9.59 Table 11.37 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.37 Highway link RN14 – assessment of transport environmental effects 

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Severance  The B5204 between the A570 and Rainhill 
Road is residential B road that passes 
through Sutton Heath in St Helens. The 
road has frontages of houses, a school, 
commercial and industrial properties as 
well as footways on both sides of the road 
with formal and informal crossings.   
  
With an increase of 46 HGVs per day 
across the ten hour working day for the 
peak day of the construction programme, 
this will result in approximately five 
additional HGVs per hour or approximately 
one HGV every 12 minutes.  
  
The change in HGVs on the link is 
between 0%-30% and based on Table 11.26 
the magnitude of change is Negligible. The 
sensitivity of the link is identified in Table 

Low Moderate 
(Significant)   
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

11.30 as High, therefore the significance of 
effect on severance is Moderate 
(significant).  

Driver Delay   The increase in traffic is low and unlikely 
to result in any delay to drivers on the 
highway link or local junctions, including 
public transport vehicles, and on this basis 
the magnitude of change is therefore 
Negligible. The significance of effect on 
driver delay is therefore Negligible (not 
significant).  

Negligible  Negligible 
(Not 
Significant)  

Non-
motorised 
User 
Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

The A5204 between the A570 and Rainhill 
Road has footpaths on both sides of the 
carriageway in Sutton Heath and 
dedicated crossing facilities outside of St 
John Vianney Catholic Primary School.   
  
The low traffic increase will not be 
perceptible to pedestrians wishing to cross 
the road and the magnitude of change is 
negligible and therefore the significance of 
effect on non-motorised user amenity and 
delay is therefore Negligible (not 
significant).  
There is no step change in the fear and 
intimidation level score resulting from the 
addition of the proposed traffic and 
therefore the significance of effect on fear 
and intimidation is Negligible (not 
significant). 

Negligible  Negligible 
(Not 
Significant)  

Accidents 
and Safety   

Assessment undertaken in Section 0 and 
Appendix 11D indicates that the B5204 
from the A570 to the Project accesses 
from the B5204 an average annual 
accident rate of 0.20 per million vehicle 
kilometres which is below the national 
average accident rate for an urban other 
road (0.33).   
  
With an additional HGV required every 12 
minutes in the construction phase peak as 
a result of the Project the magnitude of 
change is negligible. The significance of 

Negligible  Negligible 
(Not 
Significant)  
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

effect on accidents and safety is therefore 
Negligible (not significant).  

11.9.60 Based on Table 11.37 the overall significance of residual effects at Highways Link 
RN14 and associated receptors is considered to be Moderate (Significant) in EIA 

terms. 

Highways Link RE2 – A559 between M56 J10 and Stockley Lane  

11.9.61 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 

by 35.7% over the 24 hour period (an increase of 105 HGVs). Based on Table 

11.30, the sensitivity of the highways link has been identified as Low.  

11.9.62 Table 11.38 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.38 Highway link RE2 – assessment of transport environmental effects 

Effect  Comments  Magnitude 
of change   

Significance of 
effect  

Severance  The A559 between M56 J10 and 
Stockley Lane is a mostly rural road, 
however the northern section of this 
route section of road is in a village 
setting (Lower Stretton) with houses 
and a public house on the side of the 
carriageway. The road reduces in 
width in this section and is provided 
with a chicane to allow for safer flow of 
traffic with northbound traffic having 
priority.   
  
With an increase of 105 HGVs per day 
across the ten hour working day for the 
peak day of the construction 
programme, this will result in 
approximately 11 additional HGVs per 
hour or approximately one HGV every 
six minutes.  
  
The change in HGVs on the link is 
between 31-60% and based on Table 
11.26 the magnitude of change is Low. 
The sensitivity of the link in Table 11.30 

Low  Minor (Not 
Significant)  
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Effect  Comments  Magnitude 
of change   

Significance of 
effect  

is Low, therefore the significance of 
effect on severance is therefore Minor 
(Not significant).  

Driver 
Delay   

The increase in traffic is low and 
unlikely to result in any delay to drivers 
on the highway link or local junctions, 
including public transport vehicles, and 
on this basis the magnitude of change 
is negligible. The significance of effect 
on driver delay is therefore Negligible 
(not significant).  

Negligible  Negligible (Not 
Significant)  

Non-
motorised 
User 
Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

The A559 between M56 J10 and 
Stockley Lane has footways on the 
east side of the road but with no 
dedicated crossings and is unlit 
outside of built up areas. It is 
considered unlikely that the footways 
are well used outside of the village of 
Lower Stretton.   
  
The low traffic increase will not be 
perceptible to pedestrians wishing to 
cross the road and the magnitude of 
change is negligible and the 
significance of effect on non-motorised 
user amenity and delay is therefore 
Negligible (not significant).  
There is no step change in the fear 
and intimidation level score resulting 
from the addition of the proposed 
traffic and therefore the significance of 
effect on fear and intimidation is 
Negligible (not significant). 

Negligible  Negligible (Not 
Significant)  
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Effect  Comments  Magnitude 
of change   

Significance of 
effect  

Accidents 
and Safety   

Assessment undertaken in Section 0 
and Appendix 11D indicates that the 
A559 between the edge of the WBC 
area and Lake Lane/Knustford Road 
has an accident rate of 0.25 per million 
vehicle kilometres which is above the 
national average accident rate for a 
rural A road (0.11).  A review of the 
accidents on this 1.1km section of road 
indicates four accidents. Three slight in 
severity and one fatal.  This results in 
an average annual accident rate of 0.8 
which would not be considered 
significant, however given one of the 
accidents resulted in a fatality it 
required further investigation. It is 
understood that this accident was as a 
result of an impaired driver rather than 
a highway issues that could be 
exacerbated by increased traffic flows. 
 
Within the WBC area the A559 south 
of the M56 Junction 10 has an average 
accident rate of 0.10 which is below 
the national average accident rate for a 
rural A road and consisted of two slight 
accidents. 
 
As a whole, the 2.39km section of the 
A559 within the accident assessment 
area has an average accident rate of 
0.17 per million vehicle kms. This rate 
is 0.06 greater than the national 
average for an urban A road (0.11). 
   
With an additional HGV required every 
six minutes in the construction phase 
peak as a result of the Project the 
magnitude of change is therefore 
Negligible. The significance of effect 
on accidents and safety is therefore 
Negligible (not significant).  

Negligible  Negligible (Not 
Significant)  

 

11.9.63 Based on Table 11.38 the overall significance of residual effects at Highways Link 
RE2 and associated receptors is considered to be Minor (Not Significant) in EIA 

terms. 
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Highways Link RE4 – Arley Road between B5356 and Reedgate Lane  

11.9.64 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 
by 445% over the 24 hour period (an increase of 124 HGVs) and by 35.1% for 
total vehicles (an increase of 470). Based on Table 11.30, the sensitivity of the 

highways link has been identified as High.  

11.9.65 Table 11.39 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.39 Highway link RE4 – assessment of transport environmental effects 

Effect  Comments  Magnitude 
of 
change   

Significance of effect  

Severance  Arley Road is a partially 
urban and partially rural road 
that runs between the B5356 
and Arley. The road has been 
defined as having high 
sensitivity as the northern 
section of the route runs 
through the settlement of 
Appleton Thorn for 
approximately 580m. In this 
section the road has 
frontages of houses, a 
school, commercial and 
industrial properties as well 
as footways on both sides of 
the road with formal and 
informal crossings and on-
street parking.   
  
With an increase of 124 
HGVs per day across the ten-
hour working day for the peak 
day of the construction 
programme, this will result in 
approximately 13 additional 
HGVs per hour or 
approximately one HGV 
every four minutes.  
  
The change in HGVs on the 
link is over 90% and based 
on Table 11.26 the 
magnitude of change is High. 
The sensitivity of the link in 

High  Major (Significant)   



112 Prepared by WSP UK Limited for Cadent Gas Limited 

  

 
 
 

  

October 2024 
HyNet North West Hydrogen Pipeline Project Draft Environmental Statement, Chapter 11: Traffic and Transport  

Effect  Comments  Magnitude 
of 
change   

Significance of effect  

Table 11.30 is High, 
therefore the significance of 
effect on severance is 
therefore Major 
(significant).  

Driver 
Delay   

The increase in traffic is 
unlikely to result in any delay 
to drivers on the highway link 
or local junctions, including 
public transport vehicles, and 
on this basis the magnitude 
of change is therefore 
negligible. The significance of 
effect on driver delay is 
therefore Negligible (not 
significant).  

Negligible  Negligible (Not 
Significant)  

Non-
motorised 
User 
Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

The degree of hazard score 
at this receptor increases by 
a value of ten (due to 
increasing 18-hour total 
vehicle flow) there is one step 
change in the fear and 
intimidation level score 
resulting from the addition of 
the proposed traffic (from 
small to moderate with an 18-
hour flow increase in excess 
of 400) the magnitude of 
change is Medium. Therefore 
the significance of effect on 
fear and intimidation is 
Moderate (significant). 
 
Arley Road in Appleton Thorn 
has footpaths on the east 
side of the carriageway but 
does not have any dedicated 
crossings of the road, even 
near Appleton Thorn 
School.   
  
In the peak of the 
construction phase it is 
anticipated that an additional 

Medium  Major (Significant)  
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Effect  Comments  Magnitude 
of 
change   

Significance of effect  

HGV will be generated every 
four minutes on the link and 
based on professional 
judgement it is considered 
that this may be perceptible 
to pedestrians wishing to 
cross the road at peak school 
times. The magnitude of 
change is Medium and 
therefore the significance of 
effect on non-motorised user 
amenity and delay is Major 
(Significant).    

Accidents 
and Safety   

Assessment undertaken in 
Section 0 and Appendix 
11D indicates that the Arley 
Road/New Road south from 
the B5356 within the WBC 
authority boundary  has an 
average accident rate of 0.50 
per million vehicle kilometres 
which is above the national 
average accident rate for a 
rural other road (0.19). This 
rate resulted from only two 
slight accidents, an average 
accident rate per annum of 
less than one which would 
not be considered significant. 
Additionally, Arley Road/New 
Road from the WBC 
boundary to Caldwell’s Gate 
Lane recorded zero accidents 
in the accident assessment 
period. Taken a whole, the 
5.79km section of Arley 
Road/New Road within the 
assessment area has an 
average accident rate of 0.15 
which is below the national 
average for a rural other 
road.  
  

Negligible  Negligible (Not 
Significant)  
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Effect  Comments  Magnitude 
of 
change   

Significance of effect  

The significance of effect on 
accidents and safety is 
Negligible (not significant).  

11.9.66 Based on Table 11.39 the overall significance of residual effects at Highways Link 

RE4 and associated receptors is considered to be Major (Significant) in EIA 

terms. 

Highways Link RE7 – A56 between M56 J7 and Bow Green Road  

11.9.67 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 
by 56.9% over the 24-hour period (an increase of 121 HGVs). Based on Table 

11.30, the sensitivity of the highways link has been identified as Low.  

11.9.68 Table 11.40 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.40 Highway link RE7 – assessment of transport environmental effects 

Effect  Comments  Magnitude 
of change   

Significance of 
effect  

Severance  The A56 between M56 J7 and Bow 
Green Road is a two lane single 
carriageway rural road with limited 
direct access to the road and limited 
properties set back from the 
carriageway.   
  
With an increase of 121 HGVs per 
day across the ten-hour working day 
for the peak day of the construction 
programme, this will result in 
approximately 13 additional HGVs 
per hour or approximately one HGV 
every four minutes.  
  
The change in HGVs on the link is 
between 30% and 60% and based on 
Table 11.26 the magnitude of change 
is Medium. The sensitivity of the link 
in Table 11.30 is Low, therefore the 
significance of effect on severance is 
Minor (not significant).  

Low Minor (Not 
Significant)  
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Effect  Comments  Magnitude 
of change   

Significance of 
effect  

Driver 
Delay   

The increase in traffic is unlikely to 
result in any delay to drivers on the 
highway link or local junctions, 
including public transport vehicles, 
and on this basis the magnitude of 
change is Negligible. The significance 
of effect on driver delay is therefore 
Negligible (not significant).  

Negligible  Negligible (Not 
Significant)  

Non-
motorised 
User 
Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

The A56 between the M56 J7 and 
Bow Green Road has either no or 
intermittent footpaths on one side of 
the carriageway and no clear 
pedestrian desire lines to cross the 
road.   
  
The traffic increase will not be 
perceptible to pedestrians wishing to 
cross the road and the magnitude of 
change is Negligible and therefore 
the significance of effect on non-
motorised user amenity and delay is 
Negligible (not significant).  
There is no step change in the fear 
and intimidation level score resulting 
from the addition of the proposed 
traffic and therefore the significance 
of effect on fear and intimidation is 
Negligible (not significant). 

Negligible  Negligible (Not 
Significant)  

Accidents 
and Safety   

Assessment undertaken in Section 0 
and Appendix 11D indicates that 
A56 between the M56 J7 and the 
edge of the WBC area to the west 
has an average annual accident rate 
of 0.07 per million vehicle kilometres 
which is below the national average 
accident rate for a rural A road 
(0.11). The 0.3km section of the A56 
from the WBC boundary to the B5159 
recorded one slight accident within 
the assessment period. With the 
inclusion of the WBC section the 
average annual accident rate is 0.08 
which is below the national average 
accident rate for a rural A road 
(0.11).  

Negligible  Negligible (Not 
Significant)  



116 Prepared by WSP UK Limited for Cadent Gas Limited 

  

 
 
 

  

October 2024 
HyNet North West Hydrogen Pipeline Project Draft Environmental Statement, Chapter 11: Traffic and Transport  

Effect  Comments  Magnitude 
of change   

Significance of 
effect  

  
With an additional HGV required 
every four minutes in the construction 
phase peak as a result of the Project 
the magnitude of change is 
Negligible. The significance of effect 
on accidents and safety is therefore 
Negligible (not significant).  

11.9.69 Based on Table 11.40 the overall significance of residual effects at Highways Link 

RE7 and associated receptors is considered to be Negligible (Not Significant) in 

EIA terms.  

Highways Link RE8 – Between Isherwood Road and Banky Lane 

11.9.70 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 
by 11.3% over the 24-hour period (an increase of 123 HGVs). Based on Table 

11.30 the sensitivity of the highways link has been identified as Medium.  

11.9.71 Table 11.41 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.41 Highway link RE8 – assessment of transport environmental effects  

Effect  Comments  Magnitude 
of change   

Significance 
of effect  

Severance  The road has been defined as having medium  
sensitivity due to the A6114 routeing through 
Carrington.  
 
With an increase of 123 HGVs per day across 
the ten hour working day for the peak day of 
the construction programme, this will result in 
approximately 13 additional HGVs per hour or 
approximately one HGV every four minutes. 
 
The change in HGVs on the link is between 
0% and 30% and based on Table 11.26 the 
magnitude of change is negligible. The 
sensitivity of the link in Table 11.30 is 
medium, therefore the significance of effect on 
severance is therefore Negligible (not 
significant) 
 

Negligible Negligible (Not 
Significant) 
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Effect  Comments  Magnitude 

of change   

Significance 

of effect  

Driver Delay    The increase in traffic is unlikely to result in 
any delay to drivers on the highway link or 
local junctions, including public transport 
vehicles, and on this basis the magnitude of 
change is Negligible. The significance of effect 
on driver delay is therefore Negligible (not 
significant). 
 

Negligible Negligible (Not 
Significant) 

Non-
motorised 
User 
Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

Whilst the degree of hazard score at this 
receptor increases by a value of ten (due to 
increasing 18-hour HGV flow) there is no step 
change in the fear and intimidation level score 
resulting from the addition of the proposed 
traffic the magnitude of change is therefore 
negligible. Therefore, the significance of effect 
on fear and intimidation is Negligible (not 
significant). 
 
In the peak of the construction phase it is 
anticipated that an additional HGV will be 
generated every four minutes on the link and 
based on professional judgement it is 
considered that this may be perceptible to 
pedestrians wishing to cross the road at peak 
times. The magnitude of change is Medium 
and therefore the significance of effect on non-
motorised user amenity and delay is 
Moderate (Significant).   
 

Medium Moderate 
(Significant) 

Accidents 
and Safety   

Assessment undertaken in Section 0 and 
Appendix 11D indicates that the A6144 
between the M60 Junction 8 and B5158 has 
an average annual accident rate per million 
vehicle kilometres of below the national 
average accident rate for a rural A Road 
(0.11).  Appendix 11D reports this section of 
route in two parts with average annual 
accident rate per million vehicle kilometres of 
0.12 and 0.08 respectively. 0.12 is slightly 
above the national average for the road type. 
When considered as a continuous section this 
part of the A6144 has an average annual 
accident rate per million vehicle kilometres of 
0.10. 
With an additional vehicle required every four 
minutes in the construction phase peak as a 

Negligible Negligible (Not 
Significant)  
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Effect  Comments  Magnitude 

of change   

Significance 

of effect  

result of the Project the magnitude of change 
is negligible. The significance of effect on 
accidents and safety is therefore Negligible 
(not significant). 
 

Highways Link RE10 – A6114 Central Partington  

11.9.72 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 

by 67.3% over the 24-hour period (an increase of 107 HGVs). Based on Table 

11.30, the sensitivity of the highways link has been identified as High.  

11.9.73 Table 11.42 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.42 Highway link RE10 – assessment of transport environmental effects  

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Severance  The A6114 is an A road that runs through a 
built up setting in the settlement of 
Partington. The road has footways on both 
sides of the road, pedestrian crossing 
numerous commercial, residential and 
community properties on the side of the 
carriageway.   
  
With an increase of 123 HGVs per day 
across the ten-hour working day for the 
peak day of the construction programme, 
this will result in approximately 13 
additional HGVs per hour or approximately 
one HGV every six minutes.  
  
The change in HGVs on the link is between 
60% and 90% and based on Table 11.26 the 
magnitude of change is Medium. The 
sensitivity of the link in Table 11.30 is High, 
therefore the significance of effect on 
severance is Major (significant).  

Medium Major 
(Significant)   

Driver 
Delay   

The increase in traffic is unlikely to result in 
any delay to drivers on the highway link or 
local junctions, including public transport 

Negligible  Negligible 
(Not 
Significant)  
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

vehicles, and on this basis the magnitude 
of change is negligible. The significance of 
effect on driver delay is therefore 
Negligible (not significant).  

Non-
motorised 
User 
Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

The A6114 in central Partington has 
footpaths on both sides of the carriageway, 
several pedestrian crossings and 
numerous notable pedestrian desire lines.   
  
In the peak of the construction phase an 
additional HGV every six minutes would 
not be perceptible to pedestrians wishing to 
cross the road and the magnitude of 
change is negligible and therefore the 
significance of effect on non-motorised 
user amenity and delay is Negligible (not 
significant).   
There is no step change in the fear and 
intimidation level score resulting from the 
addition of the proposed traffic and 
therefore the significance of effect on fear 
and intimidation is Negligible (not 
significant). 

Negligible  Negligible 
(Not 

Significant)  

Accidents 
and Safety   

Assessment undertaken in Section 0 and 
Appendix 11D indicates that the A6144 
between Moss Lane and the B5158 has an 
average annual accident rate of 0.05 per 
million vehicle kilometres which is below 
the national average accident rate for an 
urban A Road (0.42).   
  
With an additional vehicle required every 
six minutes in the construction phase peak 
as a result of the Project the magnitude of 
change is negligible. The significance of 
effect on accidents and safety is therefore 
Negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

 

11.9.74 Based on Table 11.42 the overall significance of residual effects at Highways Link 
RE10 and associated receptors is considered to be Major (Significant) in EIA 

terms.  
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Highways Link RE11 – A6114 Southern Partington  

11.9.75 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 
by 182.9% over the 24 hour period (an increase of 107 HGVs). Based on Table 

11.30, the sensitivity of the highways link has been identified as Low.  

11.9.76 Table 11.43 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.43 Highway link R11 – assessment of transport environmental effects  

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Severance  The A6114 is an A road that runs through 
a built up setting in the settlement of 
Partington. The road has footways on both 
sides of the road, pedestrian crossing 
numerous commercial, residential and 
community properties on the side of the 
carriageway. In the southern section of 
Partington the route also passes along the 
frontage of the Broadoak School and the 
Fuse community facility.   
  
With an increase of 107 HGVs per day 
across the ten hour working day for the 
peak day of the construction programme, 
this will result in approximately 11 
additional HGVs per hour or approximately 
one HGV every six minutes.  
  
The change in HGVs on the link is 
between 60 and 90% and based on Table 
11.26 the magnitude of change is Medium. 
The sensitivity of the link in Table 11.30 is 
High, therefore the significance of effect on 
severance is Major (significant).  

Medium Minor (Not 
Significant)   

Driver 
Delay   

The increase in traffic is unlikely to result in 
any delay to drivers on the highway link or 
local junctions, including public transport 
vehicles, and on this basis the magnitude 
of change is negligible. The significance of 
effect on driver delay is therefore 
Negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

Non-
motorised 
User 

There is no step change in the fear and 
intimidation level score resulting from the 
addition of the proposed traffic and 

Medium  Minor (Not 
Significant)  
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Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

therefore the significance of effect on fear 
and intimidation is Negligible (not 
significant). 
 
The A6114 in the southern section in 
Partington has footpaths on both sides of 
the carriageway, several pedestrian 
crossings and numerous notable 
pedestrian desire lines. There is a 
signalised crossing on the road outside 
Broadoak School.   
  
An additional HGV will be generated every 
six minutes may be perceptible to 
pedestrians wishing to cross the road at 
peak school times and the magnitude of 
change is medium and therefore the 
significance of effect on non-motorised 
user amenity and delay is Minor (Not 
significant)  

Accidents 
and Safety   

Assessment undertaken in Section 0 and 
Appendix 11D indicates that the A6144 
between Moss Lane and B5160 has an 
average annual accident rate of 0.21 per 
million vehicle kilometres which is below 
the national average for its road type. 
  
With an additional vehicle required every 
six minutes in the construction phase peak 
as a result of the Project the magnitude of 
change is Negligible. The significance of 
effect on accidents and safety is therefore 
Negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

11.9.77 Based on Table 11.43 the overall significance of residual effects at Highways Link 

RE11 and associated receptors is therefore considered to be Minor (Not 

Significant).  

Highways Link SR3 – B5153 West of Weaverham  

11.9.78 As set out in Table 11.31, the total HGV flows are predicted to increase on this link 
by 94% over the 24-hour period (an increase of 64 HGVs). Based on Table 11.30, 

the sensitivity of the highways link has been identified as High.  
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11.9.79 Table 11.44 sets out the assessment of the transport environmental effects at the 

highways link and the significance of effect.   

Table 11.44 Highway link SR3 – assessment of transport environmental effects 

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Severance  The B5153 is a partially urban 
(Weaverham) and rural route which is 
required to be used for 470m on the 
Project. The section of the B5153 in 
Weaverham is bound by residential 
properties, footways on both sides of the 
road and on street parking restricting the 
flow of traffic.     
  
The change in HGVs on the link is over 
90% and based on Table 11.26 the 
magnitude of change is High.  
  
However, for a robust assessment of the 
link the temporary nature of the HGV 
deliveries and the numbers of deliveries 
should be taken into account. It is noted 
that during the peak day of the programme 
only an increase of 64 HGVs per day 
across the ten hour working day are 
anticipated. This will result in 
approximately seven additional HGVs per 
hour or approximately one HGV every nine 
minutes.   
  
Another key factor for consideration on this 
route is the overall time required for works 
that would use this road for access. The 
major construction works in this section 
would occur only over a 28 day 
programme between day 471 (01/04/2028) 
and 498 (03/05/2028). Figure 11.21: 
Construction Traffic Across Programme 
on B5153 Station Road (provided 
separately) shows a graph of the 
anticipated traffic movements across this 
month showing a gradual build up to the 
peak day (486) and then a drop off to the 
end of the works.   
  

Negligible  Negligible 
(Not 
Significant)  



123 Prepared by WSP UK Limited for Cadent Gas Limited 

  

 
 
 

  

October 2024 
HyNet North West Hydrogen Pipeline Project Draft Environmental Statement, Chapter 11: Traffic and Transport  

Effect  Comments  Magnitude 
of 
change   

Significance 
of effect  

Considering the above the overall 
magnitude of change can be considered to 
be negligible and the significance of effect 
on severance is therefore Negligible (not 
significant).  

Driver 
Delay   

The increase in traffic is unlikely to result in 
any delay to drivers on the highway link or 
local junctions, including public transport 
vehicles, and on this basis the magnitude 
of change is negligible. The significance of 
effect on driver delay is therefore 
Negligible (not significant).  

Negligible  Negligible 
(Not 
Significant)  

Non-
motorised 
User 
Amenity, 
Non-
motorised 
User Delay 
and Fear and 
Intimidation   

The B5153 in Weaverham has footpaths 
on both sides of the carriageway but no 
pedestrian crossings.   
  
An additional HGV every nine minutes 
would not be perceptible to pedestrians 
wishing to cross the road and the 
magnitude of change is negligible and the 
significance of effect on non-motorised 
amenity and delay is therefore Negligible 
(not significant).  
There is no step change in the fear and 
intimidation level score resulting from the 
addition of the proposed traffic and 
therefore the significance of effect on fear 
and intimidation is Negligible (not 
significant). 

Negligible  Negligible 
(Not 
Significant)  

Accidents 
and Safety   

Assessment undertaken in Section 0 and 
Appendix 11D indicates that the B5153 
Station Road in the Study Area did not 
record accidents in the assessment time 
period.   
  
With only an additional vehicle required 
every nine minutes in the construction 
phase peak as a result of the Project the 
magnitude of change is Negligible. The 
significance of effect on accidents and 
safety is therefore Negligible (not 
significant).  

Negligible  Negligible 
(Not 
Significant)  
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11.9.80 Based on Table 11.44 the overall significance of residual effects at Highways Link 

SR3 and associated receptors is considered to be Negligible (Not Significant). 

11.10 Assessment of Cumulative (inter-project) Effects 

11.10.1 A Cumulative Effects Assessment (CEA) has been undertaken for the Project 

which considers the combined impacts with other developments on the same 
single receptor or resource (inter-project effects). The detailed method followed in 
identifying and assessing potential cumulative effects is set out in Chapter 3: 

Approach to preparing the Draft ES.  

11.10.2 In terms of road traffic appropriate local traffic forecasts using TEMPro as has 

been undertaken (the methodology is set out in Section 11.5). TEMPro is a 
program developed by the DfT providing traffic growth projections used to project 
long-term forecasts in traffic growth. This is an accepted approach to assess future 

baseline traffic and accounts for the traffic associated with cumulative and 
anticipated development with the relevant local plans. Cumulative impacts have 
already been taken into consideration within the TEMPro future year forecasts 

used in the assessment.  

11.11 In-combination Climate Change Impact (ICCI) 
Assessment 

11.11.1 The impact of future climate change has been considered throughout the EIA. For 

Transport, only the temporary construction impacts of the scheme have been 
assessed as there will be no permanent transport effects. Therefore, no Transport-

related in-combination climate change impacts (ICCI) have been identified.  

11.11.2 The ICCI assessment is reported in Chapter 19: Intra-project effects. 

11.12 Significance Conclusions 

11.12.1 A summary of the results of the traffic and transport assessment is provided in 

Table 11.45.
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Table 11.45  Summary of significance of effects 

Receptor and summary of 
predicted effects 

Sensitivity/ importance/ value of 
receptor1 

Magnitude 
of change2 

Significance3 Summary 
rationale 

LH4A and 
Chapter 
section 
reference 

Severance – 13 links where 
EATM thresholds are 
triggered 

RW2 - Low  
 
RW3 - Medium  
 
RW9 - Medium  
 
RN6 - High 
 
RN13 - Negligible  
 
RN14 - High  
 
RE2 - Low 
 
RE4 - High  
 
RE7 – Low 
 
RE8 - Medium  
 
RE10 - High  
 
RE11 - Low 

 RN13, RE4 
– High 
 
RW2, 
RE10, 
RE11 – 
Medium 
 
RW3, RW9, 
RN14, RE2, 
RE7 – Low 
 
RN6, RE8, 
SR3 - 
Negligible 
 
 

RE4, RE10 – Major 
(Significant) 
 
RN14, Moderate 
(Significant) 
 
RW2, RE11, RW3, 
RE2, RE7 RW9, – 
Minor (Not 
Significant) 
 
RN6, RN13, RE8, 
SR3 – Negligible 
(Not Significant) 

The 
assessment 
has 
indicated in 
this 
scenario 
that major 
impacts 
would be 
experienced 
on two links 
assessed 
and 
moderate 
on one link 
assessed. 
These 
impacts 
would be 
temporary 
and only 
present 
during the 

Major: 
RE4 - 
WBC 
RE10 - TC 
 
Moderate: 
RN14 - 
SHBC 
 
The 
additional 
mitigation 
that will be 
considered 
is set out 
further in 
Section 
11.13. 
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Receptor and summary of 
predicted effects 

Sensitivity/ importance/ value of 
receptor1 

Magnitude 
of change2 

Significance3 Summary 
rationale 

LH4A and 
Chapter 
section 
reference 

 
SR3 - High  
  

construction 
phase. 
 
It is 
considered 
that 
additional 
mitigation 
will be 
required to 
address 
these 
moderate 
and major 
impacts on 
severance. 

Driver Delay – 13 links where 
EATM thresholds are 
triggered 

All 13 
highway 
links - 
negligible 

All 13 highway links – 
Negligible (Not 
Significant) 

There will 
be a 
temporary 
increase in  
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Receptor and summary of 
predicted effects 

Sensitivity/ importance/ value of 
receptor1 

Magnitude 
of change2 

Significance3 Summary 
rationale 

LH4A and 
Chapter 
section 
reference 

traffic 
during 
construction  
but the 
assessment 
of the peak 
day of traffic 
for the 
proposed 
project 
programme 
has  
indicated 
that the 
impacts on 
driver delay 
would be 
negligible 
(not 
significant). 

Non-motorised User Amenity, 
Non-motorised User Delay 
and Fear and Intimidation – 13 
links where EATM thresholds 
are triggered 

 RE4, RE8, 
RE11 – 
Medium 
 
RW2, RW3, 
RW9, RN6, 

RE4 – Major 
(Significant)  
 
RE8 – Moderate 
(Significant) 
 

The 
assessment 
has 
indicated in 
this 
scenario 

Major: 
RE4 – 
WBC 
 
Moderate: 
RE8 – TC 
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Receptor and summary of 
predicted effects 

Sensitivity/ importance/ value of 
receptor1 

Magnitude 
of change2 

Significance3 Summary 
rationale 

LH4A and 
Chapter 
section 
reference 

RN13, RE2, 
RE7, RE10, 
SR3 - 
Negligible 

RE11 - Minor (Not 
Significant) 
 
RW2, RW3, RW9, 
RN6, RN13, RE2, 
RE7, RE10, SR3 – 
Negligible (Not 
Significant) 

major 
impacts 
would be 
experienced 
on one link 
assessed 
and 
moderate 
on one link 
assessed. 
These 
impacts 
would be 
temporary 
and only 
present 
during the 
construction 
phase. 
 
It is 
considered 
that 
additional 
mitigation 
will be 

 
The 
additional 
mitigation 
that will be 
considered 
is set out 
furthering 
in Section 
11.13. 
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Receptor and summary of 
predicted effects 

Sensitivity/ importance/ value of 
receptor1 

Magnitude 
of change2 

Significance3 Summary 
rationale 

LH4A and 
Chapter 
section 
reference 

required to 
address 
these 
moderate 
and major 
impacts on 
non-
motorised 
user 
amenity and 
delay and 
fear and 
intimidation. 
 
 

Accidents and Safety – 13 
links where EATM thresholds 
are triggered 

 All 13 
highway 
links - 
negligible 

All 13 highway links – 
Negligible (Not 
Significant) 

There will 
be a 
temporary 
increase in 
traffic 
during 
construction  
but the 
assessment 
of the peak 
day of traffic 

All 13 
highway 
links - 
negligible 
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Receptor and summary of 
predicted effects 

Sensitivity/ importance/ value of 
receptor1 

Magnitude 
of change2 

Significance3 Summary 
rationale 

LH4A and 
Chapter 
section 
reference 

for the 
proposed 
project 
programme 
has  
indicated 
that the 
impacts on 
accident 
and safety 
would be 
negligible 
(not 
significant).  

 
1. The sensitivity/importance/value of a receptor is defined using the criteria set out in Section 11.9 and is defined as 

negligible, low, medium, high.  
2. The magnitude of change on a receptor resulting from activities relating to the development is defined using the criteria set 

out in Section 11.9 and is defined as negligible, low, medium, high. 
3. The significance of the environmental effects is based on the combination of the sensitivity/importance/value of a receptor 

and the magnitude of change and is expressed as major (significant), moderate (potentially significant) or minor/negligible 
(not significant), subject to the evaluation methodology outlined in Section 11.9. 

4. Local Highways Authority: Cheshire West and Chester Council (CWACC); Cheshire East Council (CEC); Halton Borough 
Council (HBC); Warrington Borough Council (WBC); St. Helens Borough Council (SHBC); Trafford Council (TC). 
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11.13 Additional Measures 

11.13.1 The assessment set out above has concluded that it will be necessary to 

implement additional measures. These have been identified and would be in 
addition to those embedded measures outlined and assessed in Section 11.6. 
Table 11.46 outlines how these additional measures will influence the traffic and 

transport assessment. 

Table 11.46 Summary of the additional environmental measures 

Receptor Potential changes 
and effects 

Additional measures Compliance 
mechanism 

Construction    

RN14 Increase in HGV  
traffic on link RN14  
in Sutton Heath, St  
Helens and effects  
on severance of the  
road. 
There are footways  
on both sides of the  
carriageway and the  
increase in traffic  
has identified  
potential severance  
issues  

The B5204 has already  
undergone several 
improvement schemes in  
recent years to address 
issues with pedestrian desire 
lines across the carriageway 
particular related to access to  
St John Vianney Catholic 
Primary School.  
These improvements included 
a widened footpath on the 
north side of the road which  
incorporates an off-
carriageway cycle way, a  
dedicated signalised  
pedestrian crossing in front of 
the school, no 
stopping/parking  
restrictions on the B5204 near 
the school as well as smaller 
schemes such as footway  
resurfacing, tactile paving for 
minor road crossings.  
As such provision of more 
physical infrastructure would  
not be appropriate and  
additional environmental  
measures in this area should 
be focused on traffic routeing 
and timings. 
Alternative routeing of the 
HGV traffic would not be 
possible.  
 

CTMP secured 
via DCO 
requirement. 
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Receptor Potential changes 
and effects 

Additional measures Compliance 
mechanism 

The need for access along 
this road is required as this is 
a section of road that 
installation of the pipeline is 
required along as well as to 
build the section to the south 
of the road, west of 
Nightgrove Hall Drive. Access 
to the road from the west 
would have larger and wider 
impacts on other residential 
areas such as Rainhill and 
Thatto Heath and would 
require longer HGV 
Conveyance routes. 
Therefore, it is considered the 
additional mitigation that 
would address the severance 
issues would be to limit traffic 
on this route at certain times 
of the day around school drop 
off and pick up when the 
issue would be most 
prevalent in the area. It is 
proposed that there would be 
a project HGV ban on the 
B5204 between 08:00 – 09:00 
and 15:00 – 16:00 every 
school day 

RE4 Increase in HGV and 
total  
traffic on link RE4  
in Appleton Thorn,  
and effects on  
severance of the  
road and on  
non-motorised user 
amenity,  
non-motorised user 
delay  
and fear and  
intimidation.  
There are footways  
on both sides of the  
carriageway and the  

A key focus of the issues on  
this link as a result of the  
development traffic is related  
to severance and pedestrian  
amenity.  
Arley Road from the junction  
with the B5356 to the end of  
the built up area of Appleton  
Thorn has a footway along 
the east side of the 
carriageway and intermittently 
on the west side of the 
carriageway, however it is not 
provided with any formal 
crossings of the road. A 
recent scheme has been 

CTMP secured 
via DCO 
requirement. 
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Receptor Potential changes 
and effects 

Additional measures Compliance 
mechanism 

increase in traffic  
has identified  
potential severance  
issues and issues 
with non-motorised 
user  
amenity non-
motorised user 
delay and fear and  
intimidation. 

installed on Arley Road 
around the School including 
parking restrictions on both 
sides of the carriageway 
between Chapel Lane and the 
end of the residential area 
and a new segregated 
footway on the west side of 
the road from Chapel Lane.  
Therefore, it is considered the  
additional mitigation that 
would address the severance 
and pedestrian issues would 
be to limit traffic on this route 
at certain times of the day 
around school drop off and 
pick up when the issue would 
be most prevalent in the area. 
It is proposed that there 
would be a project HGV ban 
on the B5256 between 08:00 
– 09:00 and 15:00 – 16:00 
every school day. 

RE10 Increase in HGV  
traffic on link RE10 
in Partington and  
effects on severance 
of the  
road. There are 
footways  
on both sides of the  
carriageway.  

Access to the proposed  
corridor south of Partington is 
a restricted location due to 
the presence of the canal 
network to the north 
(Manchester Ship  
Canal) and south 
(Bridgewater Canal). Access 
for roads across these  
bridges/underpasses is  
restricted for HGVs due to  
height, width or weight  
restrictions. A review of  
useable routes without these  
restrictions to access the  
B5160 indicated two options,  
the first as proposed, along 
the less built-up section of 
A6114 and then through 
Partington, and the second 
which would need to route 
through Lymm town centre. 
The route through Lymm has 

CTMP secured 
via DCO 
requirement  
(change in 
vehicle routeing 
and timing  
compliance)  
Development of  
onsite haul road  
design solutions 
in the post 
Section 42  
phase. If this 
can be 
established then  
design can be  
amended and  
reflected in the 
DCO works 
plans. 
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Receptor Potential changes 
and effects 

Additional measures Compliance 
mechanism 

not been included in this Draft 
ES as it would have a wider 
impact on receptors across 
the local highways network in 
Lymm and Heatley.  
Partington is a settlement with 
a town centre around the 
junction with Central Drive. 
The road also has schools 
and other community facilities 
along the link. The road has 
footways on both sides and 
numerous formal and informal 
crossings of the road. It is a 
sensitive location for 
pedestrians and not currently 
heavily trafficked by HGVs.  
It is considered therefore that 
the intervention requirements 
would be the following:  
⚫ Limiting traffic on this 

route at certain times of 
the day around school 

drop off and pick up. It is 
proposed that There 
would be a project HGV 

ban on the A6144 
between 08:00 – 09:00 
and 15:00 – 16:00 every 

school day.  

⚫ Applicant to review the 

options to remove all 
traffic from this route as 
the design develops. Not 

all traffic can be removed 
via rerouteing however, 
traffic routeing to/from 

EH50 and EH-49 has 
been re-routed from the 
A6144 to the A56, 

reducing the number of 
Project accesses 
accessed via the A6144. 

An option to continue the 
haul road from access 
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Receptor Potential changes 
and effects 

Additional measures Compliance 
mechanism 

EH-52 at Carrington to the 
B5160 can be 

investigated.  

⚫ If removing all traffic from 
Partington cannot be 

achieved through a haul 
road an alternative of 
splitting HGV traffic 

across both the Lymm 
Route and Partington 
route could be proposed. 

This would reduce the 
impacts in Partington and 
increase in Lymm but on 

balance this may provide 
a less onerous set of 
traffic and transport 

environmental impacts. 

RE8 Increase in HGV  
traffic on link RE8  
near Carrington,  
and effects on  
non-motorised user 
amenity,  
non-motorised user 
delay  
and fear and  
intimidation.  
There are footways  
on both sides of the 
carriageway within 
Carrington, north of 
Carrington footway 
is not provided.  
 

Access to the proposed  
corridor south of Partington is 
a restricted location due to 
the presence of the canal 
network to the north 
(Manchester Ship  
Canal) and south 
(Bridgewater Canal). Access 
for roads across these  
bridges/underpasses is  
restricted for HGVs due to  
height, width or weight  
restrictions. A review of  
useable routes without these  
restrictions to access the  
B5160 indicated two options,  
the first as proposed, along 
the less built-up section of 
A6114 and then through 
Partington, and the second 
which would need to route 
through Lymm town centre. 
The route through Lymm has 
not been included in this Draft 
ES as it would have a wider 
impact on receptors across 
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Receptor Potential changes 
and effects 

Additional measures Compliance 
mechanism 

the local highways network in 
Lymm and Heatley.  
Partington is a built up  
settlement with a town centre 
around the junction with 
Central Drive. The road also 
has schools and other  
community facilities along the 
link. 
The road has footways on 
both sides and numerous 
formal and informal crossings 
of the road. It is a sensitive 
location for pedestrians and 
not currently heavily trafficked 
by HGVs. It is considered 
therefore that the intervention 
requirements  
would be the following:  
⚫ Limiting traffic on this 

route at certain times of 
the day around school 
drop off and pick up. It is 

proposed that there would 
be a project HGV ban on 
the A6144 between 08:00 

– 09:00 and 15:00 – 16:00 

every school day.  

⚫ Applicant to review the 
options to remove all 
traffic from this route as 

the design develops. Not 
all traffic can be removed 
via rerouteing however, 

traffic routeing to/from 
EH50 and EH-49 has 
been re-routed from the 

A6144 to the A56, 
reducing the number of 
Project accesses 

accessed via the A6144. 
An option to continue the 
haul road from access 

EH-52 at Carrington to the 
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Receptor Potential changes 
and effects 

Additional measures Compliance 
mechanism 

B5160 can be 

investigated.  

⚫ If removing all traffic from 
Partington cannot be 
achieved through a haul 

road an alternative of 
splitting HGV traffic 
across both the Lymm 

Route and Partington 
route could be proposed. 
This would reduce the 

impacts in Partington and 
increase in Lymm but on 
balance this may provide 

a less onerous set of 
traffic and transport 

environmental impacts. 

11.14 Residual Effects Assessment 

11.14.1 As set out in Table 11.46 the provision of a range of appropriate additional 

mitigation measure to mitigate effects of Severance and Pedestrian Amenity 

Pedestrian Delay and Fear and Intimidation have been developed.   

11.14.2 With these measures it is considered that the residual effect of the Project on 
Receptor RN14 and RE8 would reduce from Moderate to Minor and as such the 

impact to not significant.   

11.14.3 With these measures it is considered that the residual effect of the Project on 
Receptor RE4 and RE10 would reduce from Major to Minor and as such to not 

significant.   

 



 

  

 


